LED design

CENTER LED SVETIL
Celovska cesta 147b, Ljubljana
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We are specialising on “Lighting Innovation”.

Let people feel the joy of light.
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PRODUCTS

Track Spot Light
Surface-Mounted Spot Light
Recessed Spot Light

Down Light

Wall Wash Light

Wall Light

Surface-Mounted Light
Pendant Light

Office Light



NAKO

Superior optical lens for different beam angles.
The nice baffles for different finishing colors.

Visible and invisible installation types for option.

Visible

Invisible

001



NAKO

Invisible Visible

First,
install the mounting frame to the ceiling;

Second,
install power lines;

Third,
embed the lamp in the component.
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NAKO

003

Spring Ball
Sticking

Combine with ceiling components
Install lamps more easily




NAKO

COB LED

6W 10W
24° 36°

Reflector
Lamp body

Mounting Frame
Invisible and Visible Versions
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RM (mirror) RW (white)

S @ 88mm 6W 10W / 15W

M @ 100mm 15W 20W

L @ 124mm 20W 25W
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Invisible-fixed
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RM (mirror) RW (white)

S @ 78.5mm 6W 10W / 15W

M @ 90mm 15W 20W
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NAKO Visible-fixed S

COB LED CRI280 IP44 (€ RoHS

| |
Reflector color: I
RG RM RW RB
- Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing: Cast aluminum. NN\ 283 INNN\NN\WY
*Mounting ring: Pure aluminum.
ARt . . 570
A.ml dazzle ring: Pure alumlnum. . Q"&- cm
Light source: COB LED with a lens of optical. ~

*Embedded parts make it easy to install and remove so as to

protect ceiling.

*The light can be compatible with emergency battery. 290 COB LED
*UGR<19.
R6340 6W 460Im R6340 10W 800Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
NW NW

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
0.5 342 1367 1 0.5 628 2512
1.0 120 342 2 1.0 220 628
1.5 68 162 3 1.4 126 279
241 39 86 4 1.9 7 157

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
0.7 258 1030 1 0.6 469 1876
1.3 90 258 2 1.2 164 469
2.0 52 115 3 1.9 94 209
2.6 29 64 4 25 53 17

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60" 60"
0.9 221 492 1 0.9 396 879
1.9 55 123 2 1.9 99 220
2.8 30 55 3 2.8 54 98
3.8 20 31 4 3.8 36 55

011

watz



*Housing: Cast aluminum.
*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Pure aluminum.

sLight source: COB LED with a lens of optical.

*Embedded parts make it easy to install and remove so as to

protect ceiling.

*The light can be compatible with emergency battery.

*UGR<19.

R6341 15W 1000Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o

h(m)  D(m)

04
0.8
1.2
1.6

A WO =

h(m)  D(m)

0.6
1.1
1.7
2.2

AW N -

Em(Ix)

1263
442
252
174

Em(Ix)

672
236
135

92

Emax(Ix)
15°
5052
1263
561

316

Emax(Ix)
36"
2690
673

299

168

NAKO

COB LED CRI280

Reflector color:

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

012

Visible-fixed S

h(m)

AW N =

h(m)

B O =

IP44

RG RM RW RB

White

Silver

RoHS

Black

2700K 3000K 4000K

15°  24°

36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

D(m)

0.4
0.8
1.3
1.7

D(m)

0.9
1.8
2.7
3.6

60°

COB LED
Em(Ix) Emax(Ix)
24°
1161 4646
460 1161
232 516
159 290
Em(Ix) Emax(Ix)
60"
503 1117
163 279
81 124
53 70
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Visible-fixed M

NAKO

COB LED CRI280

Reflector color:

P44 (€ RoHS

*Housing: Cast aluminum.
*Mounting ring: Pure aluminum.
*Anti-dazzle ring: Pure aluminum.

Light source: COB LED with a lens of optical.

*Embedded parts make it easy to install and remove so as to

protect ceiling.
*The light can be compatible with emergency battery.
*UGR<19.

R6342 15W 1200Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(x)  Emax(Ix)

157
1 0.4 1249 4996
2 0.7 437 1249
3 1.1 250 555
4 1.4 140 312

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.4 1062 4248
2 0.9 372 1062
3 1.3 212 472
4 1.8 120 266

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 871 3482
2 11 305 871
3 1.7 174 387
4 2.2 98 218

RG RM RW RB

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24° 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

2100 COB LED

R6342 20W 1450Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

15"
1 0.4 1644 6577
2 0.7 576 1644
3 1.1 329 731
4 1.4 185 411

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.4 1280 5120
2 0.9 448 1280
3 1.3 256 569
4 1.7 144 320

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 1128 4513
2 1.2 395 1128
3 1.7 225 501
4 2.3 127 282
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NAKO Visible-fixed L

COB LED CRI280 P44 (€ RoHS$

Reflector color: |

RG RM RW RB
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24° 45°

-‘ Driver gear for LED: Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

*Housing: Cast aluminum. NN\ NN
*Mounting ring: Pure aluminum.
*Anti-dazzle ring: Pure aluminum.

sLight source: COB LED with a lens of optical. 145

*Embedded parts make it easy to install and remove so as to

protect ceiling.

*The light can be compatible with emergency battery. 2124 COB LED o
*UGR<19.
R6343 20W 1900Im R6343 25W 2390Im
With LED Driver 36V-500mA With LED Driver 36V-600mA
230V-50Hz 230V-50Hz
NW NW
h(m)  D(m) Em(Ix) Emax(Ix) I 1 ] I h(m)  D(m) Em(Ix) Emax(Ix)
15“ N\ / A / N 15“
1 03 4663 18285 O D 03 6810 22761
2 0.6 1632 4571 2 06 2383 5690
3 0.9 932 2032 RE 3 1.0 1362 2529
4 1.2 641 1143 4 1.2 936 1423
23068cd
h(m) D(m) Em(Ix) Emax(Ix) T [ ). | h(m) D(m) Em(Ix) Emax(Ix)
24° \ QL 24°
1 05 2158 10070 LN P 05 3208 12570
2 0.9 755 2518 b " 2 0.9 1122 3143
3 1.4 432 1119 \ Amwi 3 1.4 641 1397
4 1.9 297 629 4 1.8 441 786
12683cd
h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
457 45°
1 0.8 1063 3707 1 0.8 1569 4472
2 1.6 372 927 2 1.6 549 1118
3 2.4 212 412 3 2.4 314 497
4 3.2 146 232 4 3.2 216 280

014
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NAKO Visible-adjustable T

COB LED CRI280 IP65 (€ RoHS

Reflector color: I
RG RM RW RB
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
- - Beam angle: 24° 36° 60°

*Housing: Cast aluminum. ESSSSSN
292

*Mounting ring: Pure aluminum. o

Max 30
*Anti-dazzle ring: Pure aluminum. \
sLight source: COB LED with a lens of optical. 76
*The spot light tilts to a maximum of 0-30° onto the vertical plane.
Embedded parts make it easy to install and remove so as to

P Y 2100 COB LED

protect ceiling.
*The light can be compatible with emergency battery.
*UGR<19.

E6028 10W 700Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o

h(m)  D(m) Em(x)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36°
1 0.7 373 1492 1 0.8 309 1235
2 1.4 131 373 2 1.6 108 309
3 2.0 75 166 3 2.4 62 137
4 2.7 51 93 4 3.2 42 7

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 0.9 446 992
2 1.9 136 248
3 2.8 72 110
4 3.8 47 62

015
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*Housing: Cast aluminum.
*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Pure aluminum.

sLight source: COB LED with a lens of optical.

*The spot light tilts to a maximum of 0-30° onto the vertical plane.

*Embedded parts make it easy to install and remove so as to

protect ceiling.

NAKO Visible-adjustable T

COB LED CRI280

Reflector color:

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

*The light can be compatible with emergency battery.

*UGR<19.

R6897 6W 380Im
With LED Driver 36V-135mA
230V-50Hz

N

h(m) ~ D(m)

0.6
1.2
1.8
2.5

AW N =

h(m) D(m)

0.6
1.3
1.9
26

s W NN =

h(m)  D(m)

0.7
1.4
21
2.8

S w NN =

Em(Ix)

184
64
37
25

Em(Ix)

154
54
31
21

Em(Ix)

231
70
37
24

R6897 10W 650Im

IP44

RG RM RW RB

White

€ RoHS
|
Silver Black

2700K 3000K 4000K

24°

36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

With LED Driver 36V-250mA

230V-50Hz
N

Emax(Ix)
24°

737

184

82

46

Emax(Ix)
36°

615

154

68

38

Emax(Ix)
60"

513

128

57

32

016

h(m)

A O N -

h(m)

AN -

h(m)

S W NN -

D(m)

0.6
1.2
1.9
2.5

D(m)

0.6
1.3
1.9
26

D(m)

0.7
1.4
22
2.9

60°

COB LED
Em(Ix) Emax(Ix)
24°
281 1122
98 280
56 125
39 70
Em(Ix) Emax(Ix)
36"
233 932
82 233
47 104
32 58
Em(Ix) Emax(Ix)
60"
350 77
107 194
56 86
37 49

was vz



NAKO Invisible-fixed S

COB LED CRI280 IP44 (€ RoHS

| §
Reflector color: [ |
RG RM RW RB
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
‘ ‘ Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing: Cast aluminum. NN\
*Mounting ring: Pure aluminum. 2383
*Anti-dazzle ring: Pure aluminum. & S5cm
5, ~ o
-Light source: COB LED with a lens of optical. 79 Ayl
*Embedded parts make it easy to install and remove so as to m 3
protect ceiling.
*The light can be compatible with emergency battery. @785 COB LED GW
*UGR<19.
R6309 6W 460Im R6309 10W 800Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
NwW NwW
o o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
0.5 342 1367 1 0.5 628 2512
1.0 120 342 2 1.0 220 628
1.5 68 162 3 1.4 126 279
241 39 86 4 1.9 Il 157

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
0.7 258 1030 1 0.6 469 1876
1.3 90 258 2 1.2 164 469
2.0 52 115 3 1.9 94 209
2.6 29 64 4 2.5 53 17

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60" 60"
0.9 221 492 1 0.9 396 879
1.9 55 123 2 1.9 99 220
2.8 30 55 3 2.8 54 98
3.8 20 31 4 3.8 36 55

017



NAKO Invisible-fixed S

COB LED CRI280 P44 (€ RoHS$

Reflector color: |

RG RM RW RB
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24° 36° 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum. NN\
*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Pure aluminum. & S5cm
sLight source: COB LED with a lens of optical.

*Embedded parts make it easy to install and remove so as to

protect ceiling.

*The light can be compatible with emergency battery. 278.5 COB LED

*UGR<19.

R6315 15W 1000Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 2
1 04 1263 5052 1 04 1161 4646
2 08 442 1263 2 08 460 1161
3 1.2 252 561 3 1.3 232 516
4 1.6 174 316 4 1.7 159 290

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.6 672 2690 1 0.9 503 1117
2 11 236 673 2 1.8 163 279
3 1.7 135 299 3 2.7 81 124
4 2.2 92 168 4 3.6 53 70

018
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*Housing: Cast aluminum.
*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Pure aluminum.

Light source: COB LED with a lens of optical.

*Embedded parts make it easy to install and remove so as to

protect ceiling.

NAKO

COB LED CRI280

Reflector color:

Color temperature:
Beam angle:

Invisible-fixed M

P44 (€ RoHS
|
RG RM RW RB

2700K 3000K 4000K
15° 24° 36°

*The light can be compatible with emergency battery.

*UGR<19.

R6310 15W 1200Im
With LED Driver 36V-350mA

230V-50Hz
N

h(m)

AW -

h(m)

AW N -

h(m)

W NN =

O(m)

0.4
0.7
1.1
1.4

D(m)

0.4
0.9
1.3
1.8

D(m)

0.6
1.1
1.7
22

Em(ix)

1249
437
250
140

Em(Ix)

1062
372
212
120

Em(Ix)

871
305
174

98

Emax(Ix)
15°
4996
1249
555

312

Emax(Ix)
24°
4248
1062
472

266

Emax(Ix)
36°
3482
871

387

218

Driver gear for LED:

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED
R6310 20W 1450Im
With LED Driver 36V-500mA
230V-50Hz
Nw
h(m) D(m) Em(Ix) Emax(Ix)
15°
1 0.4 1644 6577
2 0.7 576 1644
3 1.1 329 731
4 1.4 185 411
h(m) D(m) Em(Ix) Emax(Ix)
24°
1 0.4 1280 5120
2 0.9 448 1280
3 1.3 256 569
4 1.7 144 320
h(m) D(m) Em(Ix) Emax(Ix)
36°
1 0.6 1128 4513
2 1.2 395 1128
3 1.7 225 501
4 23 127 282

019
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NAKO Invisible-fixed L

COB LED CRI280 P44 (€ RoHS$

Reflector color: |
RG RM RW RB
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24° 45°
"‘ Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum. g114

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Pure aluminum. 5,1"@ 47cm
sLight source: COB LED with a lens of optical. 145 ~
*Embedded parts make it easy to install and remove so as to m

protect ceiling.

*The light can be compatible with emergency battery. 2112 COB LED
*UGR<19.
R6311 20W 1900Im R6311 25W 2390Im
With LED Driver 36V-500mA With LED Driver 36V-600mA
230V-50Hz 230V-50Hz
NW NW
h(m)  D(m) Em(Ix) Emax(Ix) I 1 ] I h(m)  D(m) Em(Ix) Emax(Ix)
15“ AN / A / N 15“
1 03 4663 18285 O D 03 6810 22761
2 0.6 1632 4571 2 06 2383 5690
3 0.9 932 2032 RE 3 1.0 1362 2529
4 1.2 641 1143 4 1.2 936 1423
23068cd
h(m) D(m) Em(Ix) Emax(Ix) T [ ). | h(m) D(m) Em(Ix) Emax(Ix)
24° \ QL 24°
1 05 2158 10070 LN P 05 3208 12570
2 0.9 755 2518 b " 2 0.9 1122 3143
3 1.4 432 1119 \ Amwi 3 1.4 641 1397
4 1.9 297 629 4 1.8 441 786
12683cd
h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
457 45°
1 0.8 1063 3707 1 0.8 1569 4472
2 1.6 372 927 2 1.6 549 1118
3 2.4 212 412 3 2.4 314 497
4 3.2 146 232 4 3.2 216 280

020
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NAKO Invisible-adjustable T

COB LED CRI280 IP65 (€ RoHS

|
Reflector color: I
RG RM RW RB
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
*Housing: Cast aluminum.
*Mounting ring: Pure aluminum.
*Anti-dazzle ring: Pure aluminum. o S7¢m

sLight source: COB LED with a lens of optical.

4°~
[sorcs|

*The spot light tilts to a maximum of 0-30° onto the vertical plane.

Embedded parts make it easy to install and remove so as to o
P Y 290 COB LED ow

protect ceiling.
*The light can be compatible with emergency battery.

*UGR<19.

E6027 10W 700Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o

h(m)  D(m) Em(x)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36"
1 0.7 373 1492 1 0.8 309 1235
2 1.4 131 373 2 1.6 108 309
3 2.0 75 166 3 2.4 62 137
4 2.7 51 93 4 3.2 42 7

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 0.9 446 992
2 1.9 136 248
3 2.8 72 110
4 3.8 47 62

021
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NAKO Invisible-adjustable T

COB LED CRI280 P44 (€ RoHS$

n
Reflector color: [ |
RG RM RW RB
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing: Cast aluminum. NN\ @92 NN
*Mounting ring: Pure aluminum.
. . . Max 30°
*Anti-dazzle ring: Pure aluminum. \ < S7¢m

sLight source: COB LED with a lens of optical.

*The spot light tilts to a maximum of 0-30° onto the vertical plane.

*Embedded parts make it easy to install and remove so as to

290 COB LED
protect ceiling.
*The light can be compatible with emergency battery.
*UGR<19.
R6894 6W 380Im R6894 10W 650Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
N N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.6 184 737 1 0.6 281 1122
2 1.2 64 184 2 1.2 98 280
3 1.8 37 82 3 1.9 56 125
4 25 25 46 4 25 39 70

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36°
1 0.6 154 615 1 0.6 233 932
2 1.3 54 154 2 1.3 82 233
3 1.9 31 68 3 1.9 47 104
4 2.6 21 38 4 26 32 58

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60" 60"
1 0.7 231 513 1 0.7 350 77
2 1.4 70 128 2 1.4 107 194
3 21 37 57 3 22 56 86
4 2.8 24 32 4 2.9 37 49

022
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FOCUS

Invisible
RG (champagne gold)

Visible
RD (dark chrome)

023



FOCUS

COB LED
Optical lens

Waterproof ring

Accessories
Select below accessory for different application
/ Honey comb

/ Frogged diffuser
/ Transparent foil

Anti-glare ring

Adjustable ring
or Fixed ring

¥ Mounting frame

) Invisible and Visible Versions

Reflector
RM (mirror)
RG (champagne gold)

Hm RO (dark chrome)

024



FOCUS

Max 30°

4

*Die casting process, simple and exquisite appearance, and good heat dissipation performance.

*The new design of trimless and narrow edge frame to blend the ceiling perfectly

*Split structure and the design of frame embedded to avoid ceiling damage during maintenance.

*The reflector structure can make extreme anti-glare and excellent lighting effect.

*Vertical rotation at 30 degrees, horizontal rotation at 355 degrees, suitable for various applications.

*Silver mirror, dark chrome, champagne gold, multi-color reflectors can be provided, suitable for various environments.
*|IP65 is available.

*UGR=<10.

025



FOCUS

Cut Off Angle

026



FOCUS

027



FOCUS

028






Visible

71y

RM (mirror)

'y i@

Invisible

71y

RM (mirror)

FOCUS

RG (champagne gold)

6W 10W 15w 20W

6W 10W 15w 20W

7Te

RG (champagne gold)

6W 10W 15W 20W

6W 10W 15W 20W

030

T

RD (dark chrome)

P031

P034

>

RD (dark chrome)

P037

P040



F O C U S Visible-fixed

COB LED CRI=80 P44 € RoHS
Reflector color: |
RM RG RD

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24" 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

<Die casting process, simple and exquisite appearance, and good
heat dissipation performance.

*The new design of narrow edge frame to blend the ceiling perfectly. "@
*Split structure and the design of frame embedded to avoid ceiling NN\ SN
damage during maintenance. 2102

*The reflector structure can make extreme anti-glare and excellent
lighting effect.

*Silver mirror, dark chrome, champagne gold, multi-color reflectors 108

can be provided, suitable for various environments.
*IP65 is available. o
*UGR=<10. 2110 COB LED Gw

R6299 6W 560Im
With LED Driver 36V-135mA
230V-50Hz

N

{ 1 I | h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
) / 10° 24°
1 0.3 1719 6877 1 0.5 524 2096
2 0.6 602 1719 2 1.0 183 524
3 0.9 344 764 3 1.6 106 233
4 1.2 237 430 4 21 72 131

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 331 1324
2 1.3 116 331
3 2.0 66 147
4 2.7 46 83

031

waz'pe



FOC U S Visible-fixed

R6299 10W 970Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

10° 24°
1 0.3 2663 10650 1 0.5 917 3667
2 0.6 932 2663 2 1.0 321 917
3 0.9 532 1183 3 1.5 184 408
4 1.2 366 666 4 2.0 126 229

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 549 2194
2 1.4 192 549
3 241 100 244
4 2.8 75 137

R6299 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

10° 24°
1 0.3 2368 9471 1 0.5 1217 4868
2 0.6 829 2368 2 1.0 426 1217
3 0.9 473 1062 3 1.5 243 541
4 1.2 326 592 4 2.0 167 304

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 703 2811
2 1.4 246 703
3 241 140 312
4 2.8 97 176

032



F O C U S Visible-fixed

R6299 20W 1770Im
With LED Driver 36V-500mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

10° 24°
1 0.3 3185 12738 1 0.5 1647 6588
2 0.6 1115 3185 2 1.0 576 1647
3 0.9 637 1415 3 1.5 329 732
4 1.2 438 796 4 2.0 227 412

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 989 3955
2 1.4 346 989
3 241 198 440
4 2.8 136 247

033



FOCU S Visible-adjustable

COB LED CRI=80 P44 € RoHS
Reflector color: ]
RM RG RD

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24" 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

«Die casting process, simple and exquisite appearance, and good
heat dissipation performance.

*The new design of narrow edge frame to blend the ceiling perfectly. &

*Split structure and the design of frame embedded to avoid ceiling /
damage during maintenance. \

*The reflector structure can make extreme anti-glare and excellent
lighting effect.

Vertical rotation at 30 degrees, horizontal rotation at 355 degrees,
suitable for various applications.

Silver mirror, dark chrome, champagne gold, multi-color reflectors
can be provided, suitable for various environments.

*IP65 is available. @110 COB LED <
*UGR=<10.

R6296 6W 560Im
With LED Driver 36V-135mA
230V-50Hz

N

{ I | h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
S ‘ 10° 24°
1 0.3 1719 6877 1 0.5 524 2096
2 0.6 602 1719 2 1.0 183 524
3 0.9 344 764 3 1.6 106 233
4 1.2 237 430 4 21 72 131

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 331 1324
2 1.3 116 331
3 2.0 66 147
4 2.7 46 83

034

wag' e



FOC U S Visible-adjustable

R6296 10W 970Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(x)

10° 24°
1 03 2663 10650 1 05 917 3667
2 0.6 932 2663 2 1.0 321 917
3 0.9 532 1183 3 1.5 184 408
4 12 366 666 4 2.0 126 229

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 549 2194
2 1.4 192 549
3 21 100 244
4 2.8 75 137

R6296 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

y

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

10° 24°
1 0.3 2368 9471 1 0.5 1217 4868
2 0.6 829 2368 2 1.0 426 1217
3 0.9 473 1062 3 1.5 243 541
4 1.2 326 592 4 2.0 167 304

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 703 2811
2 1.4 246 703
3 241 140 312
4 2.8 97 176

035



FOC U S Visible-adjustable

R6296 20W 1770Im
With LED Driver 36V-500mA
230V-50Hz

NwW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

10° 24°
1 0.3 3185 12738 1 0.5 1647 6588
2 0.6 1115 3185 2 1.0 576 1647
3 0.9 637 1415 3 1.5 329 732
4 1.2 438 796 4 2.0 227 412

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 989 3955
2 1.4 346 989
3 21 198 440
4 2.8 136 247

036



FOCU S Invisible-fixed

COB LED CRI=80 P44 € RoHS
Reflector color: |
RM RG RD

Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24° 36"
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

<Die casting process, simple and exquisite appearance, and good
heat dissipation performance.
*The new design of narrow edge frame to blend the ceiling perfectly.

R

*Split structure and the design of frame embedded to avoid ceiling NNNN\\\N| NNANN\\\Y
damage during maintenance. 2105
*The reflector structure can make extreme anti-glare and excellent
lighting effect. 108
*Silver mirror, dark chrome, champagne gold, multi-color reflectors
can be provided, suitable for various environments.
*IP65 is available. 5
*UGR<10. @102 COB LED Gw

R6300 6W 560Im
With LED Driver 36V-135mA
230V-50Hz

N

T I h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

5 — o o

e 1 03 1719 6877 1 05 524 2096

2 06 602 1719 2 1.0 183 524

y P 0.9 344 764 3 1.6 105 233

RS N 12 237 430 4 2.1 72 131
687/7cd

T h(m) D(m) Em(Ix) Emax(Ix)

36°
oty 0.7 331 1324
2 1.3 116 331

|3 2.0 66 147
30°\| 4 2.7 46 83

037

waz'pe



F O C U S Invisible-fixed

R6300 10W 970Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

10° 24°
1 0.3 2663 10650 1 0.5 917 3667
2 0.6 932 2663 2 1.0 321 917
3 0.9 532 1183 3 1.5 184 408
4 1.2 366 666 4 2.0 126 229

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 549 2194
2 1.4 192 549
3 241 100 244
4 2.8 75 137

R6300 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

10° 24°
1 0.3 2368 9471 1 0.5 1217 4868
2 0.6 829 2368 2 1.0 426 1217
3 0.9 473 1062 3 1.5 243 541
4 1.2 326 592 4 2.0 167 304

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 703 2811
2 1.4 246 703
3 241 140 312
4 2.8 97 176

038



FOC U S Invisible-fixed

R6300 20W 1770Im
With LED Driver 36V-500mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

10° 24°
1 0.3 3185 12738 1 0.5 1647 6588
2 0.6 1115 3185 2 1.0 576 1647
3 0.9 637 1415 3 1.5 329 732
4 1.2 438 796 4 2.0 227 412

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 989 3955
2 1.4 346 989
3 241 198 440
4 2.8 136 247

039



FOC U S Invisible-adjustable

COB LED CRI280 IP44 C€  RoHS
Reflector color: |
RM RG RD

Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24° 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Die casting process, simple and exquisite appearance, and good
heat dissipation performance.

*The new design of narrow edge frame to blend the ceiling perfectly. &

+Split structure and the design of frame embedded to avoid ceiling
damage during maintenance.

*The reflector structure can make extreme anti-glare and excellent
lighting effect.

Vertical rotation at 30 degrees, horizontal rotation at 355 degrees,
suitable for various applications.

«Silver mirror, dark chrome, champagne gold, multi-color reflectors
can be provided, suitable for various environments. o

«IP65 is available. @102 COB LED GwW

*UGR=10.

R6297 6W 560Im
With LED Driver 36V-135mA
230V-50Hz

NwW

Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24"

1 0.3 1719 6877 1 0.5 524 2096

2 0.6 602 1719 2 1.0 183 524

) 1 8 0.9 344 764 3 1.6 106 233

S S B 12 237 430 4 2.1 72 131
6877cd

h(m) D(m) Em(Ix) Emax(Ix)

y 36°
% e 0.7 331 1324
A 2 13 116 331

N 3 2.0 66 147
30° w\| 4 2.7 46 83

040

wazve



R6297 10W 970Im
With LED Driver 36V-250mA
230V-50Hz

NwW

h(m)

AW N -

h(m)

W NN =

R6297 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

NW

Q

h(m)

AW N -

h(m)

S W NN =

D(m)

0.3
0.6
0.9
1.2

O(m)

0.7
1.4
21
2.8

D(m)

0.3
0.6
0.9
1.2

D(m)

0.7
1.4
21
2.8

Em(Ix)

2663
932
532
366

Em(Ix)

549
192
100

75

Em(x)

2368
829
473
326

Em(Ix)

703
246
140

97

Emax(Ix)
10°
10650
2663
1183
666

Emax(Ix)
36°
2194
549

244

137

Emax(Ix)
10°

9471
2368
1062
592

Emax(Ix)
36°
2811
703

312

176

FOCUS

Invisible-adjustable

041

h(m)

AW N -

h(m)

AW N -

D(m)

0.5
1.0
1.6
2.0

D(m)

0.5
1.0
1.5
2.0

Em(Ix)

917
321
184
126

Em(Ix)

1217
426
243
167

Emax(Ix)
24°
3667
917

408

229

Emax(Ix)
24°
4868
1217
541

304



R6297 20W 1770Im
With LED Driver 36V-500mA

230V-50Hz

NW
o

h(m)

AW N -

h(m)

S W NN =

D(m)

0.3
0.6
0.9
1.2

D(m)

0.7
1.4
2.1
2.8

Em(Ix)

3185
11156
637
438

Em(Ix)

989
346
198
136

Emax(Ix)
10°
12738
3185
1415
796

Emax(Ix)
36"
3955
989

440

247

FOCUS

Invisible-adjustable

042

h(m)

A W NN =

D(m)

0.5
1.0
1.5
2.0

Em(Ix)

1647
576
329
227

Emax(Ix)
24°
6588
1647
732

412



KAKU

3 kinds of size.

3 kinds of finishing color reflectors for option.
Rose gold, mirror and dark chrome.

RM (mirror)

RD (dark chome)

RG (champagne gold)

043



KAKU

First, break the spring; plug in the ceiling;

The springs are automatically fastened to the ceiling.

044



Remove the reflecter and replace it




KAKU

Light Source:
COB LED with high optical lens.

Installation:
Spring assembly

The heat sink:
Efficient laminar and columnar
array structure.

046



KAKU
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KAKU

High anti-glare

The reflector:
Three color options for various applications.

049



- W

RG (gold)

KAKU

RM (mirror)

M,

& wm

S J115mm 6W 10W

._‘_”

(& »)

M @2 115mm 10W 15W

g »

L @ 150mm 15W 20W

‘e w\

H @ 180mm 25W 30W

050

P051

P052

P053

P055

- W

RD (dark chrome)



KAKU

' COB LED CRI=80 IP44 (€ RoH$
Reflector color: |
RG RM RD
‘ ‘ Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 45°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
ped
*Housing and Mounting frame: Cast aluminum. °
+Light source: COB LED with a lens of optical. 2102
*Reflector: Dark chrome, Mirror finish, champagne-gold
to meet different requirements. 78
*Secondary optics bring the perfect lights effect without more side spot.
*UGR<19.
*The light can be compatible with emergency battery. 2115 COB LED
R6136 6W 570Im R6136 10W 710Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
Ny NW
h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)
24° 24°
1 0.5 399 1596 1 0.5 645 2582
2 1.0 140 399 2 0.9 225 645
3 1.4 80 177 3 1.4 129 287
4 1.9 55 100 4 1.9 88 161
h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
36" 36"
1 0.7 254 1018 1 0.6 491 1963
2 1.3 89 254 2 1.2 172 491
3 2.0 51 113 3 1.8 98 218
4 2.6 35 64 4 2.4 68 123
h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
45’ 45°
1 0.9 230 510 1 0.8 424 943
2 1.8 83 127 2 1.7 130 236
3 2.8 37 57 3 2.5 68 105
4 3.7 24 32 4 3.4 44 59

051

o
GW [13.3(6

wag' Tz



*Housing and Mounting frame: Cast aluminum.

sLight source: COB LED with a lens of optical.

*Reflector: Dark chrome, Mirror finish, champagne-gold

to meet different requirements.

*Secondary optics bring the perfect lights effect without more side spot.

*UGR<19.

*The light can be compatible with emergency battery.

R6188 10W 710Im
With LED Driver 36V-250mA
230V-50Hz

by

- ] hm) D(m)

0.5
0.9
1.4
1.9

AW N =

h(m) ~ D(m)

0.6
1.2
1.8
2.4

A W N =

h(m)  D(m)

0.8
1.7
25
3.4

AW N =

Em(Ix)

645
226
129

89

Em(Ix)

490
128
98
68

Em(Ix)

424
130
68
44

Emax(Ix)
24°
2582
645

287

161

Emax(Ix)
36°
1963
490

218

123

Emax(Ix)
45°

943

236

106

59

KAKU

COB LED CRI280

Reflector color:

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

R6188 15W 930Im

P44 (€3 RoHS
|

RG RM RD

White  Silver Black

2700K 3000K 4000K

24° 36° 45°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

With LED Driver 36V-350mA

230V-50Hz
N

052

h(m) D(m)

AW N =

0.5
0.9
1.4
1.9

h(m) ~ D(m)

AW N =

0.6
1.2
1.8
2.4

h(m)  D(m)

AW N =

0.9
1.7
2.6
3.4

COB LED
Em(Ix) Emax(Ix)
24°
830 3321
290 830
166 369
114 208
Em(Ix) Emax(Ix)
36°
637 2548
223 637
127 283
87 159
Em(Ix) Emax(Ix)
45°
543 1208
166 302
87 134
57 76

& —39.5cm

g
18vcs]

0
GW [15.8KG

woage



KAKU

COB LED CRI280 IP44 (€ RoHS$

i
. Reflector color: ]
RG RM RD
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 24° 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and Mounting frame: Cast aluminum.

<Light source: COB LED with a lens of optical.

*Reflector: Dark chrome, Mirror finish, champagne-gold
to meet different requirements. 146

*Secondary optics bring the perfect lights effect without more side spot.

*UGR<19.

*The light can be compatible with emergency battery.

COB LED oW

R6298 15W 1550Im
With LED Driver 36V-350mA
230V-50Hz

NwW

Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
15° 2
1 0.3 3358 13433 1 0.5 1852 7410
2 0.6 1175 3358 2 0.9 648 1852
3 0.9 522 1492 3 1.4 370 823
4 1.2 462 840 4 1.8 255 463

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.8 697 2788
2 1.5 244 697
3 23 139 310
4 3.1 96 174

053

woagg



R6298 20W 2150Im
With LED Driver 36V-500mA
230V-50Hz

NW

)

h(m)

1

2

3

4

h(m)

1

2

3

4
R6298 25W 2590Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)

1

2

3

4

h(m)

1

2

3

4

D(m)

0.3
0.6
0.9
1.2

D(m)

0.8
1.6
2.4
3.2

D(m)

0.3
0.6
0.9
1.2

D(m)

0.8
1.6
2.4
3.2

Em(Ix)

4661
1632
932
641

Em(Ix)

952
333
190
131

Em(Ix)

5601
1960
1120

770

Em(Ix)

1107
387
221
102

Emax(Ix)
15°
18647
4662
2072
1165

Emax(Ix)
36°
3807
952

423

238

Emax(Ix)
15°
22406
5601
2490
1400

Emax(Ix)
36°
4427
1107
492

277

KAKU

054

h(m)

AW N =

h(m)

AW N =

D(m)

0.5
0.9
1.4
1.9

D(m)

0.5
0.9
1.4
1.8

Em(ix)

2623
918
525

36

Em(Ix)

3116
1090
623
428

Emax(Ix)
24°
10493
2623
1166
656

Emax(Ix)
24°
12463
3116
1385
779



KAKU

COB LED CRI280 IP44 (€ RoHS$

Reflector color: ]
RG RM RD

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 24° 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting frame: Cast aluminum.
<Light source: COB LED with a lens of optical.
*Reflector: Dark chrome, Mirror finish, champagne-gold
to meet different requirements.
*Secondary optics bring the perfect lights effect without more side spot.
*UGR<19.

59.5
< cm
O ~
. '

*The light can be compatible with emergency battery. @180 COB LED ow
R6338 25W 2610Im
With LED Driver 36V-600mA
230V-50Hz
N

( ] J | h(m) D(m) Em(Ix) Emax(Ix) ( ] J | h(m) D(m) Em(Ix) Emax(Ix)

! Y 15 A\ o

1 0.3 7261 29044 1 0.4 3524 14095

2 0.6 2541 7261 2 0.9 1233 3524

3 0.9 1452 3227 3 1.3 704 1566

/80— 80" 4 1.3 817 1815 4 1.7 396 881
29249¢d

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.8 1161 4642
2 1.6 407 1161
3 2.4 232 516
4 3.3 131 290

055

woaeT



R6338 30W 3320Im
With LED Driver 36V-800mA
230V-50Hz

NW
o

h(m)

a A w N =

h(m)

a A W N =

R6338 40W 4100Im
With LED Driver 36V-1050mA
230V-50Hz

N

a A W N =

a A~ W N =

D(m)

0.4
0.8
1.2
1.6
2.0

D(m)

0.9
1.8
2.7
3.6
4.5

h(m) ~ D(m)

0.4
0.8
1.2
1.6
2.0

h(m)  D(m)

0.9
1.7
2.6
3.5
4.3

Em(Ix)

4546
1591
909
511
727

Em(Ix)

1191
417
239
134
105

Em(Ix)

6441
2254
1288
725
567

Em(Ix)

1569
549
314
176
138

Emax(Ix)
15°
18183
4546
2020
1136
727

Emax(Ix)
36°
4767
1191
530

298

191

Emax(Ix)
15°
25763
6441
2863
1610
1031

Emax(Ix)
36°
6277
1569
697

392

251

KAKU

056

h(m)

a b~ 0w N =

h(m)

a » W N =

D(m)

0.5
11
1.6
2.2
2.7

D(m)

0.5
1.1
1.6
21
2.6

Em(ix)

3141
1099
628
353
277

Em(Ix)

4179
1463
836
470
368

Emax(Ix)
24°
12564
3141
1396
785

503

Emax(Ix)
24°
16716
4179
1857
1045
669



MOBO

Clear/ Fogged Diffuser.
Threaded Anti-dazzle Ring.
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MOBO

teasnk
Reflector

R

Clear/ Fogged Diffuse

Anti-dazzle ring

Frame

058



MOBO

LS
o

Anti-dazzle ring

Diffuse ﬁ

IR
SIS

Above two kinds of anti-dazzle design is good to reduce glare,
it will be more comfortable for person’s eye.
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MOBO

G (clear glass) D (fogged diffuser)

—y] P063
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*Housing and Mounting ring: Cast aluminum.

«Light source: COB LED with a high efficiency reflector of optical.

*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

R6216 6W 530Im

With LED Driver 36V-135mA

230V-50Hz
N

60"

307 307

R6216 15W 1180Im
With LED Driver 36V-350mA

230V-50Hz
Ny

50" ‘

30"

h(m)

N

h(m)

N

D(m)

0.8
1.6
2.4
3.2

D(m)

0.8
1.6
2.4
3.2

Em(Ix)

396
121
63
4

Em(Ix)

839
256
134

87

Emax(Ix)
45°

880

220

98

56

Emax(Ix)
45°
1866
467

207

117

MOBO s

COB LED CRI280 IP44 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 45°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

COB LED

R6216 10W 920Im
With LED Driver 36V-250mA
230V-50Hz

o

h(m) D(m) Em(Ix) Emax(Ix)

2 45°
60"

N 1 0.8 645 1434

2 1.6 196 356

) 3 2.4 104 160

30° 4 3.2 67 90

063

oS 55¢m
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o
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*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a high efficiency reflector of optical

and a diffuse sheet.

*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

R6217 6W 350Im

With LED Driver 36V-135mA

230V-50Hz
oy

60"

30"

R6217 15W 790Im
With LED Driver 36V-350mA

230V-50Hz
N

h(m)

A W N =

h(m)

A WO N =

D(m)

1.4
29
4.3
5.7

D(m)

1.5
3.0
4.4
5.9

Em(Ix)

97
29
15
10

Em(Ix)

209
64
33
21

Emax(Ix)
75°

216

54

24

14

Emax(Ix)
75°

466

117

52

29

MOBO s

COB LED CRI=80 P44 RoHS
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 75°

Driver gear for LED: Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

R6217 10W 610Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m)
1 15
2 3.0
3 4.4
4 5.9

064

COB LED
Em(Ix) Emax(Ix)
75°
157 351
48 88
26 40
16 22

i 55cm
o]

0
GW [16.1KG
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*Housing and Mounting ring: Cast aluminum.

«Light source: COB LED with a high efficiency reflector of optical.

*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

R6229 15W 1460Im
With LED Driver 36V-350mA

230V-50Hz
N

807 \ 60’
30—V a0\
7052cd

0% /

30°

h(m)

N

h(m)

N

D(m)

0.4
0.7
1.1
1.4

D(m)

0.6
1.2
1.8
2.4

Em(Ix)

1763
617
352
242

Em(IX)

663
232
132

91

Emax(Ix)
15°
7052
1763
784

441

Emax(Ix)
36"
2653
663

295

166

MOBO

COB LED

CRI280

Mounting frame color:

Color temperature:

Beam angle:

Driver gear for LED:

30°

307

30"

065

135

AW NN =

AW =

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K

16° 24" 36" 60°
Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
COB LED
h(m) D(m) Em(Ix) Emax(Ix)
24°
0.4 1244 4976
0.8 435 1244
1.3 248 553
1.7 171 311
h(m) D(m) Em(Ix) Emax(Ix)
60°
1.0 657 1462
2.0 201 366
3.0 105 163
4.0 68 91

wag'TE




MOBO w

R6229 20W 1920Im
With LED Driver 36V-500mA
230V-50Hz

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15" 24°
1 0.3 2330 9323 1 0.4 1640 6563
2 0.7 815 2331 2 0.8 574 1641
3 1.0 466 1036 3 1.3 328 729
4 1.4 320 583 4 1.7 225 410

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°

1 0.6 878 3513 1 1.0 857 1906
2 1.3 307 878 2 2.0 262 477
3 1.9 175 390 3 3.0 137 212
4 2.5 121 220 4 4.0 90 120

R6229 25\ 2280Im

With LED Driver 36V-600mA

230V-50Hz

Ny

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 2780 11120 1 0.4 1937 7751
2 0.7 973 2780 2 0.9 678 1938
3 1.0 555 1235 3 1.3 387 861
4 1.4 382 695 4 1.7 127 484

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 1033 4133 1 1.0 1026 2281
2 1.2 361 1033 2 2.0 313 570
3 1.8 206 459 3 3.0 164 253
4 25 141 258 4 4.0 107 143
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*Housing and Mounting ring: Cast aluminum.

<Light source: COB LED with a high efficiency reflector of optical

and a diffuse sheet.

*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

R6230 15W 1010Im
With LED Driver 36V-350mA

230V-50Hz
N

60"

307

307

h(m)

N

D(m)

11
2.2
3.3
4.3

Em(Ix)

193
67
38
26

Emax(Ix)
45°

774

193

86

49

MOBO

COB LED

Mounting frame color:

Color temperature:
Beam angle:

Driver gear for LED:

CRI280

60"

30°

30°

067

P44 (€

RoHS$

White  Silver Black
2700K 3000K 4000K

45 60°

Non-Dimmable
1-10V Dimmab

le

DALI Dimmable
Triac Dimmable

h(m)  D(m)
1 1.1

2 2.3
3 3.4
4 4.6

COB LED
Em(Ix) Emax(Ix)
60°
183 732
64 183
36 81
25 46

wag'TE




MOBO w

R6230 20W 1330Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

45° 60"
1 1.1 255 1020 1 1.1 241 964
2 22 89 255 2 2.3 84 241
3 3.2 50 113 3 3.4 48 108
4 4.2 35 64 4 4.6 33 60

R6230 25W 1590Im
With LED Driver 36V-600mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

45° 60°
1 1.1 300 1202 1 1.1 285 1141
2 22 105 301 2 2.3 99 285
3 3.3 60 134 3 3.4 57 127
4 4.3 41 75 4 4.5 39 7

068



*Housing and Mounting ring: Cast aluminum.

«Light source: COB LED with a high efficiency reflector of optical.

*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

R6286 25W 2570Im
With LED Driver 36V-600mA

230V-50Hz
o

'30' f— R
18694cd

30\

80

30°

h(m)

N

h(m)

N

D(m)

0.3
0.6
0.9
1.3

D(m)

0.7
1.3
2.0
2.6

Em(Ix)

4663
1632
932
641

Em(Ix)

1063
372
212
146

Emax(Ix)
15°
18653
4663
2072
1166

Emax(Ix)
36"
4255
1064
473

266

MOBO

COB LED

Mounting frame color:

Color temperature:
Beam angle:

L

CRI280

Driver gear for LED:

/307

/30°

069

P44 (€ RoHS$

White  Silver

Black

2700K 3000K 4000K

157 24" 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

60°

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.4 2158 8635
2 0.9 755 2159
3 1.3 432 960
4 1.8 297 540
h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.2 1035 2302
2 2.3 316 576
3 3.5 166 256
4 4.6 108 144

woaeT



MOBO .

R6286 30W 3000Im
With LED Driver 36V-800mA
230V-50Hz

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15" 24°
1 0.3 6810 27243 1 0.4 3208 12832
2 0.6 2383 6811 2 0.9 1122 3208
3 1.0 1362 3027 3 1.3 641 1426
4 1.3 936 1703 4 1.7 441 802
5 1.6 707 1089 5 22 333 513

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°

1 0.7 1569 6279 1 11 1489 3309
2 1.3 549 1570 2 2.2 454 827
3 2.0 314 698 3 3.3 239 368
4 2.7 216 393 4 4.5 165 207
5 3.4 163 251 5 5.6 112 132

R6286 40W 3980Im

With LED Driver 36V-1050mA

230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 8351 33404 1 0.4 3860 15440
2 0.6 2922 8351 2 0.9 1351 3860
3 0.9 1670 3712 3 1.3 772 1716
4 1.2 1148 2088 4 1.7 530 965
5 1.6 868 1336 5 22 401 618

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 1877 7508 1 1.1 1818 4041
2 1.4 656 1877 2 22 555 1010
3 2.0 375 834 3 3.3 291 449
4 2.7 257 469 4 4.4 189 253
5 3.4 195 300 5 5.5 136 161
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MOBO .

COB LED CRI280 IP44 (€ RoHS$

i
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 60° 70°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and Mounting ring: Cast aluminum. NANANANN NN\

+Light source: COB LED with a high efficiency reflector of optical
and a diffuse sheet.

*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

59.5,
< cm
9 ~

2150 COB LED oW

R6287 25W 1780Im
With LED Driver 36V-600mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 5 70°

UK 13 280 1121 * O E 14 42 950
2 2.5 98 280 2 2.8 130 237

8 3.8 56 125 8 4.2 68 106
30° 4 5.1 38 70 30° 30° 4 5.7 44 59

071
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MOBO .

R6287 30W 2580Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)
60" 70°

1 1.3 404 1618 1 1.4 637 1416
2 2.5 141 405 2 2.8 194 354
3 3.8 81 180 3 4.3 102 157
4 5.1 55 101 4 5.7 66 89
5 6.3 42 65 4 74 48 57

R6287 40W 3090Im

With LED Driver 36V-1050mA

230V-50Hz

Nw

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 70°
1 1.3 494 1976 1 1.3 760 1691
2 2.5 172 494 2 2.8 232 423
3 3.8 99 220 3 4.3 122 188
4 5.1 68 124 4 5.7 79 106
5 6.3 51 79 5 7.1 57 68
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DEEP AUDA
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DEEP AUDA

Max 30°

Adjustable Direction Design

The spotlight tilts to a maximum of 0° -30° onto the vertical plane.
The lighting angle and direction can be adjusted according to the scene used.
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DEEP AUDA

Cut Off
70°

24°
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DEEP AUDA

Pin-hole frame

Pin-hole frame can improve the anti-dazzle effect of lamps.
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An\t‘i-DazzIe Snoot and Honey Comb

1 5055 03141

\\\\Snoot Honey comb

>>>

|
Anti-Dazzle Ring

077

Principle



DEEP AUDA
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DEEP AUDA

@ 87mm 6W 10W
@ 90mm 6W 10W
2 90mm 6W 10W
@ 90mm 6W 10W
2 90mm 6W 10W

[0 90x90mm 6W 10W

2 100mm 6W 10W 15W
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DEEP AUDA

COB LED CRI280 IP44 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24’ 36° 60"
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

«Light source: COB LED with a lens of optical.

*Anti- dazzling ring: Aluminum black.

*Accessories: Anti-Glare Snoot and honey comb is optional.
*UGR<19.

*The light can be compatible with emergency battery.

’Lc’é(\ 52.5¢m
. .

2387 COB LED =

R6900 6W 390Im
With LED Driver 36V-135mA
230V-50Hz

N

‘1 \ I 5‘ h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24

1 03 1423 5690 0.9 118 473

2 0.6 498 1423 1.8 41 118

|3 0.9 284 632 2.7 23 53

/30" w0\ | 4 12 196 356 3.6 16 30

éég c’ci

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.9 107 428 1.0 170 379
2 1.9 37 107 2.0 52 95
3 2.8 21 48 3.0 27 42
4 3.7 14 27 4.0 18 24

083
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DEEP AUDA

R6900 10W 690Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

[ ] ] hm) D(m) Em(x) Emax(i) h(m)  D(m)  Em(x)  Emax(x)

10° 24°
1 0.3 2186 8743 1 0.9 208 835
2 0.6 765 2186 2 1.8 73 209
3 0.9 437 971 3 2.7 M 93
4 1.3 300 546 4 3.6 28 52

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°

1 0.9 189 758 1 1.0 298 664
2 1.9 66 190 2 2.0 91 166
3 2.8 37 84 3 3.0 48 74
4 3.7 26 48 4 4.0 31 42

Optical

Accessories:

03141 15055

Honey comb for above COB LED Snoot for above COB LED

recessed down lights. recessed down lights.

084



*Housing and Mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0-30° onto the vertical plane.

«Light source: COB LED with a high efficiency reflector of optical

*Anti- dazzling ring: Aluminum black.

*Accessories: Anti-Glare Snoot and honey comb is optional.

*UGR<19.

*The light can be compatible with emergency battery.

R6901 6W 390Im

With LED Driver 36V-135mA

230V-50Hz

NW
o)

/307

éég c’ci

30\

h(m)

N

h(m)

N

D(m)

0.3
0.6
0.9
1.2

D(m)

0.9
1.9
2.8
3.7

Em(Ix)

1423
498
284
196

Em(Ix)

107
37
21
14

Emax(Ix)
10°
5690
1423
632

356

Emax(Ix)
36"

428

107

48

27

DEEP AUDA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

h(m)

h(m)

085

IP44 (€ RoH$
White  Silver Black
2700K 3000K 4000K
10° 24’ 36° 60"
Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
COB LED
D(m) Em(Ix) Emax(Ix)
24°
0.9 118 473
1.8 41 118
2.7 23 53
3.6 16 30
D(m) Em(Ix) Emax(Ix)
60"
1.0 170 379
2.0 52 95
3.0 27 42
4.0 18 24

)

& 52.5¢m
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o
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DEEP AUDA

R6901 10W 690Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

[ ] ] hm) D(m) Em(x) Emax(i) h(m)  D(m)  Em(x)  Emax(x)

10° 24°
1 0.3 2186 8743 1 0.9 208 835
2 0.6 765 2186 2 1.8 73 209
3 0.9 437 971 3 2.7 M 93
4 1.3 300 546 4 3.6 28 52

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60"

1 0.9 189 758 1 1.0 298 664
2 1.9 66 190 2 2.0 91 166
3 2.8 37 84 3 3.0 48 74
4 3.7 26 48 4 4.0 31 42

Optical

Accessories:

03141 15055

Honey comb for above COB LED Snoot for above COB LED

recessed spot lights. recessed spot lights.
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DEEP AUDA

COB LED CRI280 IP44 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24’ 36° 60"
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0-30° onto the vertical plane.
«Light source: COB LED with a high efficiency reflector of optical
*Anti- dazzling ring: Aluminum black.

*UGR<19.

*The light can be compatible with emergency battery.

COB LED oW

R6904 6W 230Im
With LED Driver 36V-135mA
230V-50Hz

N

“. \ ‘J h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24

1 03 1413 5653 07 17 470

2 06 495 1413 13 41 118

s 0.9 283 628 2.0 23 52
/30° w0\ | 4 12 194 353 26 15 29

565 c’c’i

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.7 106 425 0.7 168 375
2 1.3 37 106 1.4 51 94
3 2.0 21 27 21 27 42
4 2.6 14 17 2.8 18 24

087
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DEEP AUDA

R6904 10W 420Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24°
1 0.3 2112 8447 1 0.6 207 828
2 0.6 739 2112 2 1.3 73 209
3 0.9 423 939 3 1.9 M 92
4 1.2 290 528 4 2.6 28 52

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 185 742 1 0.7 294 654
2 1.3 65 186 2 1.4 90 164
3 2.0 37 83 3 21 47 73
4 2.6 25 46 4 2.8 30 4
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DEEP AUDA

COB LED CRI280 IP44 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24’ 36"  60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

&
*Housing and Mounting ring: Cast aluminum. NN\ . 3
Max 30°

*The spot light tilts to a maximum of 0-30° onto the vertical plane. \

Ly
«Light source: COB LED with a high efficiency reflector of optical 73
*Anti- dazzling ring: Aluminum black.
*UGR<19.
*The light can be compatible with emergency battery. o

290 COB LED oW

R6905 6W 250Im
With LED Driver 36V-135mA
230V-50Hz

N

\ J 5‘ h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24

1 03 1348 5391 1 0.7 119 476

2 0.6 472 1348 2 1.3 41 119

|3 0.9 270 599 3 2.0 23 53

/30" w0\ | 4 13 185 337 4 2.6 16 30

éé? c’ci

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.7 107 428 1 0.7 170 378
2 1.4 37 107 2 1.3 52 95
3 21 21 48 3 2.0 27 42
4 2.8 14 27 4 2.7 18 24
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DEEP AUDA

R6905 10W 450Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24°
1 0.3 2219 8878 1 0.7 208 833
2 0.6 7 2219 2 1.4 72 208
3 0.9 444 986 3 21 M 93
4 1.2 305 555 4 2.8 28 52

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 188 753 1 0.7 297 660
2 1.4 65 188 2 1.4 90 165
3 21 37 84 3 21 48 74
4 2.8 25 47 4 2.8 30 4
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DEEP AUDA

¢ COB LED CRI=80 P44 € RoHS
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 10° 24" 36" 60
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0-30° onto the vertical plane.
«Light source: COB LED with a high efficiency reflector of optical
*Anti- dazzling ring: Aluminum black.

*Accessories: Anti-Glare Snoot and honey comb is optional.
*UGR<19. o
*The light can be compatible with emergency battery. 290 COB LED o

R6902 6W 350Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

J ‘3‘ h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 24
1 03 1331 5325 08 118 475
2 0.6 466 1331 1.7 41 119
3 08 266 502 26 23 53
4 1.3 183 333 3.4 16 30

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.9 108 432 0.9 171 382
2 1.7 37 108 1.8 52 95
3 2.6 21 48 2.8 27 42
4 3.5 14 27 3.7 18 24

091

wog sz



DEEP AUDA

R6902 10W 600Im
With LED Driver 36V-250mA
230V-50Hz

N

[ ] ] hm) D(m) Em(x) Emax(i) h(m)  D(m)  Em(x)  Emax(x)

10° 24°
1 0.3 2185 8741 1 0.8 209 839
2 0.7 767 2185 2 1.7 73 209
3 1.0 437 971 3 25 M 93
4 1.3 300 546 4 3.4 28 52

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60"

1 0.9 190 761 1 0.9 303 674
2 1.7 66 190 2 1.8 92 168
3 2.6 38 85 3 2.8 48 75
4 3.5 26 48 4 3.7 31 42

Optical

Accessories:

03141 15055

Honey comb for above COB LED Snoot for above COB LED

recessed spot lights. recessed spot lights.
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*Housing and Mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0-30° onto the vertical plane.

«Light source: COB LED with a high efficiency reflector of optical
*Anti- dazzling ring: Aluminum black.

*Accessories: Anti-Glare Snoot and honey comb is optional.
*UGR<19.

*The light can be compatible with emergency battery.

R6903 6W 360Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

10°
1 0.3 1357 5429
2 0.6 475 13857
3 0.9 271 603
4 1.3 186 339

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.9 107 430
2 1.9 37 108
3 2.8 21 48
4 3.7 14 27

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

093

DEEP AUDA

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
10° 24" 36" 60"

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW N =

0.9 18
1.8 41
2.7 23
3.6 16

24°
475
119
53
30

h(m) D(m) Em(Ix) Emax(Ix)

B\

1.0 171
2.0 52
3.0 27
4.0 18

60°
381
95
42
24

wog sz
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DEEP AUDA

R6903 10W 640lm
With LED Driver 36V-250mA
230V-50Hz

NW
o)

[ ] ] hm) D(m) Em(x) Emax(i) h(m)  D(m)  Em(x)  Emax(x)

10° 24°
1 0.3 2194 8778 1 0.9 208 834
2 0.7 768 2194 2 1.8 72 208
3 1.0 439 975 3 2.7 M 93
4 1.3 302 549 4 3.6 28 52

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60"

1 0.9 188 754 1 1.0 300 668
2 1.9 66 189 2 2.0 91 167
3 2.8 37 84 3 2.9 48 74
4 3.7 25 47 4 3.9 31 42

Optical

Accessories:

03141 15055

Honey comb for above COB LED Snoot for above COB LED

recessed spot lights. recessed spot lights.
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ROSU

ZI/I COB LED CRI280 IP44 (€ RoHS$ .

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36"
Q !
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

Light source: COB LED with a lens of optical.

*Anti-dazzle ring: Aluminum black.

*The light can be compatible with emergency battery. COB LED Gw

R6262 6W 573Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24 36°
1 0.5 479 1915 1 0.6 335 1338
2 0.9 168 479 2 1.2 17 335
3 1.4 96 213 3 1.8 67 149
4 1.8 66 120 4 2.4 46 84
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ROSU

R6262 10W 1012Im
With LED Driver 36V-250mA
230V-50Hz

NwW
Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24 36
1 0.5 642 2567 1 0.6 489 1955
2 0.9 225 642 2 1.2 171 489
3 1.4 28 285 3 1.7 98 217
4 1.8 89 161 4 2.3 67 122

R6262 15W 1302Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 36
1 0.4 955 3821 1 0.5 714 2854
2 0.9 334 955 2 1.1 250 714
3 1.3 191 425 3 1.6 143 317
4 1.8 131 239 4 21 98 178
5 22 99 153 5 2.7 74 114
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36V-250mA

15W

36V-350mA
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FACE

6W/10W

Max 30°

il

AUDA

15W

099

CHARACTERISTICS

Fixed

Adjustable: Max 30°

Adjustable: Max 30°
Anti-Dazzle: A Circular Pin-hole

Adjustable: Max 30°
Anti-Dazzle: An Elliptical Pin-hole

Adjustable: Max 30°
Anti-Dazzle: Deep Square Frame

Adjustable: Max 30°
Anti-Dazzle: Deep round Frame
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AUDA

COB LED CRI280

P44 (€ RoHS$

i
== — Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and Mounting ring: Cast aluminum.
«Light source: COB LED with a lens of optical.
S 525
oC cm
o ~ w
——¢
3
COB LED oW

R6153 6W 700Im R6153 10W 1200Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.4 460 1720 1 0.5 659 2637
2 0.9 151 430 2 0.9 230 658
3 1.3 86 191 3 1.4 131 292
4 1.8 59 108 4 1.9 90 164

h(m) D(m) Em(x) Emax(lx) h(m) O(m) Em(x) Emax(lx)

36° 36°
1 0.6 333 1831 1 0.6 493 1973
2 1.2 17 333 2 1.2 172 492
3 1.7 67 148 3 1.8 99 219
4 23 46 83 4 24 68 123

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 1.1 118 471 1 1.1 183 730
2 23 4 118 2 2.3 64 182
3 3.4 23 52 3 3.4 36 81
4 4.5 17 30 4 4.5 26 47
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*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6154 6W 700Im

With LED Driver 36V-135mA

230V-50Hz
oy

h(m)

AW N =

h(m)

BN =

h(m)

AW N =

D(m)

0.4
0.9
1.3
1.8

D(m)

0.6
1.2
1.7
23

D(m)

11
2.3
3.4
4.5

Em(Ix)

430
1561
86
59

Em(Ix)

333
17
67
46

Em(Ix)

118
41
23
17

Emax(Ix)
24°
1720
430

191

108

Emax(Ix)
36°

1331
333

148

83

Emax(Ix)
60°

471

118

52

30

AUDA

COB LED CRI=80 P44 RoHS$
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°  60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
COB LED
R6154 10W 1200lm
With LED Driver 36V-250mA
230V-50Hz
NW
h(m) D(m) Em(Ix) Emax(Ix)
24°
1 0.5 659 2637
2 0.9 230 658
3 1.1 131 292
4 1.9 90 164
h(m) D(m) Em(Ix) Emax(Ix)
36°
1 0.6 493 1973
2 1.2 172 492
3 1.8 99 219
4 2.4 68 123
h(m) D(m) Em(Ix) Emax(Ix)
60°
1 1.1 183 730
2 2.3 64 182
3 3.4 36 81
4 4.5 26 47
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AUDA

COB LED CRI280 IP44 (€ RoHS$

i
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.
<Light source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

COB LED oW
R6255 6W 510Im R6255 10W 910Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
NW NW
) 7] h(m) D(m) Em(x) Emax(x) 1 7] h(m) O(m) Em(x) Emax(ix)
% ' 24° Yy N 24°
1 0.4 453 1813 1 0.4 659 2637
2 0.9 159 453 2 0.9 231 659
/ 3 1.3 91 202 3 1.3 132 293
/30" s\ | 4 1.7 62 113 4 1.7 91 165

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36"
1 0.5 317 1266 1 0.5 473 1891
2 11 110 314 2 1.1 166 473
3 1.6 63 141 3 1.6 95 210
4 21 43 79 4 21 65 118
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AUDA

COB LED CRI280 P44 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

&

*Housing and Mounting ring: Cast aluminum. NANANN\N

sLight source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

S 525
O I Ci
. b. m’

290 COB LED aw
R6254 6W 520Im R6254 10W 900Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
Q Q

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 24°
1 0.4 437 1748 1 0.4 208 2607
2 0.8 168 437 2 0.8 228 652
3 1.2 87 194 3 1.2 131 290
4 1.6 60 109 4 1.6 90 163

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
1 0.5 323 1290 1 0.5 467 1869
2 1.1 113 323 2 11 163 467
3 1.6 64 143 3 1.6 94 208
4 241 47 86 4 241 64 17
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*Housing and Mounting ring: Cast aluminum.

<Light source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6020 6W 660Im

With LED Driver 36V-135mA

230V-50Hz

NW
o)

AW N -

AW =

A O N =

h(m)

h(m)

h(m)

D(m)

05
0.9
1.4
1.9

D(m)

0.6
1.2
1.8
2.4

D(m)

1.1
2.2
3.3
4.4

Em(Ix)

474
166
95
65

Em(Ix)

321
112
64
44

Em(Ix)

119
42
24
17

Emax(Ix)
24°
1895
474

21

118

Emax(Ix)
36"
1285
321

143

80

Emax(Ix)
60"

475

119

53

30

AUDA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

INNNNNN\N

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24° 36° 60"

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

R6020 10W 1100Im
With LED Driver 36V-250mA

230V-50Hz
N

109

AW NN =

A O -

h(m) D(m) Em(Ix) Emax(Ix)
24°

0.5 634 2535

1.0 222 634

1.6 127 282

2.1 87 159

h(m) D(m) Em(Ix) Emax(Ix)
36"

0.6 544 2177

1.2 190 544

1.8 109 242

2.4 75 136

h(m) D(m) Em(Ix) Emax(Ix)
60"

1.1 203 810

2.2 7 202

3.3 41 90

4.4 28 51

A O N =

&S S2.5¢m
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*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6215 6W 670Im

With LED Driver 36V-135mA

230V-50Hz

NW
o

AW N =

A W N =

AW N =

h(m)

h(m)

h(m)

D(m)

0.5
0.9
1.4
1.9

D(m)

0.6
1.2
1.8
2.4

D(m)

1.1

2.2
3.3
4.4

Em(Ix)

474
166
95
65

Em(Ix)

321
112
64
44

Em(Ix)

119
42
24
17

Emax(Ix)
24°
1895
474

211

118

Emax(Ix)
36°
1285
321

143

80

Emax(Ix)
60°

475

119

53

30

AUDA

COB LED CRI=80
Mounting frame color:
Color temperature:

Beam angle:

Driver gear for LED:

IP44

White

Silver

2700K 3000K 4000K

24° 36"

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

R6215 10W 1130Im
With LED Driver 36V-250mA

230V-50Hz
N

110

h(m) D(m)

AW N =

0.5
1.0
1.6
21

h(m) ~ D(m)

AW N =

0.6
1.2
1.8
24

h(m)  D(m)

AW N =

1.1
2.2
3.3
4.4

RoHS$
Black
60°

COB LED
Em(Ix)  Emax(Ix)
24°
634 2535
222 634
127 282
87 159
Em(Ix) Emax(Ix)
36°
544 2177
190 544
109 242
75 136
Em(Ix) Emax(Ix)
60°
203 810
Il 202
41 90
28 51

& 52.5¢m
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*Housing and Mounting ring: Cast aluminum.

«Light source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6104 15W 1540Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) ~ D(m)

05
0.9
1.4
1.8
2.3

a b W N =

h(m) ~ D(m)

11
2.3
3.4
4.5
5.6

a bh 0w N =

Em(Ix)

1019
355
203
140
105

Em(Ix)

264
92
53
36
27

Emax(Ix)
24°
4076
1015
451

254

162

Emax(Ix)
60"
1056
264

117

66

42

AUDA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

&

[NNNNN\\w [NSNN\aWw
270

111

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24° 36° 60"

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m)  D(m) Em(Ix) Emax(Ix)

a B W N =

0.5 730
1.1 256
1.6 146
21 101
2.7 76

36"
2920
730
324
183
17

o
GW [10.5(6
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*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6108 15W 1550Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m) ~ D(m)

0.5
0.9
1.3
1.8
2.3

a A W N =

h(m) ~ D(m)

1.1
23
3.4
4.5
5.6

a A~ W N =

Em(Ix)

1019
355
203
140
105

Em(Ix)

264
92
53
36
27

Emax(Ix)
24°
4076
1015
451

254

162

Emax(Ix)
60°
1056
264

117

66

42

AUDA

COB LED

CRI280

Mounting frame color:
Color temperature:

Beam angle:

Driver gear for LED:

&

NN\

112

IP44 (€ RoHS$
White  Silver Black
2700K 3000K 4000K
24° 36° 60°
Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
COB LED
h(m) D(m) Em(Ix) Emax(Ix)
36°
1 0.5 730 2920
2 1.1 256 730
3 1.6 146 324
4 2.1 101 183
5 2.7 76 117
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A

*Housing and Mounting ring: Cast aluminum.

<Light source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6171 15W 1170Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) ~ D(m)

05
0.9
1.4
1.8
2.3

a bW N =

Em(Ix)

958
335
192
132

99

Emax(Ix)
24°
3832
958

426

240

163

AUDA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

&

113

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24° 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

a B W N =

0.6 700
1.1 245
1.7 140
23 96
2.8 73

36"
2798
700
311
175
112

&S S2.5¢m
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*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6198 15W 1150Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m) ~ D(m)

0.5
11
1.6
22

A A O N =

2.7

Em(Ix)

928
324
185
128

96

Emax(Ix)
24°
3710
927

412

232

148

AUDA

COB LED

CRI280

Mounting frame color:
Color temperature:

Beam angle:

Driver gear for LED:

&

NN\

114

Max 30°

IP44 (€

White  Silv

24° 36"

Non-Dimmable
1-10V Dimmab

RoHS

er Black
2700K 3000K 4000K

le

DALI Dimmable
Triac Dimmable

h(m)  D(m)

AA O N =

0.5
11
1.6
21

2.7

COB LED
Em(Ix)  Emax(Ix)
36"
691 2762
242 691
138 307
95 173
72 111

& 52.5¢m
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AUDA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

*Housing and Mounting ring: Cast aluminum.
<Light source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

R6199 15W 1440Im
With LED Driver 36V-350mA
230V-50Hz

Y

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.5 988 3950
2 0.9 346 988
3 1.4 198 439
4 1.9 136 247
5 2.3 103 158

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 253 1011
2 22 89 253
3 3.3 50 112
4 4.4 35 63
5 5.5 27 M

115

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24° 36° 60"

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m)  D(m) Em(Ix) Emax(Ix)

LS I N N N

0.6 677
1.2 237
1.8 1385
2.4 93
3.0 70

36"
2707
677
301
169
108

o
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AUDA

COB LED CRI280 P44 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
: Beam angle: 24° 36°  60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

&

*Housing and Mounting ring: Cast aluminum. NN\ NANANNY
80x83

sLight source: COB LED with a lens of optical.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

9% 9 COBLED ow

R6248 15W 1450lm
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

24 36°
1 0.5 988 3950 1 0.6 677 2707
2 0.9 346 988 2 1.2 237 677
3 1.4 198 439 3 1.8 135 301
4 1.9 136 247 4 2.4 93 169
5 2.3 103 168 5 3.0 70 108

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.1 253 1011
2 22 89 253
3 3.3 50 112
4 4.4 35 63
5 5.5 27 41

116
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SIMP A

Max 30°

358°

Adjustable Direction Design

The spot light tilts to a maximum of 0° -30° onto the vertical plane and rotates by 358° onto the horizontal plane.

The lighting angle and direction can be adjusted according to the scene used.

(R6316)
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Isoline Of Wall Washer
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The Effect Of Wall Washer
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SIMPA

Z

COB LED CRI280 IP20 (€ RoHS

| §
s — Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
= Beam angle: 15" 24" 36" 60°
) Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
&
*Housing and Mounting ring: Cast aluminum. z 133
*The spot light tilts to a maximum of 0°-30° onto the vertical plane o
< 42.5¢m
and rotates by 358° onto the horizontal plane. b-
sLight source: COB LED with a high efficiency reflector of optical. m
*Reflector: Aluminum satin-matt anodised.
*The light can be compatible with emergency battery. 2150 COB LED ow

R6093 15W 1390Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1827 7307 1 0.4 1136 4545
2 0.7 639 1827 2 0.8 398 1136
3 1.0 365 812 3 1.2 227 505
4 1.3 251 457 4 1.6 156 284
5 1.7 190 292 5 2.0 118 182

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(lx) Emax(Ix)

36° 60"
1 0.6 587 2348 1 1.0 354 1417
2 1.2 205 587 2 1.9 124 354
3 1.9 17 261 3 29 7 158
4 25 81 147 4 3.8 49 89
5 3.1 61 94 5 4.8 37 57
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R6093 20W 1910Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(lx) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2485 9941 1 0.4 1658 6230
2 0.7 870 2485 2 0.8 545 1558
3 1.0 497 1106 3 1.2 31 692
4 1.3 3412 621 4 1.7 214 389
5 1.7 259 398 5 241 162 249

h(m) D(m) Em(lx) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 813 3250 1 1.0 479 1917
2 1.3 284 812 2 1.9 168 479
3 1.9 162 361 3 2.9 96 213
4 25 112 203 4 3.8 66 120
5 3.1 85 130 5 4.8 50 7

R6093 25W 2250Im
With LED Driver 36V-600mA
230V-50Hz

Ny

h(m) D(m) Em(x) Emax(lx) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2788 11152 1 0.4 1744 6974
2 0.7 976 2788 2 0.8 610 1743
3 1.0 558 1239 3 1.2 349 775
4 1.3 383 697 4 1.7 240 436
5 1.6 290 446 5 241 181 279

h(m) D(m) Em(x) Emax(ix) h(m) D(m) Em(x) Emax(ix)

36° 60°
1 0.6 919 3674 1 0.9 539 2157
2 1.2 322 919 2 1.9 189 539
3 1.9 184 408 3 2.8 108 240
4 25 127 230 4 3.8 74 135
5 3.1 96 147 5 4.7 56 86
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SIMPA .

COB LED CRI280 IP20 (€ RoHS

= Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16" 24" 36" 60°

Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

&
*Housing and Mounting ring: Cast aluminum. Z 166

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.
+Light source: COB LED with a high efficiency reflector of optical.
*Reflector: Aluminum satin-matt anodised.

*The light can be compatible with emergency battery.

R6316 20W 1910Im
With LED Driver 36V-500mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)

15°
1 0.3 2955 11820 1 0.4 2123
2 0.6 1034 2955 2 0.7 743
3 0.9 591 1313 3 1.1 425
4 1.2 406 739 4 1.4 292
5 1.5 307 473 5 1.8 221

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix)

36°
1 0.5 1178 4711 1 0.9 507
2 0.9 412 1178 2 1.7 177
3 1.4 236 524 3 2.6 101
4 1.9 162 294 4 3.5 70
5 2.4 122 188 5 4.3 53
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2180 COB LED

Emax(Ix)
24°
8492
2123
944

531

340

Emax(Ix)
60°
2027
507

225
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SIMPA .

R6316 25W 2190Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15" 24°
1 0.3 4478 17910 1 0.4 2526 10103
2 0.6 15651 4431 2 0.7 884 2526
3 1.0 887 1970 3 11 505 1123
4 1.3 609 1108 4 1.4 347 631
5 1.6 461 709 5 1.8 263 404

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.5 1443 5773 1 0.9 830 3319
2 0.9 505 1443 2 1.7 289 825
3 1.4 289 642 3 2.6 165 367
4 1.9 199 361 4 3.5 1138 206
5 2.4 150 231 5 4.3 86 1382

R6316 30W 2910Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(ix) h(m) D(m) Em(x) Emax(ix)

15° 24°
1 0.3 3309 13235 1 0.4 2352 9409
2 0.6 1158 3309 2 0.7 823 2352
3 1.0 662 1471 3 11 470 1045
4 1.3 455 827 4 1.4 323 588
5 1.6 344 529 5 1.8 244 376

h(m) D(m) Em(x) Emax(ix) h(m) D(m) Em(x) Emax(ix)

36° 60°
1 0.5 1326 5305 1 0.9 574 2294
2 0.9 464 1326 2 1.7 201 574
3 1.4 262 590 3 2.6 115 255
4 1.9 183 332 4 3.5 79 143
5 24 138 212 5 4.3 60 92
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R6316 40W 3540Im
With LED Driver 36V-1050mA
230V-50Hz

NwW

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m)  Em(lx) Emax(Ix)

15" 24°
1 0.6 1463 5852 1 0.7 987 3949
2 1.0 910 2610 2 1.1 614 1755
3 1.3 658 1463 3 1.4 444 987
4 1.6 515 936 4 1.8 348 632
5 1.9 423 650 5 2.3 285 439

h(m)  D(m) Em(Ix)  Emax(Ix) h(m) D(m) Em(x) Emax(Ix)

36° 60°
1 1.0 561 2244 1 1.7 259 1087
2 1.5 349 997 2 2.4 161 461
3 1.9 252 561 3 3.3 17 259
4 2.4 197 359 4 4.1 91 166
5 2.9 162 249 5 5.0 75 115
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Yy,
A
)

*Housing and Mounting ring: Cast aluminum.

«Light source: COB LED with a high efficiency optical reflector and
acrylic diffuser.

*Reflector: Aluminum bright anodised.

R6094 15W 1160Im
With LED Driver 36V-350mA
230V-50Hz

o

R6094 20W 1580Im
With LED Driver 36V-500mA
230V-50Hz

NwW

Q

R6094 25\ 1780Im
With LED Driver 36V-600mA
230V-50Hz

N

Wall Wash Light

COB LED CRI280

Mounting frame color:
Color temperature:

Driver gear for LED:

&

@133

Mean illuminance E,(Ix)

M

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

Wall height(m) 4.0

Offset from wall(m)

Luminaire spacing(m)

09 09 12 12
09 12 12 15

llluminance E (Ix) 265 233 175 157

Mean illuminance E,(Ix)

Wall height(m) 4.0

Offset from wall(m)
Luminaire spacing(m)

llluminance E (Ix)

Mean illuminance E,(Ix)

09 09 12 12
09 12 12 15
367 316 236 217

Wall height(m) 4.0

Offset from wall(m)
Luminaire spacing(m)

llluminance E (Ix)

131

09 09 12 12
09 12 12 15
411 354 264 242
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*Housing and Mounting ring: Cast aluminum.
sLight source: COB LED with a high efficiency optical reflector and

*Reflector: Aluminum bright anodised.

S I M P A Wall Wash Light L

/ COB LED CRI=80 1P20 (€3 RoHS
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

acrylic diffuser.

COB LED
R6321 20W 1430Im Mean illuminance E,(Ix)
With LED Driver 36V-500mA Wall height(m) 4.0
230V-50Hz Offset from wall(m) 09 09 12 1.2
N Luminaire spacing(m) 09 12 12 15
llluminance E,(Ix) 317 272 203 186
R6321 25W 1690Im Mean illuminance E, (Ix)
With LED Driver 36V-600mA Wall height(m) 40
230V-50Hz Offset from wall(m) 09 09 12 1.2
N Luminaire spacing(m) 09 12 12 15
llluminance E,(Ix) 356 305 228 208
R6321 30W 2260Im Mean illuminance E,(Ix)
With LED Driver 36V-800mA Wall height(m) 4.0
230V-50Hz Offset from wall(m) 09 09 12 12
NW Luminaire spacing(m) 09 12 12 15
llluminance E (Ix) 503 432 322 295
R6321 40W 2820Im Mean illuminance E,(Ix)
With LED Driver 36V-1050mA Wall height(m) 40
230V-50Hz Offset from wall(m) 09 09 12 1.2
N Luminaire spacing(m) 09 12 12 15
llluminance E(Ix) 638 547 409 374
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SIMPA &

COB LED CRI280 IP44 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

<Light source: COB LED with a high efficiency reflector of optical
and clear glass.

*The light can be compatible with emergency battery.

COB LED oW

R6196 10W 1070Im R6196 15W 1390Im
With LED Driver 36V-250mA With LED Driver 36V-350mA
230V-50Hz 230V-50Hz

NW NW
o) 0

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
50° 50°
|1 1.0 482 1071 1 0.9 770 1711
2 1.9 147 268 2 1.8 235 428
3 2.9 77 119 3 2.8 124 190
4 3.8 50 67 4 3.7 80 107
5 4.6 58 68
R6196 20W 1970Im R6196 25W 2100Im
With LED Driver 36V-500mA With LED Driver 36V-600mA
230V-50Hz 230V-50Hz
NW NW

Q Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

50° 50°
1 0.9 1047 2326 1 0.9 1191 2647
2 1.8 320 582 2 1.8 364 662
3 2.8 168 258 3 2.8 191 294
4 3.7 109 145 4 3.7 124 165
5 4.6 79 93 5 4.6 90 106
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COB LED CRI280 P44 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 75°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a high efficiency reflector of optical
and acrylic diffuser.

*The light can be compatible with emergency battery.

2115 COBLED ow
R6195 10W 770Im R6195 15W 1010Ilm
With LED Driver 36V-250mA With LED Driver 36V-350mA
230V-50Hz 230V-50Hz

NW NW
o o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)
75° 75°
1 1.5 181 402 1 1.5 295 655
2 3.1 55 100 2 3.1 90 164
3 4.6 29 45 3 4.6 47 73
4 6.1 19 25 4 6.1 31 41
5 7.6 22 26
R6195 20W 1420Im R6195 25W 1600Im
With LED Driver 36V-500mA With LED Driver 36V-600mA
230V-50Hz 230V-50Hz
NW NW

Q Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

75° 75°
1 1.5 401 890 1 1.5 454 1008
2 3.1 122 222 2 3.1 139 252
3 4.6 64 99 3 4.6 73 112
4 6.2 42 56 4 6.1 47 63
5 7.7 31 36 5 7.6 34 40
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*Housing and Mounting ring: Cast aluminum.

<Light source: COB LED with a high efficiency reflector of optical

and clear glass.

*The light can be compatible with emergency battery.

R6202 15W 1420Im
With LED Driver 36V-350mA
230V-50Hz

o

h(m)  D(m)
1 1.1
2 22
3 3.3
4 4.4
5 5.5

R6202 25W 2320Im

With LED Driver 36V-600mA
230V-50Hz
NwW

Q

h(m)  D(m)

1.1

22
3.2
4.3
5.4

a b w N =

Em(Ix)

681
208
109
7
52

Em(Ix)

1054
322
169
110

80

SIMPA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

R6202 20W 2010Im
With LED Driver 36V-500mA

230V-50Hz
o

Emax(Ix)
60°
1514
379

168

95

61

Emax(Ix)
60"
2343
586

260

146

94

135

h(m) D(m) Em(Ix) Emax(Ix)

S N N

1.1 932
22 285
3.3 150
4.4 97
5.5 Il

60°
2070
518
230
129
83

o
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SIMPA

COB LED CRI280 P44 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 75°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a high efficiency reflector of optical
and acrylic diffuser.

*The light can be compatible with emergency battery.

2150 COB LED ow
R6201 15W 1200Im R6201 20W 1690Im
With LED Driver 36V-350mA With LED Driver 36V-500mA
230V-50Hz 230V-50Hz

NW NW
o o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

75° 75°
1 1.6 273 606 1 1.5 370 822
2 3.1 84 162 2 3.1 113 206
3 4.7 44 67 3 4.6 59 91
4 6.2 29 38 4 6.2 38 51
5 7.8 20 24 5 7.7 28 33

R6201 25W 1950Im
With LED Driver 36V-600mA
230V-50Hz

NW

Q

h(m) D(m) Em(Ix) Emax(Ix)

75°
1 1.5 419 931
2 3.1 128 233
3 4.6 68 104
4 6.1 44 58
5 7.6 31 37
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*Housing and Mounting ring: Cast aluminum.

<Light source: COB LED with a high efficiency reflector of optical

and clear glass.

*The light can be compatible with emergency battery.

R6326 30W 2900Im
With LED Driver 36V-800mA
230V-50Hz

NW
o)

h(m) ~ D(m)

0.9
1.8
2.7
3.6
4.5

a bW N =

Em(Ix)

1467
448
235
153

11

Emax(Ix)
50°
3259
815

362

204

130
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COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

2180

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
50°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

R6326 40W 3800Im
With LED Driver 36V-1050mA

230V-50Hz
o

137

h(m) D(m) Em(Ix) Emax(Ix)

S N N

0.9 1839
1.8 562
2.7 295
3.6 191
4.4 139

50°
4087
1022
454
255
163
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COB LED CRI280 P44 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 85°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and Mounting ring: Cast aluminum.

sLight source: COB LED with a high efficiency reflector of optical
and acrylic diffuser.

*The light can be compatible with emergency battery.

COB LED oW

R6327 30W 2800Im R6327 40W 3730Im
With LED Driver 36V-800mA With LED Driver 36V-1050mA
230V-50Hz 230V-50Hz

N N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

85° 85"
1 1.8 683 1617 1 1.8 804 1786
2 3.5 208 379 2 3.5 246 447
3 53 110 169 3 5.3 129 199
4 71 7 95 4 71 84 112
5 8.9 52 61 5 8.9 60 7
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SIMP B
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M 2 110mm 15W 20W 25W P144

A
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L @ 150mm 20W 25W 30W 40W P146
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SIMPB

COB LED CRI280 P44 (€ RoHS

o |
1
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
2 Beam angle: 24° 36" 60°
e _l___..n-'
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and Mounting ring: Cast aluminum. \ ANNNN\N

sLight source: COB LED with a high efficiency reflector of optical
and clear glass.

*The light can be compatible with emergency battery. 130
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COB LED ow

R6285 15W 1500Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix) Emax(lx) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36°
1 0.4 1299 5195 1 0.6 603 2413
2 0.7 455 1299 2 1.2 211 603
3 1.1 260 577 3 1.9 121 268
4 1.5 179 325 4 2.5 83 1561
5 1.9 135 208 5 3.1 63 97

h(m) D(m) Em(lx) Emax(Ix)

60°
1 1.1 322 1286
2 2.3 112 321
3 3.4 64 143
4 45 44 80
5 5.6 33 51
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R6285 20W 2000Im
With LED Driver 36V-500mA
230V-50Hz

NwW

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(lx)

24" 36"
1 0.4 1800 9199 1 0.6 839 3356
2 0.7 630 1800 2 1.3 294 839
3 1.1 360 800 3 1.9 168 373
4 1.5 248 450 4 25 116 210
5 1.8 187 288 5 3.1 73 134

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.1 443 1773
2 2.3 1565 443
3 3.4 89 197
4 4.5 61 11
5 5.7 46 7

R6285 25\ 2400Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(x) Emax(x)

24° 36°
1 0.4 2007 8028 1 0.6 947 3788
2 0.7 702 2007 2 1.3 331 947
3 1.1 401 892 3 1.9 189 421
4 1.5 276 502 4 25 130 237
5 1.8 209 321 5 3.1 99 1562

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 11 499 1994
2 2.3 175 499
3 3.4 100 222
4 4.5 69 125
5 5.7 52 80
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ﬁ”lﬂ““ SIMPB .

LY COB LED CRI=80 P44 (€3 RoHS =
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
~ Beam angle: 24° 36" 60°
x =
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and Mounting ring: Cast aluminum.
sLight source: COB LED with a high efficiency reflector of optical
and clear glass. & —39:5cm
S ~
*The light can be compatible with emergency battery. . E’
2150 COB LED ow

R6270 20W 2000Im
With LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36°
1 0.4 2168 8673 1 0.5 1246 4985
2 0.7 759 2168 2 1.0 436 1246
3 1.1 434 964 3 1.5 249 554
4 1.5 298 542 4 2.0 172 312
5 1.8 226 347 5 2.6 129 199

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.0 550 2198
2 1.9 193 550
3 2.9 110 244
4 3.9 75 137
5 4.8 57 88
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R6270 25W 2300Im
With LED Driver 36V-600mA

230V-50Hz
NW

R6270 30W 3000Im
With LED Driver 36V-800mA

230V-50Hz
N

h(m)

a AW N =

h(m)

a A W N =

h(m)

a A W N =

h(m)

a A W N =

D(m)

0.4
0.7
1.1
1.5
1.8

D(m)

1.0
1.9
2.9
3.9
4.8

D(m)

0.4
0.7
11
1.6
1.8

D(m)

1.0
1.9
2.9
3.9
4.8

Em(Ix)

2460
861
492
338
256

Em(Ix)

620
217
124
85
64

Em(Ix)

3346
1"n
669
460
348

Em(Ix)

891
312
178
123

93

Emax(Ix)
24°
9838
2460
1093
615

394

Emax(Ix)
60°

2481
620

275

165

99

Emax(Ix)
24"
13385
3346
1487
837

535

Emax(Ix)
60"
3564
891

396

223

143

SIMP B

L

147

h(m)

a A W N =

h(m)

O A W N =

D(m)

0.5
1.0
1.5
2.0
2.6

D(m)

0.5
1.0
1.5
2.0
2.6

Em(Ix)

1405
492
281
198
146

Em(Ix)

1967
688
393
271
205

Emax(Ix)
36"
5619
1405
624

351

225

Emax(Ix)
36°
7869
1967
874

492

315



SIMPB .

R6270 40W 3800Im
With LED Driver 36V-1050mA
230V-50Hz

NwW

h(m) D(m)  Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.8 987 3949 1 1.0 607 2428
2 1.2 614 1755 2 1.6 378 1079
3 1.6 444 987 3 2.1 273 607
4 2.0 348 632 4 2.6 214 389
5 2.4 285 439 5 3.1 176 270

h(m)  D(m)  Em(Ix) Emax(Ix)

60°
1 2.0 275 1100
2 29 17 489
3 3.9 124 275
4 4.9 97 176
5 59 79 122

148
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TINA s

il
COBLED CRI280 IP44 (€ RoHS

P g i

Reflector Color:

RM RG
"If ‘ll Mounting frame color: White  Silver Black
= [ ] 1 Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and mounting ring: Cast aluminum.
sLight source: COB LED with a lens of optical.

*Reflector: Aluminum bright anodised. < 39.5¢cm
g By S
*The light can be compatible with emergency battery. E’
@115 COB LED ow

R6172 6W 580Im R6172 10W 980Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

N N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 24°
1 0.5 582 2329 1 0.5 847 3387
2 0.9 205 587 2 0.9 302 864
3 1.4 17 261 3 1.4 173 384
4 1.8 81 148 4 1.9 119 216

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
1 0.6 455 1818 1 0.5 702 2809
2 11 159 455 2 1.1 246 702
3 1.7 91 202 3 1.6 140 312
4 23 63 114 4 241 97 176

154
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*Housing and mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotes by 358° onto the horizontal plane.

«Light source: COB LED with a lens of optical.

*Reflector: Aluminum bright anodised.

*The light can be compatible with emergency battery.

R6173 6W 580Im

With LED Driver 36V-135mA

230V-50Hz

NwW

Q

h(m)

AW N -

h(m)

S W NN =

D(m)

05
0.9
1.4
1.8

D(m)

0.6
1.1
1.7
2.3

Em(Ix)

582
205
17

81

Em(Ix)

455
159
91
63

Emax(Ix)
24°
2329
587

261

148

Emax(Ix)
36"
1818
455

202

114

TINA s

COB LED CRI=80 1P44 RoH$
Reflector Color:
RM RG
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
&
COB LED
R6173 10W 980Im
With LED Driver 36V-250mA
230V-50Hz
Ny
h(m) D(m) Em(Ix) Emax(Ix)
24°
1 0.5 847 3387
2 0.9 302 864
3 1.4 173 384
4 1.9 119 216
h(m) D(m) Em(Ix) Emax(Ix)
36"
1 0.5 702 2809
2 1.1 246 702
3 1.6 140 312
4 21 97 176

155
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TINA s

COB LED CRI280 P44 (€ RoHS

| §
Reflector Color:
RM RG
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24°  36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and mounting ring: Cast aluminum.
sLight source: COB LED with a lens of optical.
. . i i i 40
Reflector: Aluminum bright anodised. @c@- cm
*The light can be compatible with emergency battery. ﬁ'
@115 COB LED ow

R6218 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24 36°
1 0.4 1156 4622 1 0.6 946 3785
2 0.8 404 1155 2 11 331 946
3 1.3 231 514 3 1.7 189 421
4 1.7 159 289 4 22 130 237
5 2.1 120 185 5 2.8 98 151

156
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TINA s

COB LED CRI280 IP44 (€ RoHS$

a

Reflector Color:

RM RG
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

&

*Housing and mounting ring: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotes by 358° onto the horizontal plane.

& 40cm
T
«Light source: COB LED with a lens of optical. .

@115 COB LED oW

*Reflector: Aluminum bright anodised.

*The light can be compatible with emergency battery.

R6197 15W 1200Im
With LED Driver 36V-350mA
230V-50Hz

NwW

Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 36°
1 0.4 1156 4622 1 0.6 946 3785
2 0.8 404 1155 2 1.1 331 946
3 1.3 231 514 3 1.7 189 421
4 1.7 159 289 4 2.2 130 237
5 2.1 120 185 5 2.8 98 151

157
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l“ d ﬂl

*Housing and mounting ring: Cast aluminum.

sLight source: COB LED with a high efficiency reflector of optical.

*Darklight reflector: Aluminum satin-matt anodised.

*The light can be compatible with emergency battery.

R6092 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m) D(m)

0.6
11
1.7
22
2.8

a B~ 0N =

h(m)  D(m)

0.9
1.8
2.7
3.6
4.6

a A~ O N =

Em(Ix)

847
302
173
119
119

Em(Ix)

Emax(Ix)
24°
3387
864

384

216

216

Emax(Ix)
60°
1612
403

179

100

65

TINA

COB LED CRI280

Reflector Color:

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

158

IP44 (€
RS RG
White  Silv

24" 36°

Non-Dimmable
1-10V Dimmab

RoHS

er Black
2700K 3000K 4000K

60"

le

DALI Dimmable
Triac Dimmable

h(m)  D(m)

a s W NN =

0.6
1.2
1.8
2.4
3.0

COB LED
Em(Ix)  Emax(Ix)
36"
585 2339
205 585
17 260
80 146
61 94

&S 98.5¢m

»:b-
[13vcs]

0
GW [16.8KG

woagy



TINA  w

R6092 20W 1800Im
With LED Driver 36V-500mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.6 1022 4088 1 0.6 808 3232
2 1.1 358 1022 2 1.2 283 808
3 1.7 204 454 3 1.9 162 359
4 22 141 256 4 25 111 202
5 2.8 107 164 5 3.1 84 129

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 09 550 2198
2 18 193 550
3 27 110 244
4 356 75 137
5 45 57 88
R6092 25W 2000Im
With LED Driver 36V-600mA

230V-50Hz
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 36°
1 0.6 1146 4582 1 0.6 937 3748
2 1.1 401 1146 2 1.2 328 937
3 1.7 229 509 3 1.8 188 417
4 22 167 286 4 2.4 129 234
5 2.8 119 183 5 3.0 98 150

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 0.9 620 2480
2 1.8 217 620
3 2.7 124 276
4 3.6 85 155
5 45 64 99

159



TINA

COB LED CRI=80 IP44 (€ RoHS$
Reflector Color:

RS RG
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36" 60"
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and mounting ring: Cast aluminum.

sLight source: COB LED with a high efficiency reflector of optical.
*Darklight reflector: Aluminum satin-matt anodised.

*The light can be compatible with emergency battery.

@180 COB LED

R6325 20W 2000im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 0.9 650 2599
2 1.8 228 650
3 2.6 130 289
4 3.5 89 162
5 4.4 68 104

160

1331
466
266
183
133

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)
24°

1 0.4 2236 8942 1 0.5

2 0.7 786 2246 2 1.0

3 1.1 449 998 3 1.5

4 1.5 309 562 4 2.0

5 1.9 233 359 5 2.5

Emax(Ix)
36"
5325
1331
592

333

213

© --
[ epcs |

&S 95.5¢m
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TINA

R6325 25W 2300Im
With LED Driver 36V-600mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.4 2534 10137 1 0.5 1505 6020
2 0.7 887 2534 2 1.0 527 1505
3 1.1 507 1126 3 1.5 301 669
4 1.5 349 634 4 2.0 207 376
5 1.9 264 406 5 2.5 157 241

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 0.9 734 2934
2 1.8 257 733
3 2.6 147 326
4 3.6 101 183
5 4.6 76 17

R6325 30W 3000Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.4 2415 9660 1 0.5 1481 5924
2 0.7 845 2415 2 1.0 518 1481
3 1.1 483 1073 3 1.5 296 658
4 1.5 332 604 4 2.0 204 370
5 1.9 251 386 5 2.5 154 237

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 0.9 749 2997
2 1.8 262 749
3 2.6 150 333
4 3.6 103 187
5 4.6 78 120

161



TINA

R6325 40W 3700Im
With LED Driver 36V-1050mA
230V-50Hz

NwW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

24° 36"
2 0.8 1034 4136 2 1.0 631 2523
3 1.2 643 1838 3 1.6 392 1121
4 1.6 465 1034 4 2.1 284 631
5 2.0 364 662 5 2.6 222 404
6 2.4 299 460 6 3.1 182 280

h(m) D(m) Em(Ix) Emax(Ix)

60°
2 1.8 3138 1251
3 2.7 195 556
4 3.6 141 313
5 4.5 110 200
6 5.4 20 139

162
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Max 30°

INCO

*The spot light tilts to a maximum of 0°-30° onto the vertical plane
and rotates by 358° onto the horizontal plane.
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INCO

COB LED CRI280 IP44 (€ RoHS$

a

Reflector color: ]

RM RG RD
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and mounting ring: Cast aluminum.

«Light source: COB LED with a lens of optical.

*Reflector: Plastic electroplated, black or champagne gold.
*The light can be compatible with emergency battery.

@90 COB LED aw
R6140 6W 450Im R6140 10W 800Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.4 337 1346 1 0.4 538 2153
2 0.8 18 336 2 0.8 189 539
3 1.3 68 150 3 1.2 108 239
4 1.7 46 84 4 1.7 74 185

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36"
1 0.6 271 1083 1 0.5 427 1709
2 1.1 95 27 2 1.1 148 424
3 1.7 54 120 3 1.6 85 189
4 2.2 37 68 4 2.2 58 106

169



INCO

COB LED CRI280 P44 (€ RoHS

| §

Reflector color: ]

RM RG RD
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24°  36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

&
*Housing and mounting ring: Cast aluminum. NANANN\N
*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

sLight source: COB LED with a lens of optical.

*Reflector: Plastic electroplated, black or champagne gold.

*The light can be compatible with emergency battery. COB LED ow 11KG

R6282 6W 450Im R6282 10W 800Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

N N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 24°
1 0.4 337 1346 1 0.4 538 2153
2 0.8 118 336 2 0.8 189 539
3 1.3 68 150 3 1.2 108 239
4 1.7 46 84 4 1.7 74 135

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
1 0.6 271 1083 1 0.5 427 1709
2 11 95 27 2 11 148 424
3 1.7 54 120 3 1.6 85 189
4 2.2 37 68 4 2.2 58 106

170
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*Housing and mounting ring: Cast aluminum.

«Light source: COB LED with a lens of optical.

*Reflector: Plastic electroplated, black or champagne gold.
*The light can be compatible with emergency battery.

R6146 15W 1000Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

T T I T h(m) D(m) Em(Ix) Emax(Ix)
! p Y 04"
1 0.4 848 3391
2 0.8 295 843
3 1.2 169 375
4 1.6 116 211
5 1.9 88 135

INCO

COB LED CRI280

Reflector color:

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

171

P44 € RoHS
|

RM RG RD

White  Silver Black

2700K 3000K 4000K

24" 367

Non-Dimmable
1-10V Dimmab

le

DALI Dimmable
Triac Dimmable

h(m)  D(m)

a B W N =

0.5
1.1
1.6
21
2.7

COB LED
Em(Ix) Emax(Ix)
36"
623 2492
220 628
126 279
86 157
86 101

S 595
Q(‘ -2Cm
) -‘

0
GW [21.6KG
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*Housing and mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

sLight source: COB LED with a lens of optical.

*Reflector: Plastic electroplated, black or champagne gold.

*The light can be compatible with emergency battery.

R6200 15W 1000Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m) ~ D(m)

0.4
0.8
1.2
1.6
1.9

a b~ W N =

Em(Ix)

848
295
169
116

88

Emax(Ix)
24°
3391
843

375

211

185

INCO

COB LED CRI280

Reflector color:

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

&

[NANNNNNN A NN NN

172

P44 (€3 RoHS
|

RM RG RD

White  Silver Black

2700K 3000K 4000K

24" 36°

Non-Dimmable
1-10V Dimmab

le

DALI Dimmable
Triac Dimmable

h(m)  D(m)

a b~ W N =

0.5
11
1.6
21
2.7

COB LED
Em(Ix)  Emax(Ix)
36"
623 2492
220 628
126 279
86 167
86 101

wag'sz
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WATA

COB LED CRI280 IP65 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°  60°

*Housing and Mounting ring: Cast aluminum with anti-rust powder NN\ NN
coating process.
sLight source: COB LED with a high efficiency reflector of optical.

*Driver with waterproof box.

wag'LE

S 475
O .5¢
. b. m’

287 COB LED oW

E6021 10W 1020Im
With LED Driver 36V-250mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24 36°
1 0.5 659 2637 1 0.6 494 1974
2 0.9 231 659 2 1.2 178 494
3 1.4 132 293 3 1.8 99 219
4 1.9 91 165 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.1 329 730
2 22 101 183
3 3.4 53 81
4 4.5 35 46

180



W’

*Housing and Mounting ring: Cast aluminum with anti-rust powder

coating process.

«Light source: COB LED with a high efficiency reflector of optical.

«Driver with waterproof box.

E6022 10W 1020Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m)

AW N -

h(m)

N

D(m)

0.5
0.9
1.4
1.9

D(m)

1.1
22
3.4
4.5

Em(Ix)

659
231
132

91

Em(Ix)

329
101
53
35

Emax(Ix)
24°
2637
659

293

165

Emax(Ix)
60"

730

183

81

46

WATA

COB LED CRI=80
Mounting frame color:
Color temperature:

Beam angle:

181

P65 € RoHS
White  Silver Black

2700K 3000K 4000K
24° 36° 60"

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.6 494
1.2 173
1.8 99
2.4 68

36"
1974
494
219
128

woagLE

S a7
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X | cm
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*Housing and Mounting ring: Cast aluminum with anti-rust powder

coating process.

sLight source: COB LED with a high efficiency reflector of optical.

*Driver with waterproof box.

E6023 10W 740Im
With LED Driver 36V-250mA
230V-50Hz

NW
o

A ] e om

0.5
1.0
1.5
2.0

AW N =

h(m) ~ D(m)

1.1
22
3.2
4.3

A W N =

Em(Ix)

634
222
127

87

Em(Ix)

365
111
59
38

Emax(Ix)
24°
2535
634

282

159

Emax(Ix)
60°

810

202

90

51

WATA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

182

IP65 (€ RoHS$
White  Silver Black
2700K 3000K 4000K
24° 36° 60°
COB LED
h(m) D(m) Em(Ix) Emax(Ix)
36"
1 0.6 544 2177
2 1.2 190 544
3 1.8 109 242
4 24 75 136

S 47.5¢m

RS ——
]|

0
GW [19.8KG
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WATA

| i COB LED CRI=80 P65 € RoHS
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°

*Housing and Mounting ring: Cast aluminum with anti-rust powder NN\ 283 ESSSSSSN
coating process.
+Light source: COB LED with a high efficiency reflector of optical. S 47.5¢m
9 9 y p hoﬁ
«Driver with waterproof box. ﬁ'
290 COB LED oW

E6024 10W 720Im
With LED Driver 36V-250mA
230V-50Hz

NwW
Q

{ 1 I | h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
) O/ 24° 36°
1 0.5 634 2535 1 0.6 544 2177
2 1.0 222 634 2 1.2 190 544
3 1.5 127 282 3 1.8 109 242
4 2.0 87 159 4 2.4 75 136

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 365 810
2 22 111 202
3 3.2 59 90
4 4.3 38 51

183

woagLE



WATA

COB LED CRI280 IP65 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°  60°
*Housing and Mounting ring: Cast aluminum with anti-rust powder NN\ 2 83 ESSSSSN
coating process. i
+Light source: COB LED with a high efficiency reflector of optical. S 44.5cm
9 9 y P Q?’
+Driver with waterproof box. ﬁ'
290 COB LED oW

E6025 10W 1009Im
With LED Driver 36V-250mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36"
1 0.5 634 2535 1 0.6 544 2177
2 1.0 222 634 2 1.2 190 544
3 1.5 127 282 3 1.8 110 242
4 2.0 87 159 4 2.4 75 136

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.1 365 810
2 22 111 202
3 3.2 59 90
4 4.3 38 51

184
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*Housing and Mounting ring: Cast aluminum with anti-rust powder

coating process.

«Light source: COB LED with a high efficiency reflector of optical.

«Driver with waterproof box.

E6026 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m) ~ D(m)

0.5
1.0
1.5
2.0

AW N -

h(m) ~ D(m)

1.1
22
3.2
4.3

AW =

Em(Ix)

634
222
127

87

Em(Ix)

365
111
59
38

Emax(Ix)
24°
2535
634

282

159

Emax(Ix)
60"

810

202

90

51

WATA

COB LED CRI=80
Mounting frame color:
Color temperature:

Beam angle:

185

P65 € RoHS
White  Silver Black

2700K 3000K 4000K
24° 36° 60"

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.6 544
1.2 190
1.8 110
2.4 75

36"
2177
544
242
136

S 445
5 5¢
' ’m

0
GW [21.6KG

woaee



*Housing and mounting ring: Cast aluminum with anti-rust powder

coating process.

*Light source: COB LED with a lens of optical.

«Driver with waterproof box.

R6821 5W 428Im
With LED Driver 9V-350mA
230V-50Hz

h(m)  D(m)

0.5
11
1.6
21

AW N =

h(m)  D(m)

1.1
22
3.4
4.5

B I\ B

Em(Ix)

253
89
50
35

Em(Ix)

144
44
23
15

Emax(Ix)
24°
1012
253

112

63

Emax(Ix)
60°

321

80

35

20

WATA

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

186

IP54 € RoHS
White  Silver Black

2700K 3000K 4000K
24" 36" 60°

COB LED

h(m) D(m) Em(Ix) Emax(Ix)
36°

0.6 200 801

1.3 70 200

1.9 40 89

2.5 28 50

A O N -

woaog




WATA

COB LED CRI280 IP54 (€ RoHS$

i = Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and mounting ring: Cast aluminum.
sLight source: COB LED with optical lens glass and frosted glass.

292 COB LED
R6865 6W 574Im R6865 10W 996Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
N N

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.8 157 627 1 0.8 186
2 1.5 55 156 2 1.5 65
3 23 31 69 3 23 37
4 3.0 21 39 4 3.0 25

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.8 134 536 1 0.8 161
2 1.7 47 134 2 1.7 56
3 25 27 59 3 25 32
4 3.4 18 33 4 3.4 22

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.1 149 331 1 11 180
2 22 45 82 2 22 55
3 3.4 23 36 3 3.4 29
4 4.5 15 20 4 4.5 19

187

h(m)  D(m) Em(lx)  Emax(Ix)

24°
742
185
82
46

h(m) D(m) Em(Ix) Emax(Ix)

36°
643
161
7
40

h(m) D(m) Em(Ix) Emax(Ix)

60°
401
100
44
25

cfbéo -

o
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WATA
ELY

COB LED CRI280 IP54 (€ RoHS$

i
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
! Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and mounting ring: Cast aluminum.
*Light source: COB LED with optical lens glass and frosted glass.

S 575¢m
u===i

COB LED o

R6864 6W 538Im R6864 10W 941Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

24° 24°
1 0.8 162 649 1 0.8 198 792
2 1.6 57 162 2 1.6 69 198
3 25 32 72 3 25 40 88
4 3.3 22 40 4 3.3 27 49

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36°
1 0.9 140 561 1 0.9 181 723
2 1.8 49 140 2 1.8 63 180
3 2.7 28 62 3 2.7 36 80
4 3.6 19 35 4 3.6 25 45

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60"
1 1.2 159 353 1 1.2 194 430
2 2.4 48 88 2 24 59 107
3 3.6 25 39 3 3.6 31 47
4 4.8 17 22 4 4.8 20 26

188
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Pin-hole frame can improve the anti-dazzle effect of lamps.

Pin-hole frame



Max 30°

PODO

The spot light tilts to a maximum of 0°-30° onto the vertical plane and rotates by 358° onto the horizontal plane.
Anti-dazzle ring: Aluminum black
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PODO

COB LED CRI280 IP20 (€ RoHS$

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and mounting ring: Cast aluminum.
+Light source: COB LED with a high efficiency reflector of optical.
*Anti-dazzle ring: Aluminum black. & S5cm
o)
COB LED Gw

R6335 6W 288Im R6335 10W 506Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.4 447 1786 1 0.4 540 2160
2 0.8 156 446 2 0.8 189 540
3 1.3 89 198 3 1.3 108 240
4 1.7 61 111 4 1.7 74 1385

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36"
1 0.5 340 1359 1 0.5 433 1733
2 0.9 119 339 2 0.9 152 433
3 1.4 68 151 3 1.4 86 192
4 1.8 47 85 4 1.8 59 108

194
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PODO

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36°
e
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and mounting ring: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

«Light source: COB LED with a lens of optical.

*Anti-dazzle ring: Aluminum black.

*The light can be compatible with emergency battery. @95 COB LED
R6334 6W 197Im R6334 10W 355Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
N N

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.5 177 706 1 0.6 222
2 1.0 62 176 2 1.1 7
3 1.5 35 78 3 1.7 44
4 2.0 24 44 4 22 30

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.5 207 826 1 0.5 252
2 1.0 72 206 2 0.9 88
3 1.5 4 91 3 1.4 50
4 1.9 28 51 4 1.9 34

195

h(m) D(m) Em(Ix) Emax(Ix)

24°
887
221
98
55

h(m) D(m) Em(Ix) Emax(Ix)

36°
10038
250
111
62

i 55¢m

o
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wag vz



*Housing and mounting ring: Cast aluminum.

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

+Light source: COB LED with a lens or a high efficiency reflector of optical.

*Anti-dazzle ring: Aluminum black.

R6319 6W 360Im

With LED Driver 36V-135mA

230V-50Hz

NW
o

BN = AW N =

A W N =

h(m) ~ D(m)

0.4
0.8
1.3
1.7

h(m)  D(m)

05
0.9
1.4
1.8

h(m)  D(m)

0.7
1.4
21
2.8

Em(Ix)

447
156
89
61

Em(Ix)

340
119
68
47

Em(Ix)

236
72
38
24

Emax(Ix)
24°
1786
446

198

111

Emax(Ix)
36°
1359
339

161

85

Emax(Ix)
60°

524

131

58

32

PODO

COB LED CRI280 IP20 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

wag'ye

55
& cm
. .

COB LED aw

R6319 10W 623Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.4 540 2160
2 0.8 189 540
3 1.3 108 240
4 1.7 74 135

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.5 433 1733
2 0.9 152 433
3 1.4 86 192
4 1.8 59 108

h(m)  D(m) Em(Ix) Emax(Ix)

60°
1 0.7 286 635
2 1.4 87 158
3 2.1 46 70
4 2.8 29 39

196
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ROSU

COB LED CRI280 P44 (€ RoHS

. | §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum.

sLight source: COB LED with a lens of optical.
& 52.5¢m

S —
[sorcs]

280 COBLED ow

R6256 6W 703Im R6256 10W 1199Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 340 1359 1 0.6 625 2499
2 1.1 119 340 2 1.1 219 625
3 1.6 68 161 3 1.7 125 278
4 2.1 47 85 4 22 86 156

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
1 0.6 325 1300 1 0.7 471 1882
2 11 114 325 2 1.3 165 471
3 1.7 65 144 3 2.0 94 209
4 2.3 45 81 4 2.7 65 118

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 11 216 481 1 11 395 877
2 21 66 120 2 21 120 219
3 3.2 34 53 3 3.2 64 98
4 4.3 23 30 4 4.2 4 55

202
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ROSU

1
'.a COB LED CRI=80 P44 € RoHS
& i
= = = Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36"  60°
»
.,
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
&
*Housing: Cast aluminum.
*The down light tilts to a maximum of 0°-30° onto the vertical plane. N
< 52.5cm
+Light source: COB LED with a lens of optical. . '
COB LED ow

R6249 6W 703Im R6249 10W 1199Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 421 1685 1 0.6 625 2499
2 1.0 147 421 2 1.1 219 625
3 1.5 85 188 3 1.7 125 278
4 2.0 58 105 4 22 86 156

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36°
1 0.6 345 1378 1 0.7 471 1882
2 1.1 121 345 2 1.3 165 471
3 1.7 69 153 3 2.0 94 209
4 2.2 47 86 4 2.7 65 118

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 1.1 222 494 1 1.1 395 877
2 2.1 68 124 2 241 120 219
3 3.2 36 55 3 3.2 64 98
4 4.3 23 31 4 42 41 55

203
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ROSU

COB LED CRI280 P44 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
k: ]
T —
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing: Pure aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane o
o< 52.5¢m
and rotates by 358° onto the horizontal plane. b-
+Light source: COB LED with a lens of optical. m
COB LED oW

R6190 6W 703Im R6190 10W 1199Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 421 1684 1 0.5 527 2108
2 1.0 147 421 2 1.0 184 527
3 1.5 84 187 3 1.5 105 234
4 2.0 58 105 4 2.0 72 131

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36"
1 0.6 345 1378 1 0.6 425 1698
2 11 120 344 2 11 148 424
3 1.7 69 153 3 1.7 85 188
4 2.2 47 86 4 22 58 106

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 11 222 494 1 11 271 602
2 21 68 128 2 21 83 150
3 3.2 36 54 3 3.2 43 66
4 4.3 23 30 4 4.3 28 37

204
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)

*Housing: Cast aluminum.
<Light source: COB LED with a lens of optical.

R6314 6W 703Im

With LED Driver 36V-135mA

230V-50Hz
N

h(m)

AW N -

h(m)

S W NN =

h(m)

AW N =

D(m)

0.5
1.1
1.6
21

D(m)

0.6
1.3
1.9
25

D(m)

1.1
241
3.2
4.3

ROSU

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

7
7
7
!

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24" 36" 60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

R6314 10W 1199Im
With LED Driver 36V-250mA

230V-50Hz
N

Em(Ix) Emax(Ix)

24°

340 1359
119 340
68 151
47 85

Em(Ix) Emax(Ix)

36°

325 1300
114 325
65 144
45 81

Em(Ix) Emax(Ix)

60°

216 418
66 120
34 53
23 30

205

AW N =

B W N =

h(m)  D(m) Em(Ix)  Emax(Ix)
24°

0.6 625 2499

1.1 219 625

1.7 125 278

2.2 86 156

h(m) D(m) Em(Ix) Emax(Ix)
36°

0.7 471 1882

1.3 165 471

2.0 94 209

2.7 65 118

h(m) D(m) Em(Ix) Emax(Ix)
60°

1.1 395 877

2.1 120 219

3.2 64 98

42 41 55

AW N =

&S S2.5¢m

S —
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o
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*Housing: Cast aluminum

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

*Light source: COB LED with a lens of optical.

R6259 6W 703Im

With LED Driver 36V-135mA

230V-50Hz

N

h(m) D(m)
1 0.5
2 1.0
3 1.5
4 2.0
h(m) D(m)
1 0.6
2 1.1
3 1.7
4 2.2
h(m)  D(m)
1 1.1
2 2.1
3 3.2
4 4.3

Em(Ix)

421
147
85
58

Em(Ix)

345
121
69
47

Em(Ix)

222
68
36
23

Emax(Ix)
24°
1685
421

188

105

Emax(Ix)
36°
1378
345

1563

86

Emax(Ix)
60°

494

124

55

31

ROSU

COB LED CRI280 P44 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

COB LED

R6259 10W 1199Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.6 625 2499
2 11 219 625
3 1.7 125 278
4 22 86 156

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 471 1882
2 1.3 165 471
3 2.0 94 209
4 2.7 65 118

h(m)  D(m) Em(Ix) Emax(Ix)

60°
1 11 395 877
2 21 120 219
3 3.2 64 98
4 4.2 4 55

206
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ROSU

COB LED CRI280 IP44 (€ RoHS$

n
Mounting frame color: White  Brush Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing: Pure aluminum.
*The down light tilts to a maximum of 0°-30° onto the vertical plane
<o 57.5cm

and rotates by 358° onto the horizontal plane.

+Light source: COB LED with a lens or a high efficiency reflector of optical.

a o,
'\%
woe LT

COB LED

R6121 6W 703Im
With LED Driver 36V-135mA
230V-50Hz

NW
0

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24 36°
1 0.5 421 1684 1 0.6 345 1378
2 1.0 147 421 2 1.1 120 344
3 1.5 84 187 3 1.7 69 163
4 2.0 58 105 4 22 47 86

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 222 484
2 241 68 123
3 3.2 35 54
4 4.3 23 30

207
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ROSU

COB LED CRI280 IP44 (€ RoHS$

i
'ff;”' '#!#I' Mounting frame color: White  Brush Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36"  60°
o) I
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Pure aluminum. ¢
80x156

*The down light tilts to a maximum of 0°-30° onto the vertical plane
& 47cm
O

and rotates by 358° onto the horizontal plane. >

Light source: COB LED with a lens or a high efficiency reflector of optical.

COB LED oW

R6141 2x6W 1400Im R6141 2x10W 2400Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 421 1684 1 0.5 527 2108
2 1.0 147 421 2 1.0 184 527
3 1.5 84 187 3 1.5 105 234
4 2.0 58 105 4 2.0 72 131

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36°
1 0.6 345 1378 1 0.6 425 1698
2 1.1 120 344 2 11 148 424
3 1.7 69 153 3 1.7 85 188
4 2.2 47 86 4 2.2 58 106

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 1.1 222 484 1 1.1 27 602
2 2.1 68 128 2 241 83 150
3 3.2 35 54 3 3.2 43 66
4 4.3 23 30 4 4.3 28 37

209
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ROSU

COB LED CRI280 P44 (€ RoHS

i M M.

Mounting frame color: White Brush Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
LT Sl A )
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Pure aluminum.
*The down light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

Light source: COB LED with a lens or a high efficiency reflector of optical.

COB LED

R6161 3x6W 2100Im R6161 3x10W 3600Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 421 1684 1 0.5 527 2108
2 1.0 147 421 2 1.0 184 527
3 1.5 84 187 3 1.5 105 234
4 2.0 58 105 4 2.0 72 131

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36"
1 0.6 345 1378 1 0.6 425 1698
2 11 120 344 2 11 148 424
3 1.7 69 153 3 1.7 85 188
4 2.2 47 86 4 22 58 106

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

60° 60°
1 1.1 222 484 1 11 271 602
2 21 68 128 2 21 83 150
3 3.2 35 54 3 3.2 43 66
4 4.3 23 30 4 4.3 28 37
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A

*Housing: Cast aluminum.

«Light source: COB LED with a lens of optical.

R6116 6W 707Im

With LED Driver 36V-135mA

230V-50Hz

NW
o)

h(m)

AW N -

h(m)

S W NN =

h(m)

AW N =

D(m)

0.5
1.1
1.6
21

D(m)

0.6
1.3
1.9
25

D(m)

1.0
2.0
3.0
41

Em(Ix)

358
125
72
50

Em(Ix)

300
105
60
41

Em(Ix)

238
73
38
25

Emax(Ix)
24°
1432
358

159

90

Emax(Ix)
36"
1200
300

134

75

Emax(Ix)
60°

528

132

59

33

ROSU

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24" 36" 60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

R6116 10W 1227Im
With LED Driver 36V-250mA

230V-50Hz
Ny

211

AW N =

B W N =

h(m)  D(m) Em(Ix)  Emax(Ix)
24°

0.6 634 2536

1.1 222 634

1.7 127 282

2.2 87 159

h(m) D(m) Em(Ix) Emax(Ix)
36°

0.7 482 1929

1.3 169 482

2.0 99 214

2.6 67 121

h(m) D(m) Em(Ix) Emax(Ix)
60°

1.1 411 914

2.1 126 229

3.2 66 102

42 43 57

AW N =

52.5¢m

<
Y —
=

o
GW [16.9K6
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*Housing: Cast aluminum.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

sLight source: COB LED with a lens of optical.

R6117 6W 682Im

With LED Driver 36V-135mA

230V-50Hz

NW
o

h(m)

AW N =

h(m)

BN =

h(m)

AW N =

D(m)

0.5
1.1
1.6
21

D(m)

0.6
1.3
1.9
25

D(m)

1.0
2.0
3.0
41

Em(Ix)

358
125
72
50

Em(Ix)

300
105
60
4

Em(Ix)

238
73
38
25

Emax(Ix)
24°
1432
358

159

90

Emax(Ix)
36°
1200
3300
134

75

Emax(Ix)
60°

528

132

59

33

ROSU

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

&

NN\

268

Max 30°

R6117 10W 1198Im

IP44

White

Silver

2700K 3000K 4000K

24" 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

With LED Driver 36V-250mA

230V-50Hz
N

212

h(m) ~ D(m)

BN R VI

0.6
11
1.7
2.2

h(m) ~ D(m)

AW NN -

0.7
1.3
2.0
26

h(m)  D(m)

A O N -

1.0
241
3.1
4.2

RoHS$
Black
60°

COB LED
Em(Ix) Emax(Ix)
24°
634 2536
222 634
127 282
87 159
Em(Ix) Emax(Ix)
36"
482 1929
169 482
96 214
67 121
Em(Ix) Emax(Ix)
60"
411 914
126 229
66 102
43 57

& 52.5¢m

S —
[sorcs]

0
GW [17.5(G
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ROSU

. COBLED CRI280 IP44 (€ RoHS$ .

— Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36"  60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum. NANNNNNN
<Light source: COB LED with a lens of optical. 275
q’?’é“ 52.5¢cm
g
285 COB LED ow

R6867 6W 682Im R6867 10W 1198Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.6 348 1390 1 0.6 425 1700
2 1.1 125 347 2 1.1 149 425
3 1.7 69 154 3 1.7 85 189
4 23 47 86 4 23 58 106

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36"
1 0.7 297 1186 1 0.7 359 1435
2 1.3 104 296 2 1.3 125 358
3 2.0 59 131 3 2.0 72 159
4 2.6 41 74 4 2.6 49 89

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 1.1 249 553 1 1.1 305 678
2 2.1 76 138 2 241 93 169
3 3.2 40 61 3 3.2 49 75
4 4.2 26 34 4 42 32 42

213

woaog



*Housing: Cast aluminum.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

*Light source: COB LED with a lens of optical.

R6866 6W 682Im

With LED Driver 36V-135mA

230V-50Hz

NW
o

h(m)

AW N =

h(m)

BN =

h(m)

AW N =

D(m)

0.6
11
1.7
23

D(m)

0.7
1.3
2.0
2.6

D(m)

1.0
21
3.1
4.2

Em(Ix)

341
119
68
47

Em(Ix)

296
104
59
41

Em(Ix)

249
76
40
26

Emax(Ix)
24°
1362
341

161

85

Emax(Ix)
36°
1184
296

132

74

Emax(Ix)
60°

554

139

62

35

ROSU

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

&

NN\

R6866 10W 1198Im

IP44

White

Silver

2700K 3000K 4000K

24" 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

With LED Driver 36V-250mA

230V-50Hz
o

214

h(m) ~ D(m)

BN R VI

0.6
11
1.7
2.2

h(m) ~ D(m)

AW NN -

0.7
1.3
2.0
2.7

h(m)  D(m)

A O N -

11
241
3.2
4.2

RoHS$
Black
60°

COB LED
Em(Ix) Emax(Ix)
24°
620 2480
217 620
124 276
85 165
Em(Ix) Emax(Ix)
36"
465 1858
163 465
93 207
64 116
Em(Ix) Emax(Ix)
60"
410 911
125 228
66 102
43 57

& 52.5¢m

S —
[sorcs]

0
GW [16.5KG)
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ROSU

| I
’] v
"~ COB LED CRI280 IP44 (€ RoHS$
|

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36"  60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum.

<Light source: COB LED with a lens of optical.
&S S2.5¢m

S —
[sorcs]

COB LED oW

R6324 6W 707Im R6324 10W 1227Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.6 300 1201 1 0.6 634 2536
2 1.3 106 300 2 1.1 222 634
3 1.9 60 133 3 1.7 127 282
4 25 4 75 4 22 87 159

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36°
1 0.5 358 1431 1 0.7 482 1929
2 11 125 358 2 1.3 169 482
3 1.6 72 159 3 2.0 96 214
4 22 50 90 4 2.6 67 121

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60° 60°
1 1.0 238 528 1 1.0 411 914
2 2.0 73 182 2 2.1 125 228
3 3.0 38 59 3 3.1 66 102
4 4.1 25 33 4 42 43 57

215
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*Housing: Cast aluminum.

*The down light tilts to a maximum of 0°-30° onto the vertical plane.

W

*Light source: COB LED with a lens of optical.

R6118 6W 682Im

With LED Driver 36V-135mA

230V-50Hz

NW
o

h(m) ~ D(m)

AW N =

0.5
11
1.6
21

h(m)  D(m)

BN =

0.6
1.3
1.9
25

h(m)  D(m)

AW N =

1.0
2.0
3.0
4.1

Em(Ix)

358
125
72
50

Em(Ix)

300
105
60
4

Em(Ix)

238
73
38
25

Emax(Ix)
24°
1432
358

159

90

Emax(Ix)
36°
1200
300

134

75

Emax(Ix)
60°

528

132

59

33

ROSU

COB LED CRI=80 P44 RoHS$
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
&
NN\ NANNNANY
COB LED
R6118 10W 1198Im
With LED Driver 36V-250mA
230V-50Hz
Ny
h(m) D(m) Em(Ix) Emax(Ix)
24°
1 0.6 634 2536
2 1.1 222 634
3 1.7 127 282
4 2.2 87 159
h(m) D(m) Em(Ix) Emax(Ix)
36"
1 0.7 482 1929
2 1.3 169 482
3 2.0 96 214
4 2.6 67 121
h(m)  D(m) Em(Ix) Emax(Ix)
60"
1 1.0 411 914
2 2.1 126 229
3 3.1 66 102
4 4.2 43 57

216

& 52.5¢m
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Multiple

One driver connects 9-12PCS lamps
(R6830/R6831)
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P226
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P232
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*Housing and mounting ring: Pure aluminum.

sLight source: SMD LED with a lens of optical.

R6830 1W 100Im
With LED Driver 3V-250mA
230V-50Hz

NW
o

h(m) ~ D(m)

0.3
0.7
1.0
1.3
1.7

a A W N =

h(m)  D(m)

0.6
1.2
1.9
25
3.1

o~ O N =

Em(Ix)

279
98
56
39
29

Em(Ix)

80
28
16
1"

Emax(Ix)
15°
117
279

124

70

45

Emax(Ix)
36°

321

80

36

20

13

STAR

SMD LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

232

222

IP44

White

Silver

RoHS

Black

2700K 3000K 4000K
36"

157 247

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

h(m) ~ D(m)

a b w N =

0.5
1.0
1.4
1.9
2.4

h(m) ~ D(m)

[ N I R

1.2
2.4
3.7
4.9
6.1

60°

SMD LED
Em(Ix) Emax(Ix)
24°
124 497
43 124
25 55
17 31
13 20
Em(Ix) Emax(Ix)
60°
45 101
14 25
11
4 6
4

34

S cm
<

»

a—
120pcs]

0
GW [7.80KG
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*Housing and mounting ring: Pure aluminum.

sLight source: SMD LED with a lens of optical.

*UGR<19.

R6831 1W 90Im
With LED Driver 3V-250mA
230V-50Hz

NW
o)

0.3 2
0.7
1.0
1.3
1.6

a A W N =

1 0.6
2 1.2
3 1.8
4 2.4
5 3.0

h(m) D(m) Em(Ix)

57
90
51
35
27

h(m) D(m) Em(Ix)

87
30
18
12

Emax(Ix)
15°
1030
257

114

64

41

Emax(Ix)
36"

348

87

39

22

14

STAR

SMD LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

223

P44

White

Silver

RoHS$

Black

2700K 3000K 4000K
36"

15° 24°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

h(m) ~ D(m)

S N N

0.5
0.9
1.4
1.9
2.3

h(m) ~ D(m)

a B W N =

1.0
2.0
3.0
4.0
4.9

60°

SMD LED
Em(Ix) Emax(Ix)
24°
130 519
46 130
26 58
18 32
14 21
Em(Ix) Emax(Ix)
60"
45 100
14 25
11
5 6
3 4

& 44cm
S

e
120pcs]

woag'ze

o
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STAR

R6831 3W 180Im
With LED Driver 3V-350mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

157 24°
1 0.3 611 2445 1 0.5 227 908
2 0.6 214 611 2 0.9 79 227
3 0.9 122 272 3 1.4 45 101
4 1.2 84 153 4 1.8 31 57
5 1.5 64 98 5 23 23 36

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 150 602 1 1.0 45 179
2 1.2 53 151 2 2.0 16 45
3 1.8 30 67 3 2.9 9 20
4 2.4 21 38 4 3.9 6 1"
5 3.0 16 24 5 4.9 5 7

224



*Housing and mounting ring: Pure aluminum.

<Light source: COB LED with a lens of optical.

R6013 3W 170Im
With LED Driver 9V-350mA
230V-50Hz

NW
o)

h(m)  D(m)
1 1.6
2 3.3
3 4.9
4 6.6

Em(Ix)

28
10
5
4

Emax(Ix)
30°

111

28

12

7

STAR

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

48

225

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
30°

Non-Dimmable

COB LED

o
GW [11.0kG



STAR

COB LED CRI280 P44 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 25° 407
Driver gear for LED: Non-Dimmable

*Housing and mounting ring: Pure aluminum.
sLight source: COB LED with a lens of optical.

248 COBLED ow

R6011 3W 230Im
With LED Driver 9V-350mA
230V-50Hz

NW

Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

25 40°
1 0.5 236 942 1 0.7 98 392
2 0.9 83 236 2 1.5 34 98
3 1.4 47 105 3 22 20 44
4 1.8 32 59 4 2.9 14 25

226
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*Housing and mounting ring: Pure aluminum.

*The down light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

«Light source: COB LED with a lens of optical.

R6017 3W 230Im
With LED Driver 9V-350mA
230V-50Hz

NW
o)

h(m)  B(m)
1 05
2 1.0
3 15
4 2.0

Em(Ix)

161
56
32
22

Emax(Ix)
25°

644

161

72

40

STAR

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

227

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
25" 40°

Non-Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

A0 N -

0.7 98
1.5 34
22 20
2.9 14

40°
392
98
44
25

o
GW [6.0G
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COB LED CRI280 P44 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 25° 40°
£ )
—_—
Driver gear for LED: Non-Dimmable
&
*Housing and mounting ring: Pure aluminum. NANANN\N

*The down light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

sLight source: COB LED with a lens of optical.

258 COB LED ow

R6015 3W 230Im
With LED Driver 9V-350mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

25 40°
1 0.5 164 654 1 0.7 99 397
2 1.0 57 164 2 1.5 35 99
3 1.5 33 73 3 22 20 44
4 21 23 41 4 3.0 14 25

228
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*Mounting ring: Pure aluminum.

*Heat sink: Cast aluminum.

<Light source: COB LED with a high efficiency reflector of optical
and clear glass.

*Anti-dazzling ring: Aluminum black.

*UGR<19.

R6842 6W 420Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

T T I T h(m) D(m) Em(Ix) Emax(Ix)
! Y 20°
1 0.4 528 2113
2 0.8 185 528
3 1.2 106 235
4 1.6 73 132
5 2.0 55 85

STAR

COB LED

Clear

CRI280

Mounting frame color:
Color temperature:

Beam angle:

Driver gear for LED:

&

INNNNNN\N

229

a MW N =

P44 (€

White  Silv

20" 40°

Non-Dimmable
1-10V Dimmab

RoHS$

er Black
2700K 3000K 4000K

le

DALI Dimmable
Triac Dimmable

h(m) ~ D(m)

0.7
1.4
2.1
2.9
3.6

COB LED
Em(Ix) Emax(Ix)
40°
223 891
78 223
45 99
31 56
23 36

o 60cm
],

o
GW [13.0kG
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S TA R Diffuse

COB LED CRI280 P44 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

&

*Mounting ring: Pure aluminum. NN\ N ANNNA\
*Heat sink: Cast aluminum.
+Light source: COB LED with a high efficiency reflector of optical

and a diffuse sheet.

*Anti-dazzling ring: Aluminum black.
*UGR<19.

@65 COB LED

R6843 6W 240Im
With LED Driver 36V-135mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix)

50°
1 0.9 70 278
2 1.9 25 70
3 2.8 14 31
4 3.7 9 17
5 4.7 7 1"

230

o 60cm
=

0
GW [13.0kG
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STAR

COB LED CRI280 IP44 (€ RoHS$

i
——
== = Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
i Beam angle: 20" 40°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
<Luminaire housing: Cast aluminum.
«Light source: COB LED with a high efficiency reflector of optical.
*Mounting ring: Pure aluminum. & 600cm
>°-
@65 COB LED oW

R6103 6W 610Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

20° 40°
1 0.4 482 1926 1 0.7 246 983
2 0.9 168 481 2 1.4 86 245
3 1.3 96 214 3 2.2 49 109
4 1.8 66 120 4 2.9 34 61

231
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STAR

m COBLED CRI280 IP44 (€  RoHS .

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
% »
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
ed
*Housing and mounting frame: Cast aluminum. NS NN\

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

sLight source: COB LED with a lens of optical.

280 COBLED ow

R6018 6W 650Im
With LED Driver 36V-135mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 36
1 0.5 408 1633 1 0.6 293 171
2 0.9 143 408 2 1.3 103 293
3 1.4 81 181 3 1.9 59 130
4 1.9 56 102 4 2.6 40 73

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.2 113 450
2 25 40 113
3 3.7 23 50
4 4.9 15 28

232
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*Luminaire housing: Pure aluminum.

<Light source: COB LED with a lens of optical.

C6019 3W 288Im
With LED Driver 9V-350mA
230V-50Hz

NW
o)

1 0.4 2
2 0.9
3 1.3
4 1.8

1 1.5
2 3.0
3 4.5
4 6.0

h(m) D(m) Em(Ix)

32
81
46
32

h(m) D(m) Em(Ix)

83
26
14

Emax(Ix)
24°

927

232

103

58

Emax(Ix)
60°

185

47

21

12

STAR

COB LED CRI280 IP20 (€ RoHS$

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24°  36° 60"

48ci
< m
ﬁ"" ~
~’ @
&
m )

@50 COB LED =

h(m)  D(m) Em(Ix) Emax(Ix)

36"
1 0.8 121 483
2 1.5 42 121
3 2.3 24 54
4 3.0 17 30
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STAR

COB LED CRI280 IP20 (€ RoHS

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 95°

*Luminaire housing: Pure aluminum.
*Light source: COB LED with a diffuser of optical.

@70 COB LED oW

C6023 3W 205Im
With LED Driver 9V-350mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix)

95°
1 22 43 96
2 4.5 13 24
3 6.7 7 10
4 8.9 5 6
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SMD15W+COB20W
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2 240mm
D 240mm



*Housing: Aluminum sheet.

«Circle ring light source: High power LED with a diffuse of optical.

*The light can be compatible with emergency battery.

R6245 15W 900Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) ~ D(m)

1 2.3
2 4.6
3 6.9
4 9.1
5 1.4

Em(Ix)

151
46
24
16

"

Emax(Ix)
100°
336

84

37

21

13

PANA

SMD LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K

@240 SMD LED

239

e 61cm
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o
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PANA

SMD+COB LED CRI=80 1P20 ce RoHS =
L _ . _
= Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Aluminum sheet.

*Spot light module tilts to a maximum of 0°-25° onto the vertical
plane and rotates by 358° onto the horizontal plane.

«Circle ring light source: SMD LED with a diffuse of optical.

*Spot light module: COB LED with a lens of optical.
*The light can be compatible with emergency battery.

2240 SMD + COB LED ow

R6280
Circle ring: 15W 900Im with LED driver 36V-350mA
Spot light module: 20W 2000lm with LED driver 36V-500mA

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix)

100"
1 23 151 336
2 4.6 46 84
3 6.9 24 37
4 9.1 16 21
5 1.4 1" 13

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 1998 4441 1 0.5 1833 4073
2 0.9 611 1110 2 1.1 560 1018
3 1.4 320 493 3 1.6 294 452
4 1.8 209 278 4 2.1 191 255
5 2.3 151 178 5 2.7 139 163

h(m)  D(m) Em(Ix)  Emax(Ix)

36°
1 0.7 1222 2716
2 1.4 373 679
3 21 196 302
4 2.8 128 170
5 3.4 93 109
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Heat sink
Fixed base
Lens of optical
Snoot
Mounting frame

RONO R
242

Adjustable innerring
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*Housing and mounting frame: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane
and rotates by 358° onto the horizontal plane.

«Anti-dazzle ring: Aluminum black.

Light source: COB LED with a lens of optical.

R6924 6W 470Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.5 399 1697
2 1.0 140 399
3 1.5 80 177
4 2.0 54 99

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.0 207 459
2 1.9 63 114
3 2.9 33 51
4 3.8 21 28

RONO R

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

245

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24° 36" 607

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.6 271
1.2 95
1.9 54
25 37

36"
1083
270
120
67

o
GW [20.9K6
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RONO R s

R6924 10W 750Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o]

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36"
1 0.5 579 2315 1 0.6 395 1579
2 1.0 202 578 2 1.2 138 394
3 1.5 116 257 3 1.9 79 175
4 2.0 79 144 4 2.5 54 98

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.0 319 709
2 1.9 97 177
3 29 51 78
4 3.8 33 44

R6924 15W 1060Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36
1 0.5 887 3546 1 0.6 599 2394
2 1.0 310 886 2 1.2 209 598
3 1.5 177 394 3 1.9 120 266
4 2.0 122 221 4 25 82 149

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.0 462 1026
2 1.9 141 256
3 29 74 114
4 3.8 48 64
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RONO R w

/ §
| COB LED CRI=80 1P20 € RoHS
g = " 4
= Mounting frame color: White  Silver Black

Color temperature: 2700K 3000K 4000K

Beam angle: 15° 24" 36" 60°

Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

&

*Housing and mounting ring: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

«Anti-dazzle ring: Plastic black.

Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery. 2150 COB LED ow 11KG

R6083 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1672 6689 1 0.4 1098 4390
2 0.6 585 1672 2 0.8 384 1097
3 0.9 334 743 3 1.3 220 488
4 1.2 230 418 4 1.7 151 274
5 1.5 174 268 5 241 114 176

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 594 2374 1 1.0 328 1313
2 1.2 208 594 2 241 115 328
3 1.8 119 264 3 3.1 66 146
4 24 81 148 4 4.2 45 82
5 3.0 62 95 5 5.2 34 52
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R6083 20W 1700Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2600 10401 1 0.4 1483 5931
2 0.6 910 2600 2 0.8 519 1484
3 1.0 520 1156 3 1.3 297 660
4 1.3 358 650 4 1.7 204 371
5 1.6 270 416 5 2.1 154 237

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 824 3296 1 1.0 452 1808
2 1.2 288 824 2 241 158 452
3 1.8 165 366 3 3.1 90 201
4 25 113 206 4 4.2 62 113
5 3.1 86 132 5 5.2 47 72

R6083 25\ 2000Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2671 10685 1 0.4 1699 6795
2 0.7 935 2671 2 0.8 595 1699
3 1.0 534 1187 3 1.2 340 755
4 1.3 367 668 4 1.7 234 425
5 1.7 278 427 5 241 177 272

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 930 3720 1 1.0 505 2020
2 1.2 326 930 2 241 177 505
3 1.8 186 413 3 3.1 101 225
4 25 128 233 4 4.2 69 126
5 3.1 97 149 5 52 53 81
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RONO R w

COB LED CRI280 IP20 (€ RoHS$

- & y
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
. Beam angle: 15°  24° 36°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

pod

*Housing and mounting ring: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane.

«Anti-dazzle ring: Plastic black.

Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery. 2150 COB LED ow 1”6

R6084 15W 900Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1690 6758 1 0.4 960 3838
2 0.6 591 1689 2 0.7 336 960
3 0.9 338 751 3 11 192 427
4 1.2 232 422 4 1.5 132 240
5 1.5 176 270 5 1.8 100 154

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.5 535 2138
2 11 187 535
3 1.6 107 238
4 22 74 134
5 2.7 56 86
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R6084 20W 1200Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2365 9460 1 0.4 1299 5194
2 0.6 828 2365 2 0.8 455 1299
3 1.0 473 1051 3 1.2 260 577
4 1.3 325 591 4 1.6 179 325
5 1.6 246 378 5 2.0 135 208

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 722 2886
2 1.1 253 722
3 1.7 144 321
4 2.2 99 180
5 2.8 75 115

R6084 25W 1400Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2660 10640 1 0.4 1465 5861
2 0.6 931 2660 2 0.8 513 1465
3 1.0 532 1182 3 1.2 293 651
4 1.3 366 665 4 1.6 201 366
5 1.6 277 426 5 2.0 152 234

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.5 829 3317
2 1.0 290 829
3 1.6 166 369
4 22 14 207
5 2.7 86 133
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COB LED CRI280 IP20 (€ RoHS$

| -| i [ ]
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
: Beam angle: 16° 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

&

*Housing and mounting ring: Cast aluminum. NN\
2175

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

& 59-5Cm
and rotates by 358° onto the horizontal plane. >
«Anti-dazzle ring: Plastic black. m
Light source: COB LED with a high efficiency reflector of optical.
*The light can be compatible with emergency battery. 2186 COB LED ow

R6291 20W 1800Im
With LED Driver 36V-500mA
230V-50Hz

NwW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3134 12537 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 24 116 21 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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R6291 25\W 2100Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 1.1 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 152 5 4.7 61 94

R6291 30W 3000Im
With LED Driver 36V-800mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 711 1292 4 15 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 90 138
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R6291 40W 3800Im
With LED Driver 36V-1050mA
230V-50Hz

o

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 1.5 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 23 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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N

-
= COB LED CRI=80 1P20 (€3 RoHS
|-
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15" 24" 36"
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
&
*Housing and mounting ring: Cast aluminum. NN\ . 175

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

< 59.5cm
and rotates by 358° onto the horizontal plane. b~
*Anti-dazzle ring: Plastic black. m
Light source: COB LED with a high efficiency reflector of optical.
*The light can be compatible with emergency battery. 2186 COB LED ow

R6292 20W 1400im
With LED Driver 36V-500mA
230V-50Hz

by

( 1 ] | h(m)  D(m) Em(Ix)  Emax(Ix) | | ] ] h(m)  D(m) Em(Ix)  Emax(Ix)

B ot 15° AN 24°

S \ ) 03 2937 11747 S N ) 03 2205 8821

- 2 0.6 1028 2937 2 0.7 772 2205

3 0.9 587 1305 N 3 1.0 441 980

V. s\ | 4 1.2 404 734 /s N s\ | 4 1.4 303 551
12385¢d / 898/1cd

B 5 1.5 306 470 5 1.7 229 353

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 910 3639
2 1.0 319 910
3 1.5 182 404
4 2.0 125 227
5 25 96 147
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R6292 25W 1600Im
With LED Driver 36V-600mA
230V-50Hz

o

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 3301 13204 1 03 2437 9748
2 06 1155 3301 2 07 853 2437
3 0.9 660 1467 3 1.0 487 1083
4 12 454 825 4 1.4 335 609
5 1.5 343 528 5 1.7 254 390

h(m) D(m) Em(Ix) Emax(Ix)

36’
1 05 1024 4097
2 10 358 1024
3 15 205 455
4 2.0 141 256
5 25 107 164
R6292 30W 2300Im
With LED Driver 36V-800mA

230V-50Hz
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

157 24°
1 0.3 4925 19701 1 0.3 3388 13553
2 0.6 1724 4925 2 0.7 1186 3388
3 0.9 985 2189 3 1.0 678 1506
4 1.2 677 1231 4 1.4 466 847
5 1.6 512 788 5 1.7 352 542

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.5 1482 5929
2 1.0 519 1482
3 1.5 297 659
4 2.0 204 371
5 2.5 154 237
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R6292 40W 2900Im
With LED Driver 36V-1050mA
230V-50Hz

NwW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.6 1536 6144 1 0.7 1080 4319
2 1.0 956 2731 2 1.1 672 1920
3 1.3 691 1536 3 1.4 486 1080
4 1.6 541 983 4 1.8 380 691
5 1.9 444 683 5 22 312 480

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 1.0 427 1708
2 1.5 266 759
3 2.0 192 427
4 25 150 273
5 3.0 124 190
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15° 24°
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36° 60°
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RONO S

1

Cut a mounting hole as required in the ceiling;

3

Fix the mounting frame in the ceiling with

SCrews;

Place the mounting frame into the hole of the
ceiling;

Paint around the mounting hole to make the
ceiling have a flat appearance;

5

Rotate the front ring anticlockwise and then

take it out;
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Invisible
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Visible
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RONO S

S [J90x90mm

M [J145x145mm

M [1145x145mm

L []168x168mm

LD []169x353mm

LT [J169x537mm

L [J177x177mm

LD [J177x361mm

LT  [J177x545mm

6W 10W 15W

20W 25W 30W 40w

20W 25W 30W 40w

20W 25W 30W 40w

2x20W 2x25W 2x30W 2x40W

3x20W 3x25W 3x30W 3x40W

20W 25W 30W 40wW

2x20W 2x25W 2x30W 2x40W

3x20W 3x25W 3x30W 3x40W
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*Housing and mounting frame: Cast aluminum.

*The spot light tilts to a maximum of 0°-30° onto the vertical plane.

*Anti-dazzle ring: Aluminum black.

«Light source: COB LED with a lens of optical.

R6925 6W 470Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) ~ D(m)

0.5
1.0
1.5
2.0

AW N -

h(m) ~ D(m)

1.0
1.9
2.9
3.8

S W NN =

Em(Ix)

399
140
80
54

Em(Ix)

207
63
33
21

Emax(Ix)
24°
1597
399

177

99

Emax(Ix)
60"

459

114

51

28

RONO S

COB LED CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

&

[NSNN\aWw
80x83

265

P44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
24" 36" 607

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.6 271
1.2 95
1.9 54
25 37

36"
1083
270
120
67

&S S2.5¢m

Y —
]

o
GW [23.7KG
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R6925 10W 750Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o]

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36"
1 0.5 579 2315 1 0.6 395 1579
2 1.0 202 578 2 1.2 138 394
3 1.5 116 257 3 1.9 79 175
4 2.0 79 144 4 2.5 54 98

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.0 319 709
2 1.9 97 177
3 29 51 78
4 3.8 33 44

R6925 15W 1060Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36
1 0.5 887 3546 1 0.6 599 2394
2 1.0 310 886 2 1.2 209 598
3 1.5 177 394 3 1.9 120 266
4 2.0 122 221 4 25 82 149

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.0 462 1026
2 1.9 141 256
3 29 74 114
4 3.8 48 64
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1,

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
‘ Beam angle: 15" 24" 36" 60"
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

&
*Housing and mounting frame: Cast aluminum. 30 3
X
Max 30°

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

and rotates by 358° onto the horizontal plane. 142
«Anti-dazzle ring: Plastic black.

Light source: COB LED with a high efficiency reflector of optical.
*The light can be compatible with emergency battery.

COB LED oW

R6087 15W 1300Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1672 6689 1 0.4 1098 4390
2 0.6 585 1672 2 0.8 384 1097
3 0.9 334 743 3 1.3 220 488
4 1.2 230 418 4 1.7 151 274
5 1.5 174 268 5 241 114 176

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 594 2374 1 1.0 328 1313
2 1.2 208 594 2 241 115 328
3 1.8 119 264 3 3.1 66 146
4 24 81 148 4 4.2 45 82
5 3.0 62 95 5 5.2 34 52
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R6087 20W 1700Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2600 10401 1 0.4 1483 5931
2 0.6 910 2600 2 0.8 519 1484
3 1.0 520 1156 3 1.3 297 660
4 1.3 358 650 4 1.7 204 371
5 1.6 270 416 5 2.1 154 237

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 824 3296 1 1.0 452 1808
2 1.2 288 824 2 241 158 452
3 1.8 165 366 3 3.1 90 201
4 25 113 206 4 4.2 62 113
5 3.1 86 132 5 5.2 47 72

R6087 25\W 2000Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2671 10685 1 0.4 1699 6795
2 0.7 935 2671 2 0.8 595 1699
3 1.0 534 1187 3 1.2 340 755
4 1.3 367 668 4 1.7 234 425
5 1.7 278 427 5 241 177 272

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 930 3720 1 1.0 505 2020
2 1.2 326 930 2 241 177 505
3 1.8 186 413 3 3.1 101 225
4 25 128 233 4 4.2 69 126
5 3.1 97 149 5 52 53 81
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7

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15°  24° 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

ped
*Housing and mounting frame: Cast aluminum. 30 3
X o
*The spot light tilts to a maximum of 0°-30° onto the vertical plane > \Max 30
358°
and rotates by 358° onto the horizontal plane. 142
«Anti-dazzle ring: Plastic black.
Light source: COB LED with a high efficiency reflector of optical. \
*The light can be compatible with emergency battery. 145 145 COB LED ow
R6089 15W 900Im
With LED Driver 36V-350mA
230V-50Hz
N
h(m) D(m) Em(Ix) Emax(Ix) [ 1 | h(m) D(m) Em(Ix) Emax(Ix)
15° N ' ) 24"
1 0.3 1690 6758 1 0.4 960 3838
2 0.6 591 1689 2 0.7 336 960
3 0.9 338 751 3 1.1 192 427
4 1.2 232 422 4 1.5 132 240
5 1.5 176 270 5 1.8 100 154

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.5 535 2138
2 1.1 187 535
3 1.6 107 238
4 22 74 134
5 2.7 56 86
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R6089 20W 1200Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2365 9460 1 0.4 1299 5194
2 0.6 828 2365 2 0.8 455 1299
3 1.0 473 1051 3 1.2 260 577
4 1.3 325 591 4 1.6 179 325
5 1.6 246 378 5 2.0 135 208

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 722 2886
2 1.1 253 722
3 1.7 144 321
4 2.2 99 180
5 2.8 75 115

R6089 25W 1400Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2660 10640 1 0.4 1465 5861
2 0.6 931 2660 2 0.8 513 1465
3 1.0 532 1182 3 1.2 293 651
4 1.3 366 665 4 1.6 201 366
5 1.6 277 426 5 2.0 152 234

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.5 829 3317
2 1.0 290 829
3 1.6 166 369
4 22 14 207
5 2.7 86 133
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RONO S Invisible L

Ay,

COB LED CRI280 IP20 (€ RoHS$

i
Mounting frame color: White  Silver Black
e Color temperature: 2700K 3000K 4000K
W Beam angle: 15° 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
el
*This fixture has one mounting frame which is made of steel sheet. NN\ °
*Mounting frame kit: Cast aluminum, for flush-mounting installation
in plasterboard ceilings. & —40cm
. ¢ >°°~
*The spot light tilts to a maximum of 0°-30° onto the vertical plane m
and rotates by 358° onto the horizontal plane.
*Anti-dazzle ring: Plastic black. COB LED ow

<Light source: COB LED with a high efficiency reflector of optical.
*The light can be compatible with emergency battery.

R6231 20W 1800Im
With LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3134 12537 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 24 116 21 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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R6231 25\W 2100Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 1.1 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 152 5 4.7 61 94

R6231 30W 3000Im
With LED Driver 36V-800mA
230V-50Hz

Y

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 711 1292 4 15 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 90 138
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R6231 40W 3800Im
With LED Driver 36V-1050mA
230V-50Hz

n

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 1.5 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 23 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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COB LED CRI280 IP20 (€ RoHS

| §
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
ed
*This fixture has one mounting frame which is made of steel sheet. 64 34
*Mounting frame kit: Cast aluminum, for flush-mounting installation X
in plasterboard ceilings. & ~—37cm
P g %“’Q-
*The spot light tilts to a maximum of 0°-30° onto the vertical plane m
and rotates by 358° onto the horizontal plane.
*Anti-dazzle ring: Plastic black. COB LED ow

*Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery.

R6232 2x20W 3600Im
With 2 pieces of LED Driver 36V-500mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 3134 12587 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 2.4 116 211 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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R6232 2x25W 4200Im
With 2 pieces of LED Driver 36V-600mA
230V-50Hz

Nw

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(x)

157 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 11 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 162 5 4.7 61 94

R6232 2x30W 6000Im
With 2 pieces of LED Driver 36V-800mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 711 1292 4 1.5 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 920 138
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R6232 2x40W 7600Im
With 2 pieces of LED Driver 36V-1050mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 15 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 2.3 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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RO N O S Invisible LT

pr I
: ff% i ‘iﬂr@ “Hyy COBLED CRI280 IP20 C€  RoHS 5
i (3
- L ¥
Mounting frame color: White  Silver Black
. - Color temperature: 2700K 3000K 4000K
4 : 3 i i ’ . . . .
| Beam angle: 15° 24 36 60
L |
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
el
*This fixture has one mounting frame which is made of steel sheet. 64 3
*Mounting frame kit: Cast aluminum, for flush-mounting installation X
in plasterboard ceilings. < 57cm

woag oy

*The spot light tilts to a maximum of 0°-30° onto the vertical plane

>°°-
ercs]

and rotates by 358° onto the horizontal plane.

*Anti-dazzle ring: Plastic black. COB LED GW

<Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery.

R6233 3x20W 5400Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3134 12537 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 24 116 21 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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R6233 3x25W 6300Im
With 3 pieces of LED Driver 36V-600mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 1.1 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 152 5 4.7 61 94

R6233 3x30W 9000Im
With 3 pieces of LED Driver 36V-800mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 711 1292 4 15 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 90 138
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R6233 3x40W 11400Im
With 3 pieces of LED Driver 36V-1050mA
230V-50Hz

Nw

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 1.5 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 23 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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1y

i
f COB LED CRI=80 1P20 (€3 RoHS
'|.I [}
Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
‘ Beam angle: 15° 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and mounting frame: Cast aluminum.
*The spot light tilts to a maximum of 0°-30° onto the vertical plane
S 40cm
and rotates by 358° onto the horizontal plane. b-
*Anti-dazzle ring: Plastic black. m
Light source: COB LED with a high efficiency reflector of optical. =~
The light can be compatible with emergency battery. 177 177 COB LED ow

R6235 20W 1800Im
With LED Driver 36V-500mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 3134 12587 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 2.4 116 211 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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R6235 25W 2100Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m) D(m) Em(x)  Emax(lx) h(m) D(m) Em(x) Emax(lx)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 11 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 162 5 4.7 61 94

R6235 30W 3000Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m) D(m) Em(x)  Emax(lx) h(m) D(m) Em(x) Emax(lx)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 71 1292 4 1.5 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 920 138
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R6235 40W 3800Im
With LED Driver 36V-1050mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 15 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 2.3 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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COB LED CRI280 IP20 (€ RoHS$

i
: Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
el
*Housing and mounting frame: Cast aluminum. NN\ N
162x348
*The spot light tilts to a maximum of 0°-30° onto the vertical plane
Max 30° «© 59.5cm

and rotates by 358° onto the horizontal plane.

woag oy

«Anti-dazzle ring: Plastic black.

i
o]

Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery. COB LED GW
R6236 2x20W 3600Im

With 2 pieces of LED Driver 36V-500mA

230V-50Hz

NW
o)

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

157 24°
1 0.3 3134 12537 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 11 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60"
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 2.4 116 211 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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R6236 2x25W 4200Im
With 2 pieces of LED Driver 36V-600mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 1.1 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 152 5 4.7 61 94

R6236 2x30W 6000Im
With 2 pieces of LED Driver 36V-800mA
230V-50Hz

NW

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 711 1292 4 15 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 90 138
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R6236 2x40W 7600Im
With 2 pieces of LED Driver 36V-1050mA
230V-50Hz

Nw

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 1.5 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 23 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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RONO S Visible LT

R £y i,
: < ﬁf@ ”ﬂ@ Al . COBLED CRI280 IP20 CE  RoHS
i . £ ] £ e | |
Mounting frame color: White  Silver Black
_ - Color temperature: 2700K 3000K 4000K
% ) % ! % , Beam angle: 15" 24’ 36" 60"
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
&
*Housing and mounting frame: Cast aluminum. 62 53
X
*The spot light tilts to a maximum of 0°-30° onto the vertical plane > N
7 Max 30 < 57cm
/) 9
and rotates by 358° onto the horizontal plane. N Va \ b-
. . . A=) 163
*Anti-dazzle ring: Plastic black. = — !
Light source: COB LED with a high efficiency reflector of optical. /‘
1 o
*The light can be compatible with emergency battery. Al COB LED [

R6237 3x20W 5400Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz

NW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 3134 12587 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 105 234
4 2.4 116 211 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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RONO S Visible LT

R6237 3x25W 6300Im
With 3 pieces of LED Driver 36V-600mA
230V-50Hz

Nw

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(x)

157 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 11 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 951 3805 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 162 5 4.7 61 94

R6237 3x30W 9000Im
With 3 pieces of LED Driver 36V-800mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(x)  Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 711 1292 4 1.5 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 920 138
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RO N O S Visible LT

R6237 3x40W 11400lm
With 3 pieces of LED Driver 36V-1050mA
230V-50Hz

NW
o]

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.6 1619 6476 1 0.8 1096 4383
2 0.9 1007 2878 2 1.1 682 1948
3 1.3 729 1619 3 15 493 1096
4 1.6 570 1036 4 1.9 386 701
5 1.9 468 720 5 2.3 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 1.3 392 1566 1 1.9 266 1062
2 2.0 244 696 2 2.8 165 472
3 2.6 176 392 3 3.7 120 266
4 3.3 138 251 4 4.7 94 170
5 4.0 113 174 5 5.6 7 118
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&
3/ Insert the lamp and
tighten the screws

'
Installed
1/ Cuta hole
2/ Install the trimless mounting frame in the hole
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rotating around the vertical axis and 75°

Direction Adjustment
rotating around the horizontal axis.

Spotlight adjustable 358°
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Invisible

Visible

FUTW

0 110x110mm 10W 15W 20W

0O 215x110mm  2x10W 2x15W 2x20W

[0 307x110mm 3x10W 3x15W 3x20W

2 110mm 10W 15W 20W

0 118x118mm 10W 15W 20W

0O 224x118mm  2x10W 2x15W 2x20W

O 315x118mm  3x10W 3x15W 3x20W
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P303
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10W 15W 20W

10W 15W 20W
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FUTW Invisible

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 247 36° 60"
%
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Anti-dazzle ring: Plastic black.

«Light spot pipe is available, which could make the light more soft

and more perfect. E
«Light source: COB LED with a high efficiency reflector of optical. 110 110 COB LED GW
*The light can be compatible with emergency battery.

*Mounting fixed kit: Cast aluminum, for flush-mounting installation
in plasterboard ceilings.

R6360 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

N

{ 1 I | h(m) D(m) Em(Ix) Emax(Ix) f | I | h(m) D(m) Em(Ix) Emax(Ix)
) / 15° N / 24°
1 0.3 1101 4402 1 0.5 683 2730
2 0.7 385 1101 2 0.9 239 682
3 1.0 220 489 3 1.4 136 303
4 1.4 151 275 4 1.8 94 171

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 444 1776 1 11 493 1096
2 1.3 165 444 2 21 161 274
3 1.9 89 197 3 3.2 79 122
4 2.6 61 111 4 4.2 52 69
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FUTW Invisible

R6360 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o]

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6360 20W 1850im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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FUTW Invisible

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 247 36° 60"
]
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Anti-dazzle ring: Plastic black.

«Light spot pipe is available, which could make the light more soft

and more perfect.

Light source: COB LED with a high efficiency reflector of optical. 215 110 COB LED

*The light can be compatible with emergency battery.
*Mounting fixed kit: Cast aluminum, for flush-mounting installation
in plasterboard ceilings.

R6361 2x10W 2100Im
With 2 pieces of LED Driver 36V-250mA
230V-50Hz

Ny

{ 1 I | h(m) D(m) Em(Ix) Emax(Ix) “‘. ) ) _J h(m) D(m) Em(Ix)
| Y 15 \ /
1 0.3 1101 4402 1 0.5 683
2 0.7 385 1101 2 0.9 239
3 1.0 220 489 3 1.4 136
4 1.4 151 275 4 1.8 94

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix)

36"
1 0.6 444 1776 1 11 493
2 1.3 165 444 2 21 161
3 1.9 89 197 3 3.2 79
4 2.6 61 111 4 4.2 52

299

Emax(Ix)
24°
2730
682

303

171

Emax(Ix)
60°
1096
274

122

69
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& cm
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FUTW Invisible

R6361 2x15W 2740Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

NwW
Q

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(iX)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6361 2x20W 3700Im
With 2 pieces of LED Driver 36V-500mA
230V-50Hz

Ny

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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FUTW Invisible

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24" 36" 60"

. Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
34cm

rotating around the horizontal axis. &
*Anti-dazzle ring: Plastic black. h
«Light spot pipe is available, which could make the light more soft m
and more perfect.
«Light source: COB LED with a high efficiency reflector of optical. COB LED GW

*The light can be compatible with emergency battery.
*Mounting fixed kit: Cast aluminum, for flush-mounting installation

in plasterboard ceilings.

R6362 3x10W 3150Im
With 3 pieces of LED Driver 36V-250mA
230V-50Hz

Ny

T I T h(m) D(m) Em(Ix) Emax(Ix) f | h(m) D(m) Em(Ix) Emax(Ix)
| Y 15 L y y ot

1 0.3 1101 4402 1 0.5 683 2730

2 0.7 385 1101 2 0.9 239 682

1 8 1.0 220 489 . 3 1.4 136 303

/30" 307\ | 4 1.4 151 275 ,,"30' 30\ | 4 1.8 94 171

4410cd 2730cd

5‘ h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° ; 60°

O 0.6 444 1776 80 1 1.1 493 1096
2 13 155 444 2 2.1 151 274

3 1.9 89 197 3 3.2 79 122
w\| 4 26 61 111 /a0 4 42 52 69
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FUTW Invisible

R6362 3x15W 4110Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

NwW
Q

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(iX)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6362 3x20W 5550Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz

Ny

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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F UTW Visible

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K

Beam angle: 15° 24" 36°

L] Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable

&

*Housing and bracket: Cast aluminum + steel sheet. NN\ S SN

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft

60°

and more perfect. @110 COB LED

<Light source: COB LED with a high efficiency reflector of optical.
*The light can be compatible with emergency battery.

R6295 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

N

= ] h(m)  D(m) Em(x)  Emax(lx) [ ] h(m)  D(m)  Em(lx)
A / 15u ~
1 0.3 1101 4402 1 0.5 683
2 0.7 385 1101 2 0.9 239
3 1.0 220 489 3 1.4 136
4 1.4 151 275 4 1.8 94

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix)

36"
1 0.6 444 1776 1 11 493
2 1.3 165 444 2 21 161
3 1.9 89 197 3 3.2 79
4 2.6 61 111 4 4.2 52

303

Emax(Ix)
24°
2730
682

303

171

Emax(Ix)
60°
1096
274

122

69

38,
& cm

9
T

o
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woage



F UTW Visible

R6295 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o]

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6295 20W 1850im
With LED Driver 36V-500mA
230V-50Hz

Ny

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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FUTW  visibe

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 247 36° 60"
A
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and bracket: Cast aluminum + steel sheet.
*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft
and more perfect. 118 118 COB LED Gw

<Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery.

R6363 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

N

{ 1 I | h(m) D(m) Em(Ix) Emax(Ix) f | I | h(m) D(m) Em(Ix) Emax(Ix)
‘ ‘ 15° N O 24°
1 0.3 1101 4402 1 0.5 683 2730
2 0.7 385 1101 2 0.9 239 682
3 1.0 220 489 3 1.4 136 303
4 1.4 151 275 4 1.8 94 171

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 444 1776 1 11 493 1096
2 1.3 165 444 2 21 161 274
3 1.9 89 197 3 3.2 79 122
4 2.6 61 111 4 4.2 52 69
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F UTW Visible

R6363 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o]

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6363 20W 1850im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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FUTW  visibe

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 247 36° 60"
- .
L] Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft

and more perfect. 224 118 COB LED

<Light source: COB LED with a high efficiency reflector of optical.
*The light can be compatible with emergency battery.

R6364 2x10W 2100Im
With 2 pieces of LED Driver 36V-250mA
230V-50Hz

Ny

() | h(m) D(m) Em(x)  Emax(x) [ ][] h(m) D(m) Em(x)
) i 15° <
1 0.3 1101 4402 1 0.5 683
2 0.7 385 1101 2 0.9 239
3 1.0 220 489 3 1.4 136
4 1.4 161 275 4 1.8 94

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix)

36°
1 0.6 444 1776 1 1.1 493
2 1.3 155 444 2 21 161
3 1.9 89 197 3 3.2 79
4 2.6 61 111 4 4.2 52

307

Emax(Ix)
24°
2730
682

303

171

Emax(Ix)
60°
1096
274

122

69
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F UTW Visible

R6364 2x15W 2740Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

NwW
Q

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6364 2x20W 3700Im
With 2 pieces of LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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F UTW Visible

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 247 36° 60"
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft
and more perfect. 315 118 COB LED Gw

<Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery.

R6365 3x10W 3150Im
With 3 pieces of LED Driver 36V-250mA
230V-50Hz

Ny

{ I | h(m) D(m) Em(Ix) Emax(Ix) f | h(m) D(m) Em(Ix) Emax(Ix)

| Y 15 L \ y y ot

1 0.3 1101 4402 1 0.5 683 2730

2 0.7 385 1101 2 0.9 239 682

3 1.0 220 489 3 1.4 136 303

/30" 307\ 4 1.4 151 275 /307 30° 4 1.8 94 171

4410cd 2730cd

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 444 1776 1 11 493 1096
2 1.3 165 444 2 21 161 274
3 1.9 89 197 3 3.2 79 122
4 2.6 61 111 4 4.2 52 69
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F UTW Visible

R6365 3x15W 4110Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

NwW
Q

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(iX)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

R6365 3x20W 5550Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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FUTW

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft
and more perfect.

<Light source: COB LED with a high efficiency reflector of optical.

C6047 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 1101 4402
2 0.7 385 1101
3 1.0 220 489
4 1.4 151 275

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 444 1776
2 1.3 165 444
3 1.9 89 197
4 2.6 61 111

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

311

Surface-mounted

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.5 683
0.9 239
1.4 136
1.8 94

24°
2730
682
303
17

h(m) D(m) Em(Ix) Emax(Ix)

A O -

11 493
21 161
3.2 79
4.2 52

60°
1096
274
122
69

o
GW [ 9.4KG
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F UTW Surface-mounted

C6047 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o]

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

C6047 20W 1850Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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FUTW

*Housing and bracket: Cast aluminum + steel sheet.

*Spotlight adjustable 358° rotating around the vertical axis and 75°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft
and more perfect.

<Light source: COB LED with a high efficiency reflector of optical.

C6048 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 1101 4402
2 0.7 385 1101
3 1.0 220 489
4 1.4 161 275
h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 444 1776
2 1.3 165 444
3 1.9 89 197
4 2.6 61 111

COB LED

Housing color:
Color temperature:
Beam angle:

CRI280

Driver gear for LED:

313

AW NN =

Surface-mounted

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)
24°

0.5 683 2730

0.9 239 682

1.4 136 303

1.8 94 171

h(m) D(m) Em(Ix) Emax(Ix)
60°

1.1 493 1096

2.1 151 274

3.2 79 122

4.2 52 69

A O -

o
GW [ 9.4KG
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F UTW Surface-mounted

C6048 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

NwW
o

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1471 5895 1 0.5 924 3697
2 0.7 516 1474 2 0.9 323 924
3 1.0 295 655 3 1.4 185 411
4 1.4 202 368 4 1.9 127 231

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

36" 60°
1 0.6 604 2415 1 1.1 661 1468
2 1.3 211 604 2 2.1 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

C6048 20W 1850Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m) D(m) Em(x) Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 24°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1983 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 531
4 1.3 273 496 4 1.8 164 299

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36° 60°
1 0.6 753 3011 1 1.0 823 1829
2 1.3 264 753 2 2.1 251 457
3 1.9 151 335 3 3.1 132 203
4 2.6 108 188 4 4.2 86 114
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Spot light source holder rings:
Cast aluminum, they are positioned on adjustable gimbals
and equipped with mechanical locking devices which

allow an inclination of each light source by £45° in

relation to the horizontal and vertical axis.
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BOX Visible S

COB LED CRI280 IP20 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
~ Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*The lamp housing is made of steel sheet.

*Mounting frame: Cast aluminum.

*Spot light source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking

wag'8z

devices which allow an inclination of each light source by +45° in

relation to the horizontal and vertical axis.

*Light source: COB LED with a lens of optical. COB LED

*The light can be compatible with emergency battery.

R6212 6W 700Im

With LED Driver 36V-135mA

230V-50Hz

i
h(m) D(m) Em(Ix) Emax(Ix) f ) ) | h(m) D(m) Em(Ix) Emax(Ix)
24., \ ‘\ ,/' / 36”

1 0.4 430 1720 1 0.6 333 1331
2 0.9 151 430 2 1.2 117 333
3 1.3 86 191 3 1.7 67 148
4 1.8 59 108 4 2.3 46 83

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 118 471
2 23 4 118
3 3.4 23 52
4 4.5 17 30
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BOX Visible S

R6158 10W 1190Im
With LED Driver 36V-250mA
230V-50Hz

NwW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 659 2637 1 0.6 493 1973
2 0.9 230 658 2 1.2 172 492
3 1.4 131 292 3 1.8 99 219
4 1.9 90 164 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 183 730
2 23 64 182
3 3.4 36 81
4 4.5 26 47

R6356 15\W 1540Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 1019 4076 1 0.5 730 2920
2 0.9 355 1015 2 11 256 730
3 1.4 203 451 3 1.6 146 324
4 1.8 140 254 4 21 101 183
5 2.3 105 162 5 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 264 1056
2 23 92 264
3 3.4 53 17
4 4.5 36 66
5 5.6 27 42
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B OX Visible SD

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*The lamp housing is made of steel sheet. 11 10
X

*Mounting frame: Cast aluminum.
*Spot light source holder rings: Cast aluminum, they are positioned

on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by +45° in

relation to the horizontal and vertical axis. \/%

«Light source: COB LED with a lens of optical. 224 W COB LED
*The light can be compatible with emergency battery.
R6213 2x6W 1400Im
With 2 pieces of LED Driver 36V-135mA
230V-50Hz
Ny
\ I T h(m) D(m) Em(Ix) Emax(Ix) “‘, _J h(m) D(m) Em(Ix) Emax(Ix)
| Y o’ \ y %6
1 0.4 430 1720 1 0.6 333 1331
2 0.9 151 430 2 1.2 117 333
3 1.3 86 191 3 1.7 67 148
/30— NV 307\ | 4 1.8 59 108 4 2.3 46 83
1798cd

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 118 471
2 23 4 118
3 3.4 23 52
4 4.5 17 30
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BOX Visible SD

R6159 2x10W 2380Im
With 2 pieces of LED Driver 36V-250mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 659 2637 1 0.6 493 1973
2 0.9 230 658 2 1.2 172 492
3 1.4 131 292 3 1.8 99 219
4 1.9 90 164 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 183 730
2 23 64 182
3 3.4 36 81
4 4.5 26 47

R6357 2x15W 3080Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 1019 4076 1 0.5 730 2920
2 0.9 355 1015 2 11 256 730
3 1.4 203 451 3 1.6 146 324
4 1.8 140 254 4 21 101 183
5 2.3 105 162 5 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 264 1056
2 23 92 264
3 3.4 53 17
4 4.5 36 66
5 5.6 27 42
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BOX Visible ST

COB LED CRI280 IP20 (€ RoHS$

|

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

&
*The lamp housing is made of steel sheet. NN\ ¢
303x106

*Mounting frame: Cast aluminum.
*Spot light source holder rings: Cast aluminum, they are positioned

on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by +45° in

=\ —
=
relation to the horizontal and vertical axis. 3\ /%

«Light source: COB LED with a lens of optical. 15 > COB LED
*The light can be compatible with emergency battery.
R6214 3x6W 2100Im
With 3 pieces of LED Driver 36V-135mA
230V-50Hz
Ny
\ I T h(m) D(m) Em(Ix) Emax(Ix) “‘, _J h(m) D(m) Em(Ix) Emax(Ix)
| Y o’ \ y %6
1 0.4 430 1720 1 0.6 333 1331
2 0.9 151 430 2 1.2 117 333
3 1.3 86 191 3 1.7 67 148
/30— NV 307\ | 4 1.8 59 108 4 2.3 46 83
1798cd

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 118 471
2 23 4 118
3 3.4 23 52
4 4.5 17 30
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B OX Visible ST

R6160 3x10W 3520Im
With 3 pieces of LED Driver 36V-250mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 659 2637 1 0.6 493 1973
2 0.9 230 658 2 1.2 172 492
3 1.4 131 292 3 1.8 99 219
4 1.9 90 164 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 183 730
2 23 64 182
3 3.4 36 81
4 4.5 26 47

R6358 3x15W 4620Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36°
1 0.5 1019 4076 1 0.5 730 2920
2 0.9 355 1015 2 11 256 730
3 1.4 203 451 3 1.6 146 324
4 1.8 140 254 4 21 101 183
5 2.3 105 162 5 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 264 1056
2 23 92 264
3 3.4 53 17
4 4.5 36 66
5 5.6 27 42
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BOX Invisible S

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36° 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

«This fixture has one outer metal bezel and a lamp housing that is 04 0
X

made of steel sheet.
*Mounting fixed kit: Cast aluminum, for flush-mounting installation

in plasterboard ceilings. E
*Spot light source holder rings: Cast aluminum, they are positioned \ , 3
on adjustable gimbals and equipped with mechanical locking — /,\9
1 > Q
devices which allow an inclination of each light source by £45° in 10 COB LED oW

relation to the horizontal and vertical axis.
*Light source: COB LED with a lens of optical.
*The light can be compatible with emergency battery.

R6209 6W 700Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24 36
1 0.4 430 1720 1 0.6 333 1331
2 0.9 151 430 2 1.2 117 333
3 1.3 86 191 3 1.7 67 148
4 1.8 59 108 4 2.3 46 83

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 118 471
2 23 4 118
3 3.4 23 52
4 4.5 17 30
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BOX Invisible S

R6155 10W 1190Im
With LED Driver 36V-250mA
230V-50Hz

NwW
Q

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 659 2637 1 0.6 493 1973
2 0.9 230 658 2 1.2 172 492
3 1.4 131 292 3 1.8 99 219
4 1.9 90 164 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 183 730
2 23 64 182
3 3.4 36 81
4 4.5 26 47

R6238 15W 1540Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 1019 4076 1 0.5 730 2920
2 0.9 355 1015 2 11 256 730
3 1.4 203 451 3 1.6 146 324
4 1.8 140 254 4 21 101 183
5 2.3 105 162 5 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 264 1056
2 23 92 264
3 3.4 53 17
4 4.5 36 66
5 5.6 27 42
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BOX Invisible SD

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

«This fixture has one outer metal bezel and a lamp housing that is 09 10
X

made of steel sheet.
*Mounting fixed kit: Cast aluminum, for flush-mounting installation

in plasterboard ceilings.

wsg'9zg

*Spot light source holder rings: Cast aluminum, they are positioned

on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by +45° in 25 > COB LED Gw
relation to the horizontal and vertical axis.

*Light source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6210 2x6W 1400Im
With 2 pieces of LED Driver 36V-135mA
230V-50Hz

Ny

{ I | h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

S ‘ 24° 36’

1 0.4 430 1720 1 0.6 333 1331

2 0.9 151 430 2 1.2 117 333

3 1.3 86 191 3 1.7 67 148

/300 FH— NV 4307\ | 4 1.8 59 108 4 2.3 46 83
1798cd

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 118 471
2 23 4 118
3 3.4 23 52
4 4.5 17 30
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BOX Invisible SD

R6156 2x10W 2380Im
With 2 pieces of LED Driver 36V-250mA
230V-50Hz

NW
o]

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 659 2637 1 0.6 493 1973
2 0.9 230 658 2 1.2 172 492
3 1.4 131 292 3 1.8 99 219
4 1.9 90 164 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 183 730
2 23 64 182
3 3.4 36 81
4 4.5 26 47

R6239 2x15W 3080Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 1019 4076 1 0.5 730 2920
2 0.9 355 1015 2 11 256 730
3 1.4 203 451 3 1.6 146 324
4 1.8 140 254 4 21 101 183
5 2.3 105 162 5 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 264 1056
2 23 92 264
3 3.4 53 17
4 4.5 36 66
5 5.6 27 42
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BOX Invisible ST

COB LED CRI280 IP20 (€ RoHS$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*This fixture has one outer metal bezel and a lamp housing that is
made of steel sheet.
*Mounting fixed kit: Cast aluminum, for flush-mounting installation

in plasterboard ceilings.

wsg'9zg

*Spot light source holder rings: Cast aluminum, they are positioned

on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by £45° in COB LED oW

relation to the horizontal and vertical axis.
*Light source: COB LED with a lens of optical.
*The light can be compatible with emergency battery.

R6211 3x6W 2100Im
With 3 pieces of LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24 36
1 0.4 430 1720 1 0.6 333 1331
2 0.9 151 430 2 1.2 117 333
3 1.3 86 191 3 1.7 67 148
4 1.8 59 108 4 2.3 46 83

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 118 471
2 23 4 118
3 3.4 23 52
4 4.5 17 30
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BOX Invisible ST

R6157 3x10W 3570Im
With 3 pieces of LED Driver 36V-250mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24° 36°
1 0.5 659 2637 1 0.6 493 1973
2 0.9 230 658 2 1.2 172 492
3 1.4 131 292 3 1.8 99 219
4 1.9 90 164 4 2.4 68 123

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 11 183 730
2 2.3 64 182
3 3.4 36 81
4 4.5 26 47

R6240 3x15W 4620Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

NY

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 36"
1 0.5 1019 4076 1 0.5 730 2920
2 0.9 355 1015 2 11 256 730
3 1.4 203 451 3 1.6 146 324
4 1.8 140 254 4 21 101 183
5 2.3 105 162 5 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.1 264 1056
2 23 92 264
3 3.4 53 17
4 4.5 36 66
5 5.6 27 42
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*The lamp housing is made of steel sheet.

*Mounting frame: Cast aluminum.

*Spot light source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by +45° in
relation to the horizontal and vertical axis.

*Light source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6206 15W 1700Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.5 748 2991
2 0.9 262 748
3 1.4 149 332
4 1.9 108 187
4 23 78 120

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 493 1972
2 1.4 173 493
3 21 99 219
4 2.8 68 123
4 3.4 51 79

BOX

Visible L

LED QR111 CRI=80

Mounting frame color:
Color temperature:

Beam angle:

Driver gear for LED:

[NNNNNNAN

AN ® N -

333

h(m)

IP20 (€ RoHS

White  Silver Black
2700K 3000K 4000K
16" 24" 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

111
LEDQR111

D(m) Em(Ix) Emax(Ix)
24°

0.5 728 2913
11 255 728
1.6 146 324
22 100 182
2.7 76 117

woagt



B OX Visible L

R6178 20W 2320Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 1110 4441 1 0.5 1018 4073
2 0.9 389 1110 2 11 356 1018
3 1.4 222 493 3 1.6 203 452
4 1.8 153 278 4 21 140 256
5 2.3 116 178 5 2.7 106 163

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 679 2716
2 1.4 238 679
3 21 136 302
4 2.8 94 170
5 3.4 Kl 109

R6191 25W 2750Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.9 289 1155 1 0.6 1136 4543
2 1.4 180 513 2 1.1 398 1136
3 1.9 130 289 3 1.7 227 505
4 23 102 185 4 2.3 156 284
5 2.8 83 128 5 29 118 182

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.4 755 3018
2 0.8 264 754
3 1.2 151 335
4 1.7 104 189
5 21 79 121

334



B OX Visible LD

_ LED QR111 CRI=80 IP20 (€ RoH$

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15" 24" 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*The lamp housing is made of steel sheet.
*Mounting frame: Cast aluminum.
QQ‘Q 45cm

87 “
Larcs

*Spot light source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by +45° in
2111

356 19> LEDQR111 ow

relation to the horizontal and vertical axis.
sLight source: COB LED with a lens of optical.
*The light can be compatible with emergency battery.

R6207 2x15W 3400Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 748 2991 1 0.5 728 2913
2 0.9 262 748 2 11 255 728
3 1.4 149 332 3 1.6 146 324
4 1.9 103 187 4 22 100 182
4 2.3 78 120 4 2.7 76 117

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 493 1972
2 1.4 173 493
3 21 99 219
4 2.8 68 123
4 3.4 51 79

335
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BOX Visible LD

R6179 2x20W 4640Im
With 2 pieces of LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 1110 4441 1 0.5 1018 4073
2 0.9 389 1110 2 11 356 1018
3 1.4 222 493 3 1.6 203 452
4 1.8 153 278 4 21 140 256
5 2.3 116 178 5 2.7 106 163

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 679 2716
2 1.4 238 679
3 21 136 302
4 2.8 94 170
5 3.4 Kl 109

R6192 2x25W 5500Im
With 2 pieces of LED Driver 36V-600mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.9 289 1155 1 0.6 1136 4543
2 1.4 180 513 2 1.1 398 1136
3 1.9 130 289 3 1.7 227 505
4 23 102 185 4 2.3 156 284
5 2.8 83 128 5 29 118 182

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.4 755 3018
2 0.8 264 754
3 1.2 151 335
4 1.7 104 189
5 21 79 121

336



*The lamp housing is made of steel sheet.

*Mounting frame: Cast aluminum.

*Spot light source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking

devices which allow an inclination of each light source by +45° in
relation to the horizontal and vertical axis.

sLight source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6208 3x15W 5100Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.5 748 2991
2 0.9 262 748
3 1.4 149 332
4 1.9 103 187
4 2.3 78 120
h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 493 1972
2 1.4 173 493
3 2.1 99 219
4 2.8 68 123
4 3.4 51 79

BOX

Visible LT

LED QR111 CRI280

Mounting frame color:

Color temperature:
Beam angle:

Driver gear for LED:

AN ® N -

337

h(m)

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16" 24"  36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

87
2111
LEDQR111

D(m) Em(Ix) Emax(Ix)
24°

0.5 728 2913
11 255 728
1.6 146 324
22 100 182
2.7 76 117

55
& cm

w-
| 2rcs |

Q
GW [8.9KG
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B OX Visible LT

R6180 3x20W 6960Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 1110 4441 1 0.5 1018 4073
2 0.9 389 1110 2 11 356 1018
3 1.4 222 493 3 1.6 203 452
4 1.8 153 278 4 21 140 256
5 2.3 116 178 5 2.7 106 163

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 679 2716
2 1.4 238 679
3 21 136 302
4 2.8 94 170
5 3.4 Kl 109

R6193 3x25W 8250Im
With 3 pieces of LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.9 289 1155 1 0.6 1136 4543
2 1.4 180 513 2 1.1 398 1136
3 1.9 130 289 3 1.7 227 505
4 23 102 185 4 2.3 156 284
5 2.8 83 128 5 29 118 182

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.4 755 3018
2 0.8 264 754
3 1.2 151 335
4 1.7 104 189
5 21 79 121

338



*This fixture has one mounting frame which is made of Cast aluminum.

*Mounting fixed kit: Steel sheet, for flush-mounting installation
in plasterboard ceilings.

*Spotlight source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking
devices which allow an inclination of each light source by +45° in
relation to the horizontal and vertical axis.

Light source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6203 15W 1700Im
With LED Driver 36V-350mA
230V-50Hz

N

1 I ‘3‘ h(m) D(m) Em(Ix) Emax(Ix)

15°

1 0.5 748 2991

2 0.9 262 748

3 1.4 149 332

/80— N300\ | 4 1.9 103 187
4 3044cd

4 2.3 78 120

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 493 1972
2 1.4 173 493
3 21 99 219
4 2.8 68 123
4 3.4 51 79

BOX Invisible L

LED QR111 CRI280 IP20 (€ RoHS

Mounting frame color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24°  36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

164x164
87
Max 45 - 4} 2111
170 A LEDQR111

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.5 728 2913
2 1.1 255 728
3 1.6 146 324
4 2.2 100 182
4 2.7 76 117

339

woagt



R6175 20W 2320Im
With LED Driver 36V-500mA

230V-50Hz
N

R6288 25W 2750Im
With LED Driver 36V-600mA

230V-50Hz
N

h(m)

a b W N =

h(m)

a A W N =

h(m)

a b W N =

h(m)

a A W N =

D(m)

05
0.9
1.4
1.8
2.3

D(m)

0.7
1.4
2.1
2.8
3.4

D(m)

0.9
1.4
1.9
23
2.8

D(m)

0.4
0.8
1.2
1.7
21

Em(Ix)

1110
389
222
1563
116

Em(Ix)

679
238
136
94
7

Em(Ix)

289
180
130
102

83

Em(Ix)

755
264
151

104
79

Emax(Ix)
15°
4441
1110
493
278

178

Emax(Ix)
36"
2716
679

302

170

109

Emax(Ix)
15°
1155
513

289

185

128

Emax(Ix)
36"
3018
754

335

189

121

Invisible L

340

h(m)

a A W N =

h(m)

a A W NN =

D(m)

0.5
11
1.6
241
2.7

D(m)

0.6
1.1
1.7
2.3
2.9

Em(Ix)

1018
356
203
140
106

Em(Ix)

1136
398
227
156
118

Emax(Ix)
24°
4073
1018
452

255

163

Emax(Ix)
24°
4543
1136
505

284

182



BOX

*This fixture has one mounting frame which is made of Cast aluminum.

*Mounting fixed kit: Steel sheet, for flush-mounting installation
in plasterboard ceilings.

*Spot light source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking
devices which allow an inclination of each light source by £45° in
relation to the horizontal and vertical axis.

Light source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6204 2x15W 3400Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

Ny

\ T I | h(m) D(m) Em(Ix) Emax(Ix)

% ‘ 15°

1 0.5 748 2991

2 0.9 262 748

| 8 1.4 149 332

Jao - N/ a0\ | 4 1.9 103 187
3044cd

4 23 78 120

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 493 1972
2 1.4 173 493
3 21 99 219
4 2.8 68 123
4 3.4 51 79

LED QR111 CRI280

Mounting frame color:
Color temperature:
Beam angle:

Driver gear for LED:

341

Invisible LD

h(m)

1
2
3
4
4

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16" 24"  36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

2111
LEDQR111

D(m) Em(Ix) Emax(Ix)
24°

0.5 728 2913
11 255 728
1.6 146 324
22 100 182
2.7 76 117

43
& cm

—
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Q
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BOX Invisible LD

R6176 2x20W 4640Im
With 2 pieces of LED Driver 36V-500mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 1110 4441 1 0.5 1018 4073
2 0.9 389 1110 2 11 356 1018
3 1.4 222 493 3 1.6 203 452
4 1.8 153 278 4 21 140 256
5 2.3 116 178 5 2.7 106 163

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 679 2716
2 1.4 238 679
3 21 136 302
4 2.8 94 170
5 3.4 Kl 109

R6289 2x25W 5500Im
With 2 pieces of LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.9 289 1155 1 0.6 1136 4543
2 1.4 180 513 2 1.1 398 1136
3 1.9 130 289 3 1.7 227 505
4 23 102 185 4 2.3 156 284
5 2.8 83 128 5 29 118 182

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.4 755 3018
2 0.8 264 754
3 1.2 151 335
4 1.7 104 189
5 21 79 121

342



BOX

*This fixture has one mounting frame which is made of Cast aluminum.

*Mounting fixed kit: Steel sheet, for flush-mounting installation
in plasterboard ceilings.

*Spot light source holder rings: Cast aluminum, they are positioned
on adjustable gimbals and equipped with mechanical locking
devices which allow an inclination of each light source by £45° in
relation to the horizontal and vertical axis.

Light source: COB LED with a lens of optical.

*The light can be compatible with emergency battery.

R6205 3x15W 5100Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

NW
o)

T T I T h(m) D(m) Em(Ix) Emax(Ix)

| p Y 15°

1 0.5 748 2991

2 0.9 262 748

3 1.4 149 332

/80— N300\ | 4 1.9 103 187
4 3044cd

4 2.3 78 120

h(m) D(m) Em(Ix) Emax(Ix)

36"

1 0.7 493 1972

2 1.4 173 493

3 2.1 99 219

4 2.8 68 123

4 3.4 51 79

Invisible LT

LED QR111 CRI=80
Mounting frame color:
Color temperature:

Beam angle:

Driver gear for LED:

343

h(m)

AN ® N -

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16" 24"  36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

87
2111
LEDQR111

D(m) Em(Ix) Emax(Ix)
24°

0.5 728 2913
11 255 728
1.6 146 324
22 100 182
2.7 76 117

55
& cm

5 -
| 2rcs |

Q
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BOX Invisible LT

R6177 3x20W 6960Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz

Nw

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.5 1110 4441 1 0.5 1018 4073
2 0.9 389 1110 2 11 356 1018
3 1.4 222 493 3 1.6 203 452
4 1.8 153 278 4 21 140 256
5 2.3 116 178 5 2.7 106 163

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 679 2716
2 1.4 238 679
3 21 136 302
4 2.8 94 170
5 3.4 Kl 109

R6290 3x25W 8250Im
With 3 pieces of LED Driver 36V-600mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.9 289 1155 1 0.6 1136 4543
2 1.4 180 513 2 1.1 398 1136
3 1.9 130 289 3 1.7 227 505
4 23 102 185 4 2.3 156 284
5 2.8 83 128 5 29 118 182

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.4 755 3018
2 0.8 264 754
3 1.2 151 335
4 1.7 104 189
5 21 79 121

344



MILA
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358°
Spotlight adjustable 358° rotating around the vertical axis

and 75° rotating around the horizontal axis.

MILA
346






P349
P351
P353

MILA
348

6W 10w
6W 10W

O 120x120mm 6W 10W

@ 102mm
< 125mm

€
Q
C



MILA

COB LED CRI280 IP20 (€ RoHS$

i | |
— 2 Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 16° 24" 36" 60°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

*Housing: Cast aluminum. INNNANA\\N SN
*Spotlight adjustable 358° rotating around the vertical axis and 90° 292
rotating around the horizontal axis. l 70
*Anti-dazzle ring: Aluminum black.
«Light source: COB LED with a high efficiency reflector of optical.
358° Max 75°
@102 COB LED ow

R6918 6W 520Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.4 671 2682 1 0.5 395 1578
2 0.7 253 670 2 0.9 138 385
3 1.1 134 298 3 1.4 79 176
4 1.4 92 168 4 1.9 54 99

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 254 1014 1 0.9 295 656
2 1.3 89 254 2 1.9 90 164
3 1.9 51 113 3 2.8 47 73
4 2.6 35 64 4 3.8 31 4

349
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MILA

R6918 10W 890Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 1087 4348 1 0.5 657 2627
2 0.9 380 1087 2 0.9 230 657
3 1.0 217 483 3 1.4 131 292
4 1.3 272 272 4 1.9 90 164

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 420 1679 1 1.0 491 1092
2 1.3 147 420 2 1.9 150 273
3 1.9 84 187 3 2.9 79 121
4 2.6 58 105 4 3.8 52 69

350



*Housing: Cast aluminum+pure aluminum.

*Spotlight adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Aluminum black.

«Light source: COB LED with a high efficiency reflector of optical.

C6027 6W 520Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.4 671 2682
2 0.7 253 670
3 1.1 134 298
4 1.4 92 168

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 254 1014
2 1.3 89 254
3 1.9 51 113
4 2.6 35 64

MILA

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

351

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.5 395
0.9 138
1.4 79
1.9 54

24°
1578
385
176
99

h(m) D(m) Em(Ix) Emax(Ix)

A O -

0.9 295
1.9 90
2.8 47
3.8 31

60°
656
164
73
41

o
GW [ 8.8KG
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MILA

C6027 10W 890Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 1087 4348 1 0.5 657 2627
2 0.9 380 1087 2 0.9 230 657
3 1.0 217 483 3 1.4 131 292
4 1.3 272 272 4 1.9 90 164

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 420 1679 1 1.0 491 1092
2 1.3 147 420 2 1.9 150 273
3 1.9 84 187 3 2.9 79 121
4 2.6 58 105 4 3.8 52 69

352



*Housing: Cast aluminum+pure aluminum.

*Spotlight adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Aluminum black.

«Light source: COB LED with a high efficiency reflector of optical.

C6028 6W 520Im
With LED Driver 36V-135mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.4 671 2682
2 0.7 253 670
3 1.1 134 298
4 1.4 92 168

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 254 1014
2 1.3 89 254
3 1.9 51 113
4 2.6 35 64

MILA

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

353

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.5 395
0.9 138
1.4 79
1.9 54

24°
1578
385
176
99

h(m) D(m) Em(Ix) Emax(Ix)

A O -

0.9 295
1.9 90
2.8 47
3.8 31

60°
656
164
73
41

o
GW [9.1KG
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MILA

C6028 10W 890Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 1087 4348 1 0.5 657 2627
2 0.9 380 1087 2 0.9 230 657
3 1.0 217 483 3 1.4 131 292
4 1.3 272 272 4 1.9 90 164

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 420 1679 1 1.0 491 1092
2 1.3 147 420 2 1.9 150 273
3 1.9 84 187 3 2.9 79 121
4 2.6 58 105 4 3.8 52 69

354



TOPO

355



TOPO

* Screwless structure, the installation is mor
* Round, Square, and

4

—— Ceiling assembly

Spring bead A Finish

————————— Safety rope

— % Lamp

INSTALLATION

of the new struction
surface-mounted lights

356



TOPO
Forsizes
80x80mm
357

@ 80mm




Max 25°)

358

Max 25°
and itis available for 360° horizontal plane.

Multi-directional Structure
The spot light tilts to a maximum of 0°-25° onto the vertical plane
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TOPO

g 80mm

@ 80mm

[0 80x80mm

[ 80x150mm

@ 125mm

[0 120x120mm

@ 125mm

[0120x120mm

[0 120x230mm

[ 120x340mm

6w

6W 10W

6W 10W

2x6W 2x10W

15W 20W

15W 20W

20W 25w

20W 25W

2x15W 2x20W

3x15W 3x20W
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TOPO s

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36° 60°

*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Cast aluminum.
*The spot light tilts to a maximum of 0°-25° onto the vertical plane

100
and itis available for 360° horizontal plane.

*Light source: COB LED with a lens of optical. Max 25 3\%%"

280 COBLED ow

C6021 6W 650Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24 36
1 0.5 408 1633 1 0.6 293 171
2 0.9 143 408 2 1.3 103 293
3 1.4 81 181 3 1.9 59 130
4 1.9 56 102 4 2.6 40 73

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.2 113 450
2 2.5 40 113
3 3.7 23 50
4 4.9 15 28

363

woaog



TOPO s

COB LED CRI280 IP44 (€ RoHS$

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 45°
il
*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Cast aluminum.
«Light source: COB LED with a high efficiency . S S5cm
4,6'.
100
COB LED oW

C6025 6W 630Im C6025 10W 1120Im
With LED Driver 36V-150mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
0 o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(lx)

45° 45°
1 0.9 312 694 1 0.9 522 1160
2 1.7 95 173 2 1.7 160 290
3 26 50 77 3 2.6 83 128
4 3.5 32 43 4 3.5 54 72

364
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*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Cast aluminum.

«Light source: COB LED with a high efficiency reflector of optical.

C6024 6W 630Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

45°
1 0.9 312 694
2 1.7 95 173
3 2.6 50 7
4 3.5 32 43

TOPO s

COB LED CRI280 IP44

(€3 RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 45°

C6024 10W 1120Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m)  O(m)
1 0.9
2 1.7
3 2.6
4 35

365

COB LED
Em(Ix) Emax(lx)
45°
522 1160
160 290
83 128
54 72

o
GW  [14.4KG!



*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

«Light source: COB LED with a high efficiency reflector of optical.

C6234 2X6W 1250Im

With 2 pieces of LED Driver 36V-150mA

230V-50Hz
N

h(m) ~ O(m)
1 0.9
2 1.7
3 2.6
4 35

Em(Ix)

312
95
50
32

Emax(Ix)
45°

694

173

7

43

TOPO s

COB LED CRI280 IP44 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 45°

COB LED
C6234 2X10W 2000Im
With 2 pieces of LED Driver 36V-250mA
230V-50Hz

NW
o)

1 0.9 522
2 1.7 160
3 26 83
4 3.5 54

366

h(m) D(m) Em(Ix) Emax(lx)

45°
1160
290
128
72

5“°&~44cm
]

o
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TOPO L

COB LED CRI280 P44 (€ RoHS

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°

{1

sLuminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.
sLight source: COB LED with a high efficiency reflector of optical.

2125 COBLED ow
C6045 15W 1600Im C6045 20W 2200Im
With LED Driver 36V-350mA With LED Driver 36V-500mA
230V-50Hz 230V-50Hz

NW NW
o o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(lx)

50° 50"
1 0.8 943 2095 1 0.8 1308 2906
2 1.7 288 523 2 1.7 399 726
3 25 151 232 3 25 210 323
4 3.4 98 130 4 3.4 136 181
5 4.2 66 83 5 4.2 93 116

367



TOPO L

COB LED CRI280 IP44 (€ RoHS$

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°

*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.
«Light source: COB LED with a high efficiency reflector of optical.

COB LED oW

C6044 15W 1620Im C6044 20W 2220Im
With LED Driver 36V-350mA With LED Driver 36V-500mA
230V-50Hz 230V-50Hz

N N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(lx)

50° 50°
1 0.8 943 2095 1 0.8 1308 2906
2 1.7 288 523 2 1.7 399 726
3 25 151 232 3 25 210 323
4 3.4 98 130 4 3.4 136 181
5 4.2 66 83 5 4.2 93 116

368



TOPO L

COB LED CRI280 P44 (€ RoHS$

Housing color: White  Silver Black a
Color temperature: 2700K 3000K 4000K
= Beam angle: 50°
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable

Triac Dimmable

"

<Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.
«Light source: COB LED with a high efficiency reflector of optical.

COB LED ow

C6221 20W 2200Im C6221 25W 2500Im
With LED Driver 36V-500mA With LED Driver 36V-600mA
230V-50Hz 230V-50Hz

NW NW

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(lx)

50° 50"
1 0.8 1168 2596 1 0.8 1665 3700
2 1.7 357 649 2 1.7 509 925
3 25 187 288 3 25 267 411
4 3.4 122 162 4 3.4 173 231

369
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114

*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

«Light source: COB LED with a high efficiency reflector of optical.

C6062 20W 2000Im
With LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m) ~ B(m)
1 0.8
2 1.7
3 2.5
4 3.4

Em(Ix)

1167
357
187
122

Emax(Ix)
50°
2596
649

288

162

TOPO L

COB LED CRI280 IP44 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

COB LED

C6062 25W 2540Im
With LED Driver 36V-600mA
230V-50Hz

NW
o)

370

h(m) D(m) Em(Ix) Emax(Ix)

50°
1 0.8 1665 3700
2 1.7 509 925
3 25 267 411
4 3.4 173 231

o
GW [ 6.8KG
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<Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

«Light source: COB LED with a high efficiency reflector of optical.

C6264 2X15W 2700Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

NW
o

h(m) D(m) Em(Ix) Emax(Ix)

50°
1 0.8 943 2095
2 1.7 288 523
3 25 151 232
4 3.4 98 130
5 4.2 66 83

TOPO L

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

IP44 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
50°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

C6264 2X20W 4200Im
With 2 pieces of LED Driver 36V-500mA

230V-50Hz

NW
0

371

h(m) D(m) Em(Ix) Emax(lx)

a A W N =

0.8 1308
1.7 399
25 210
3.4 136
4.2 93

50"
2906
726
323
181
116

wag' Tz
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*Luminaire housing: Pure aluminum.
*Ceiling mouted plate: Steel sheet.

sLight source: COB LED with a high efficiency reflector of optical.

C6290 3X15W 4100Im

With 3 pieces of LED Driver 36V-350mA

230V-50Hz

NW
0

h(m) ~ D(m)

0.8
1.7
25
3.4
4.2

a bW N =

Em(Ix)

943
288
151
98
66

Emax(Ix)
50°
2095
523

232

130

83

TOPO LT

COB LED CRI280 P44 (€ RoHS

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

COB LED
C6290 3X20W 6200Im
With 3 pieces of LED Driver 36V-500mA
230V-50Hz
NW

h(m) D(m) Em(Ix) Em:
1 0.8 1308
2 1.7 399
3 25 210
4 3.4 136
5 4.2 93

372

ax(Ix)
50°
2906
726
323
181
116

oS 53cm
]

0
GW [ 9.6KG
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<Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

«Light source: COB LED with a high efficiency reflector of optical.

*Anti-dazzle ring: Aluminum black.
*UGR<19.

C6035 6W 520Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m)  D(m)
1 0.9
2 1.7
3 2.6
4 3.4

Em(Ix)

220
77
44
30

Emax(Ix)
45°

879

220

98

55

TOPO s

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

110

C6035 10W 830Im

P44 (€3 RoHS
White  Silver Black

2700K 3000K 4000K
45°

COB LED

With LED Driver 36V-250mA

230V-50Hz
N

373

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.9 340
1.7 119
2.6 68
3.5 47

45°
1360
340
1561
85

(’cf(\ 55¢m
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*Luminaire housing: Pure aluminum.
*Ceiling mouted plate: Steel sheet.

sLight source: COB LED with a high efficiency reflector of optical.

*Anti-dazzle ring: Aluminum black.
*UGR<19.

C6036 6W 520Im
With LED Driver 36V-150mA
230V-50Hz

NW
0

h(m) ~ B(m)
1 0.9
2 1.7
3 2.6
4 3.4

Em(Ix)

220
77
44
30

Emax(Ix)
45°

879

220

98

55

TOPO s

COB LED CRI280 P44 (€ RoHS

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 45°

COB LED

C6036 10W 830Im
With LED Driver 36V-250mA
230V-50Hz

oy

1 0.9 340
2 1.7 119
3 2.6 68
4 3.5 47

374

h(m) D(m) Em(Ix) Emax(Ix)

45°
1360
340
1561
85
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<Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

«Light source: COB LED with a high efficiency reflector of optical.

*Anti-dazzle ring: Aluminum black.
*UGR<19.

C6051 15W 1410Im
With LED Driver 36V-350mA
230V-50Hz

NW
o

h(m)  B(m)
1 0.8
2 1.7
3 2.5
4 3.3

Em(Ix)

558
195
112

Emax(Ix)
50°
2232
558

248

140

TOPO L

COB LED CRI280  IP44

(€3 RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°

128

@125

C6051 20W 1900Im
With LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m) D(m)
1 0.8
2 1.7
3 25
4 3.4

375

COB LED
Em(Ix) Emax(Ix)
50°
743 2972
260 743
149 330
102 186

o)
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sLuminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

«Light source: COB LED with a high efficiency reflector of optical.

*Anti-dazzle ring: Aluminum black.
*UGR<19.

C6052 15W 1410Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m)  D(m)
1 0.8
2 1.7
3 25
4 3.3

Em(Ix)

558
195
12

7

Emax(Ix)
50°
2232
558

248

140

TOPO L

COB LED CRI280 IP44 (€ RoHS

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 50°

COB LED

C6052 20W 1900Im
With LED Driver 36V-500mA
230V-50Hz

o

h(m) D(m) Em(Ix) Emax(Ix)

50°
1 0.8 743 2972
2 1.7 260 743
3 25 149 330
4 3.4 102 186

376

0
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<Luminaire housing: Pure aluminum.

«Ceiling mouted plate: Steel sheet.

<Light source: COB LED with a high efficiency optical reflector

and fogged diffuser.
*Anti-dazzle ring: Aluminum black.
*UGR<19.

C6033 6W 350Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m)  D(m)
1 1.7
2 3.4
3 5.1
4 6.7

Em(Ix)

91
28
15
10

Emax(Ix)
80°

203

51

23

13

TOPO s

COB LED CRI280 P44 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 80°

110

@ 80 COB LED

C6033 10W 540Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

1 1.7 144
2 3.4 44
3 5.1 23
4 6.8 15

377

h(m) D(m) Em(Ix) Emax(Ix)

80"
321
80
36
20

(’cf(\ 55¢m
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£
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*Luminaire housing: Pure aluminum.
*Ceiling mouted plate: Steel sheet.

sLight source: COB LED with a high efficiency optical reflector

and fogged diffuser.
*Anti-dazzle ring: Aluminum black.
*UGR<19.

C6038 6W 340Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m) ~ B(m)
1 1.7
2 3.4
3 5.1
4 6.7

Em(Ix)

91
28
15
10

Emax(Ix)
80°

203

51

23

13

TOPO s

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

110

oo
o

C6038 10W 540Im

P44 (€3 RoHS
White  Silver Black

2700K 3000K 4000K
80"

COB LED

With LED Driver 36V-250mA

230V-50Hz

NW
o)

378

h(m)

SN =

80"
321
80
36

D(m) Em(Ix) Emax(Ix)
1.7 144
3.4 44
5.1 23
6.8 15

20
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TOPO L

COB LED CRI280 P44 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 60°

<Luminaire housing: Pure aluminum.
*Ceiling mouted plate: Steel sheet.
<Light source: COB LED with a high efficiency optical reflector

and fogged diffuser. 128 ?
*Anti-dazzle ring: Aluminum black. 3
*UGR<19.

COB LED ow

C6046 15W 1100Im C6046 20W 1470Im

With LED Driver 36V-350mA With LED Driver 36V-500mA

230V-50Hz 230V-50Hz

NW NW

Q Q

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

60" 60°
1 1.3 371 825 1 1.3 497 1104
2 2.6 113 206 2 2.6 162 276
3 3.8 60 92 3 3.9 80 123
4 5.1 39 52 4 5.1 52 69

379



TOPO L

COB LED CRI280 P44 (€ RoHS

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 60"

*Luminaire housing: Pure aluminum.
*Ceiling mouted plate: Steel sheet.
sLight source: COB LED with a high efficiency optical reflector

and fogged diffuser. 128
*Anti-dazzle ring: Aluminum black.

“UGR<19. S
1207 7120 COB LED aw
C6049 15W 1100Im C6049 20W 1470Im
With LED Driver 36V-350mA With LED Driver 36V-500mA
230V-50Hz 230V-50Hz
NW NW

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(lx)

60° 60°
1 1.3 371 825 1 1.3 497 1104
2 2.6 113 206 2 2.6 162 276
3 3.8 60 92 3 3.9 80 123
4 5.1 39 52 4 5.1 52 69

380



TODO

Cube

Cylinder
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*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.

*The spot light tilts to a maximum of 0°-25° onto the vertical plane

and rotates by 358° onto the horizontal plane.

Light source: COB LED with a lens of optical.

C6004 15W 1670Im
With LED Driver 36V-350mA
230V-50Hz

Ny

h(m) D(m)

0.5
0.9
1.4
1.9
23

a A W N =

h(m)  D(m)

0.5
1.1
1.6
22
2.7

a A w NN =

h(m) ~ D(m)

0.7
1.4
21
2.8
3.4

a A W N =

Em(Ix)

748
262
149
108

78

Em(Ix)

728
255
146
100

76

Em(Ix)

493
173
99
68
51

TODO

LED QR111 CRI=80

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

111
@125 LED QR111
C6005 20W 2300im
With LED Driver 36V-500mA
230V-50Hz
ny

Emax(Ix)
15°

2991
748

332

187

120

Emax(Ix)
24°
2913
728

324

182

17

Emax(Ix)
36°
1972
493

219

123

79

385

Surface-mounted

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
15° 24° 36°

Non-Dimmable
1-10V Dimmable
Triac Dimmable

65

h(m) D(m) Em(Ix) Emax(Ix)

a A W NN =

0.5 1110
0.9 389
1.4 222
1.8 1563
23 116

15°
4441
1110
493
278
178

h(m) D(m) Em(Ix) Emax(Ix)

a A~ WN =

0.5 1018
1.1 356
1.6 203
241 140
2.7 106

24°
4073
1018
452
255
163

h(m) D(m) Em(Ix) Emax(Ix)

a A W N =

0.7 679
1.4 238
2.1 136
2.8 94
3.4 Il

36"
2716
679
302
170
109

o
GW [16.2(6
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TO DO Surface-mounted

LED QR111 CRI280 IP20 (¢ RoHS

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 157 24° 36°
Driver gear for LED: Non-Dimmable

1-10V Dimmable
Triac Dimmable

*Luminaire housing: Pure aluminum.
*Ceiling mouted plate: Steel sheet.

+The spot light tilts to a maximum of 0°-25° onto the vertical plane 3Og° 152 o;\'b
and rotates by 358° onto the horizontal plane. Max 25‘,\ m
+Light source: COB LED with a lens of optical. Q}@ Z111
LED QR111 oW
C6002 15W 1670Im C6003 20W 2280Im
With LED Driver 36V-350mA With LED Driver 36V-500mA
230V-50Hz 230V-50Hz

NW NwW
o 0

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

15° 15"
1 0.5 748 2991 1 0.5 1110 4441
2 0.9 262 748 2 0.9 389 1110
3 1.4 149 332 3 1.4 222 493
4 1.9 108 187 4 1.8 158 278
5 2.3 78 120 5 23 116 178

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x)  Emax(lx)

24° 24°
1 0.5 728 2913 1 0.5 1018 4073
2 11 255 728 2 1.1 356 1018
3 1.6 146 324 3 1.6 203 452
4 22 100 182 4 21 140 255
5 2.7 76 17 5 2.7 106 163

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x)  Emax(x)

36" 36"
1 0.7 493 1972 1 0.7 679 2716
2 1.4 173 493 2 1.4 238 679
3 21 99 219 3 2.1 136 302
4 2.8 68 123 4 2.8 94 170
5 3.4 51 79 5 3.4 Il 109

386
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TO DO Pendant

LED QR111 CRI=80 IP20 (€ RoHS$

-
Housing color: White  Silver Black l
’ Color temperature: 2700K 3000K 4000K
k J Beam angle: 15° 24° 36°
ul fry
I
Driver gear for LED: Non-Dimmable
| | 1-10V Dimmable
Triac Dimmable
|
!

\ *Luminaire housing: Pure aluminum.
\ *Ceiling mounted plate: Steel sheet.

| *The spot light tilts to a maximum of 0°-25° onto the vertical

| and rotates by 358° onto the horizontal plane.

Light source: COB LED with a lens of optical.

49¢,
2111
LED QR111 ow

P6004 15W 1670Im P6005 20W 2000Im
With LED Driver 36V-350mA With LED Driver 36V-500mA
230V-50Hz 230V-50Hz

NwW NW
o o)

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 15"
1 0.5 748 2991 1 0.5 1110 4441
2 0.9 262 748 2 0.9 389 1110
3 1.4 149 332 3 1.4 222 493
4 1.9 108 187 4 1.8 1563 278
5 2.3 78 120 5 23 116 178

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

24" 24°
1 0.5 728 2913 1 0.5 1018 4073
2 1.1 255 728 2 11 356 1018
3 1.6 146 324 3 1.6 203 452
4 22 100 182 4 241 140 255
5 2.7 76 17 5 2.7 106 163

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x) Emax(ix)

36° 36"
1 0.7 493 1972 1 0.7 679 2716
2 1.4 173 493 2 1.4 238 679
3 2.1 99 219 3 241 136 302
4 2.8 68 123 4 2.8 94 170
5 3.4 51 79 5 3.4 Il 109
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P6002 15W 1670Im
With LED Driver 36V-350mA

230V-50Hz

NW
o)

h(m)

a b~ 0w N =

h(m)

a » 0N =

h(m)

a » 0w N =

D(m)

0.5
0.9
1.4
1.9
23

D(m)

0.5
1.1
1.6
22
2.7

D(m)

0.7
1.4
21
2.8
3.4

Em(Ix)

748
262
149
103

78

Em(Ix)

728
255
146
100

76

Em(Ix)

493
173
929
68
51

Emax(Ix)
15"

2991
748

332

187

120

Emax(Ix)
24"
2913
728

324

182

17

Emax(Ix)
36°
1972
493

219

123

79

TODO

Pendant

LED QR111 CRI=80
Housing color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoH$

White  Silver Black
2700K 3000K 4000K
15° 24° 36°

Non-Dimmable
1-10V Dimmable
Triac Dimmable

*Luminaire housing: Pure aluminum.

«Ceiling mounted plate: Steel sheet.

*The spot light tilts to a maximum of 0°-25° onto the vertical

and rotates by 358° onto the horizontal plane.

«Light source: COB LED with a lens of optical.

65
111
LED QR111
P6003 20W 2000Im
With LED Driver 36V-500mA
230V-50Hz
Nw
h(m) D(m) Em(Ix) Emax(Ix)
15°
1 0.5 1110 4441
2 0.9 389 1110
3 1.4 222 493
4 1.8 163 278
5 23 116 178
h(m) D(m) Em(x)  Emax(lx)
24°
1 0.5 1018 4073
2 1.1 356 1018
3 1.6 203 452
4 2.1 140 255
5 2.7 106 163
h(m) D(m) Em(Ix) Emax(Ix)
36"
1 0.7 679 2716
2 1.4 238 679
3 2.1 136 302
4 2.8 94 170
5 3.4 71 109

388

m—i

49cm

»

wag 8z



BPS(pearls silver)

PEDA

BB(black)
O
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BW(white)
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BAB(antique-brass)




PEDA




PEDA
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P6022 6W 590Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m)

A WD -

h(m)

A O N -

Optical
Accessories:

D(m) Em(Ix)
0.4 561
0.8 196
1.1 112
1.5 7

D(m) Em(Ix)
0.8 173
1.6 60
2.4 34
3.1 23

PEDA

COB LED CRI280

Housing color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoHS

. .
BW BB BPS BAB BRG BCG

2700K 3000K 4000K
10° 20° 30°

Non-Dimmable

*Luminaire housing: Pure aluminum.

«Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high efficiency reflector of optical.

*Accessories: Anti-Glare Snoot and honey comb is optional.

*UGR<19.

*Color: Pearls Silver, Antique-Brass, Rose Gold, Champaign Gold.

280
o
o
wn
—

270

Emax(Ix)
10°
2245
561

249

140

Emax(Ix)
30°

695

174

7

43

03142

Honey comb for above COB LED
pendentlights.

394

COB LED

h(m) D(m) Em(Ix) Emax(Ix)
20°

0.4 481 1926

0.9 168 482

1.3 96 214

1.7 66 120

A O N -

15034

Snoot for above COB LED
pendent lights.

:

wag'9g



PEDA

COB LED CRI280 IP20 (€ RoHS$

-
Housing color: [ | .
BW BB BPS BAB BRG BCG
Color temperature: 2700K 3000K 4000K
Beam angle: 10" 20° 30°
Driver gear for LED: Non-Dimmable

*Luminaire housing: Pure aluminum.

*Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high efficiency reflector of optical.
*Accessories: Anti-Glare Snoot and honey comb is optional.
*UGR<19.

*Color: Pearls Silver, Antique-Brass, Rose Gold, Champaign Gold.

280
& 48cm
o2 w
S s
@65 COB LED ow

P6023 6W 590Im
With LED Driver 36V-150mA
230V-50Hz

NwW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 20°
1 0.4 561 2245 1 0.4 481 1926
2 0.8 196 561 2 0.9 168 482
3 1.1 112 249 3 1.3 96 214
4 1.5 7 140 4 1.7 66 120

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.8 173 695
2 1.6 60 174
3 2.4 34 7
4 3.1 23 43

Optical 03142 15034
Accessories: Honey comb for above COB LED Snoot for above COB LED

pendent lights. pendent lights.

395



P6024 6W 590Im

With LED Driver 36V-150mA

230V-50Hz

NW
o)

Optical
Accessories:

h(m)

A WD -

h(m)

A O N -

D(m) Em(Ix)
0.4 561
0.8 196
1.1 112
1.5 7

D(m) Em(Ix)
0.8 173
1.6 60
2.4 34
3.1 23

Emax(Ix)
10°
2245
561

249

140

Emax(Ix)
30°

695

174

7

43

03142

Honey comb for above COB LED
pendentlights.

PEDA

COB LED CRI280

Housing color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoHS

. .
BW BB BPS BAB BRG BCG

2700K 3000K 4000K
10° 20° 30°

Non-Dimmable

*Luminaire housing: Pure aluminum.

«Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high efficiency reflector of optical.

*Accessories: Anti-Glare Snoot and honey comb is optional.

*UGR<19.

*Color: Pearls Silver, Antique-Brass, Rose Gold, Champaign Gold.

280
o
o
N
—

74

396

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW N -

20°
0.4 481 1926
0.9 168 482
1.3 96 214
1.7 66 120

15034

Snoot for above COB LED
pendent lights.

m—i
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PEDA

COB LED CRI280 IP20 (€ RoHS$

-
Housing color: [ | .
BW BB BPS BAB BRG BCG
Color temperature: 2700K 3000K 4000K
Beam angle: 10" 20° 30°
Driver gear for LED: Non-Dimmable

*Luminaire housing: Pure aluminum.

*Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high efficiency reflector of optical.
*Accessories: Anti-Glare Snoot and honey comb is optional.
*UGR<19.

*Color: Pearls Silver, Antique-Brass, Rose Gold, Champaign Gold.

| 280
i j & 45.5cm
h(/
3 “-
b - tores
@72 COB LED

P6025 6W 590Im
With LED Driver 36V-150mA
230V-50Hz

NwW
o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 20°
1 0.4 561 2245 1 0.4 481 1926
2 0.8 196 561 2 0.9 168 482
3 1.1 112 249 3 1.3 96 214
4 1.5 7 140 4 1.7 66 120

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.8 173 695
2 1.6 60 174
3 2.4 34 7
4 3.1 23 43

Optical 03142 15034
Accessories: Honey comb for above COB LED Snoot for above COB LED

pendent lights. pendent lights.

397
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PEDA

COB LED CRI280 IP20 (€ RoHS

-
Housing color: | .
BW BB BPS BAB BRG BCG
Color temperature: 2700K 3000K 4000K
Beam angle: 10" 20° 30°
Driver gear for LED: Non-Dimmable

*Luminaire housing: Pure aluminum.

«Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high efficiency reflector of optical.
*Accessories: Anti-Glare Snoot and honey comb is optional.
*UGR<19.

*Color: Pearls Silver, Antique-Brass, Rose Gold, Champaign Gold.

280

1500

266 COB LED

P6026 6W 590Im
With LED Driver 36V-150mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

10° 20°
1 0.4 561 2245 1 0.4 481 1926
2 0.8 196 561 2 0.9 168 482
3 1.1 112 249 3 1.3 96 214
4 1.5 7 140 4 1.7 66 120

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.8 173 695
2 1.6 60 174
3 2.4 34 7
4 3.1 23 43

Optical 03142 15034
Accessories: Honey comb for above COB LED Snoot for above COB LED

pendent lights. pendent lights.

398
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L I N A Pendant

COB LED CRI280 IP20 (€ RoHS

Housing color: | .
BW BB BPS BAB BRG BCG
e
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36° 60°
Driver gear for LED: Non-Dimmable
*Luminaire housing: Pure aluminum.
«Ceiling mouted plate: Steel sheet.
Light source: COB LED with a lens of optical.
3
(:‘(\ Ci
: i
140 m
240 COB LED ow
P6016 6W 540Im P6016 10W 900Im
With LED Driver 36V-150mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o

h(m)  D(m) Em(x)  Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.6 300 1199 1 0.6 500 1998
2 1.2 105 299 2 1.3 175 499
3 1.9 60 133 3 1.9 100 222
4 25 M 75 4 25 69 125

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36"
1 0.8 218 872 1 0.8 362 1447
2 1.5 76 218 2 1.6 127 362
3 2.3 44 97 3 2.5 72 161
4 3.0 30 55 4 3.3 50 91

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x) Emax(lx)

60° 60°
1 1.2 207 461 1 1.2 345 766
2 2.3 63 115 2 2.3 106 192
3 3.5 34 52 3 3.5 55 85
4 4.7 22 29 4 4.7 36 48

404
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LI NA Pendant

COB LED CRI280 IP20 (€ RoHS$

-
Housing color: [ | . l
BW BB BPS BAB BRG BCG
s
Color temperature: 2700K 3000K 4000K
Beam angle: 24"  36° 60°
Driver gear for LED: Non-Dimmable

*Luminaire housing: Pure aluminum.
*Light source: COB LED with a lens of optical.

1500

@57 COB LED
P6017 6W 650Im P6017 10W 1150Im
With LED Driver 36V-150mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NwW NW
o o)

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 24°
1 0.5 421 1685 1 0.6 625 2499
2 1.0 147 421 2 1.1 219 625
3 1.5 85 188 3 1.7 125 278
4 2.0 58 105 4 22 86 156

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
1 0.6 345 1378 1 0.7 471 1882
2 11 121 345 2 1.3 165 471
3 1.7 69 153 3 2.0 94 209
4 2.2 47 86 4 2.7 65 118

h(m) D(m) Em(x)  Emax(ix) h(m) D(m) Em(x) Emax(ix)

60° 60"
1 11 222 494 1 11 395 877
2 21 68 124 2 21 120 219
3 3.2 36 55 3 3.2 64 98
4 4.3 23 31 4 4.2 M 55

405
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L I N A Pendant

COB LED CRI280 IP20 (€ RoHS

-
Lo Housing color: || |
BW BB BPS BAB BRG BCG
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36° 60°
Driver gear for LED: Non-Dimmable

*Luminaire housing: Pure aluminum.

«Light source: COB LED with a lens of optical.

o
gl
<& 72cm
(,)(4
ey
@57 COB LED ow
P6018 6W 650Im P6018 10W 1150Im
With LED Driver 36V-150mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o

h(m)  D(m) Em(x)  Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 421 1685 1 0.6 625 2499
2 1.0 147 421 2 1.1 219 625
3 1.5 85 188 3 1.7 125 278
4 2.0 58 105 4 22 86 156

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36"
1 0.6 345 1378 1 0.7 471 1882
2 11 121 345 2 1.3 165 471
3 1.7 69 163 3 2.0 94 209
4 22 47 86 4 2.7 65 118

h(m) D(m) Em(x)  Emax(x) h(m) D(m) Em(x) Emax(lx)

60° 60°
1 1.1 222 494 1 1.1 395 877
2 2.1 68 124 2 241 120 219
3 32 36 55 3 3.2 64 98
4 4.3 23 31 4 4.2 M 55

406

wageg



C6032 6W 650Im

With LED Driver 36V-135mA

230V-50Hz

NwW
o

AW N =

B I\

AW N =

h(m)

h(m)

h(m)

D(m)

0.5
1.0
1.5
2.0

D(m)

0.6
11
1.7
22

D(m)

1.1
21
3.2
4.3

LINA

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

Surface-mounted

1P20 € RoHS
White  Silver Black

2700K 3000K 4000K
24" 36° 60"

Non-Dimmable

sLuminaire housing: Pure aluminum.

Light source: COB LED with a lens of optical.

300

257

C6032 10W 1150Im

COB LED

With LED Driver 36V-250mA

230V-50Hz

NW
o)

Em(Ix) Emax(Ix)

24°

421 1685
147 421
85 188
58 105

Em(Ix) Emax(Ix)

36°

345 1378
121 345
69 153
47 86

Em(Ix) Emax(Ix)

60°

222 494
68 124
36 55
23 31

407

AW N =

AW N =

h(m) D(m) Em(Ix) Emax(Ix)
24°

0.6 625 2499

1.1 219 625

1.7 125 278

22 86 156

h(m) D(m) Em(Ix) Emax(Ix)
36°

0.7 471 1882

1.3 165 471

2.0 94 209

2.7 65 118

h(m) D(m) Em(Ix) Emax(Ix)
60°

11 395 877

2.1 120 219

3.2 64 98

4.2 41 55

AW NN =

woag'ge

o
GW [10.7KG



L I N A Surface-mounted

COB LED CRI280 IP20 (€ RoHS

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°
Driver gear for LED: Non-Dimmable

«Luminaire housing: Pure aluminum.

sLight source: COB LED with a lens of optical.

300
257 COB LED oW
C6031 6W 520Im C6031 10W 900Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz

NW NW
o) o

h(m)  D(m) Em(x)  Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

24° 24°
1 0.5 358 1432 1 0.6 634 2536
2 11 125 358 2 1.1 222 634
3 1.6 72 159 3 1.7 127 282
4 2.1 50 90 4 22 87 159

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 36"
1 0.6 300 1200 1 0.7 482 1929
2 1.3 105 300 2 1.3 169 482
3 1.9 60 134 3 2.0 96 214
4 25 M 75 4 2.6 67 121

h(m) D(m) Em(x) Emax(lx) h(m) D(m) Em(x) Emax(lx)

60° 60°
1 1.0 238 528 1 1.0 411 914
2 2.0 73 182 2 241 126 229
3 3.0 38 59 3 3.1 66 102
4 4.1 25 33 4 4.2 43 57

408
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L I N A Surface-mounted

COB LED CRI280 IP20 (€ RoHS$

||
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24° 36" 60°
Driver gear for LED: Non-Dimmable

sLuminaire housing: Pure aluminum.

Light source: COB LED with a lens of optical.

600 .
g
257 COB LED oW
C6030 6W 650Im C6030 10W 1150Im
With LED Driver 36V-135mA With LED Driver 36V-250mA
230V-50Hz 230V-50Hz
N N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 24°
1 0.5 421 1685 1 0.6 625 2499
2 1.0 147 421 2 11 219 625
3 1.5 85 188 3 1.7 125 278
4 2.0 58 105 4 22 86 156

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 36°
1 0.6 345 1378 1 0.7 471 1882
2 11 121 345 2 1.3 165 471
3 1.7 69 153 3 2.0 94 209
4 2.2 47 86 4 2.7 65 118

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

60° 60"
1 1.1 222 494 1 1.1 395 877
2 21 68 124 2 241 120 219
3 3.2 36 55 3 3.2 64 98
4 4.3 23 31 4 4.2 M 55

409



C6029 6W 520Im

With LED Driver 36V-150mA

230V-50Hz

Nw

Q

h(m)

A WD -

h(m)

AW NN =

h(m)

AW N -

D(m)

0.5
11
1.6
21

D(m)

0.6
1.3
1.9
25

D(m)

1.0
2.0
3.0
4.1

Em(Ix)

358
125
72
50

Em(Ix)

300
105
60
M

Em(Ix)

238
73
38
25

L I N A Surface-mounted

COB LED CRI280 IP20 (€ RoHS

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 24" 36" 60°

Driver gear for LED: Non-Dimmable

sLuminaire housing: Pure aluminum.
sLight source: COB LED with a lens of optical.

600

@57 COB LED

C6029 10W 900Im
With LED Driver 36V-250mA
230V-50Hz

NwW

Q

Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
24" 24°
1432 1 0.6 634 2536
358 2 1.1 222 634

159 3 1.7 127 282

90 4 22 87 159
Emax(Ix) h(m) D(m) Em(x)  Emax(lx)
36" 36"
1200 1 0.7 482 1929
300 2 1.3 169 482

134 3 2.0 96 214

75 4 2.6 67 121
Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)
60° 60°

528 1 1.0 411 914

132 2 2.1 126 229

59 3 3.1 66 102

33 4 4.2 43 57

410
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BAB(antique-brass)

411

DACU

BRG(rose gold)

BCG(champaign gold)




BAB(antique-brass)

)
©
o
[
o
‘©
Q
1S
e ®©
N -
— )
O
O
[an]
)
©
o
o
(2]
o
1}
@
[a2]
- A
@) -—
<
a 2 N
)
I o
h 2
[2]
2
— %
|l @
[a2]
)
©°
o
e <
o
h ‘©
Q
£
—— ®©
—— <
&
O
O
(an]
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COB LED
Lens of Optical

10w

24° 36° 45°

413









P418
P419
P420

DACU
n
=

10W
=

10w

416

@ 200x220mm
@ 200x220mm
@ 200x300mm



DACU

& 55x250mm 10W P421

@ 60x280mm 10W P422

417



P6033 10W 750Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)

AW N =

h(m)

B2\

D(m)

0.5
1.0
1.4
1.9

D(m)

0.9
1.8
2.7
3.7

Em(Ix)

619
217
124

85

Em(Ix)

281
98
56
39

Emax(Ix)
24°
2475
619

275

165

Emax(Ix)
45°
1122
280

125

70

DACU

COB LED CRI280

Lamp shade color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoHS$

L
BW BB BAB BRG BCG

2700K 3000K 4000K
24° 36° 45"

Non-Dimmable

sLuminaire housing: Pure aluminum.

*Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high transmittance acrylic len.

*UGR<19.

«Color: White, Black, Antique-Brass, Rose Gold, Champaign Gold.

220 1500

418

COB LED

h(m) D(m) Em(Ix) Emax(Ix)
36°

0.7 348 1393

1.4 122 348

21 70 165

2.8 48 87

AW N -

m—i

0
GW [5.20KG!
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DACU

COB LED CRI280

Lamp shade color:

Color temperature:
Beam angle:

Driver gear for LED:

*UGR<19.

220 1500

e
2

2200

P6034 10W 750im
With LED Driver 36V-250mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.5 617 2466
2 0.9 216 616
3 1.4 123 274
4 1.9 85 154

h(m) D(m) Em(Ix) Emax(Ix)

45°
1 0.9 285 1141
2 1.8 100 285
3 2.8 57 127
4 3.7 39 71

419

IP20 (€ RoH$

L
BW BB BAB BRG BCG

2700K 3000K 4000K
24° 36" 45°

Non-Dimmable

sLuminaire housing: Pure aluminum.
«Ceiling mounted plate: Steel sheet.
Light source: COB LED with a high transmittance acrylic len.

«Color: White, Black, Antique-Brass, Rose Gold, Champaign Gold.

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

N N

36°
0.7 349 1395
1.4 122 349
2.1 70 155
2.8 48 87

m—i

o)
GW [5.0k6

wag'Lg



P6035 10W 700Im
With LED Driver 36V-250mA
230V-50Hz

NW

Q

h(m)

AW N =

h(m)

SN =

D(m)

0.5
0.9
1.4
1.9

D(m)

0.8
1.6
24
3.3

Em(Ix)

618
216
124

85

Em(Ix)

282
98
56
39

Emax(Ix)
24°
2472
618

275

165

Emax(Ix)
45°
1126
281

125

70

DACU

COB LED CRI280

Lamp shade color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoHS$

L
BW BB BAB BRG BCG

2700K 3000K 4000K
24° 36° 45"

Non-Dimmable

sLuminaire housing: Pure aluminum.

*Ceiling mounted plate: Steel sheet.

Light source: COB LED with a high transmittance acrylic len.

*UGR<19.

«Color: White, Black, Antique-Brass, Rose Gold, Champaign Gold.

Q
[
o

B

2200

300 1500

420

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW N =

36°
0.7 346 1382
1.4 121 346
2.1 69 154
2.8 47 86

:

wasy



P6040 6W 545Im
With LED Driver 36V-150mA
230V-50Hz

NW
0

h(m)

F N N

h(m)

B I\

h(m)

F N N

D(m)

0.7
1.3
2.0
2.6

D(m)

0.7
1.4
241
2.8

D(m)

0.9
1.7
2.6
3.5

DACU

COB LED CRI280

Lamp shade color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoH$
[
BW BB BAB BRG BCG

2700K 3000K 4000K
24° 36" 60°

Non-Dimmable

sLuminaire housing: Pure aluminum.

«Ceiling mounted plate: Steel sheet.

m—i

Light source: COB LED with a high transmittance acrylic optical accessory.

«Color: White, Black, Antique-Brass, Rose Gold, Champaign Gold.

(S
—lx

250 1500

a1
«x

P6040 10W 938Im

With LED Driver 36V-250mA

230V-50Hz

NW
o)

Em(Ix) Emax(Ix)
24°

256 1024
90 256

51 114

35 64
Em(Ix) Emax(Ix)
36°

225 901
79 225

45 100

31 56
Em(Ix) Emax(Ix)
60°

327 726
100 182
53 81

34 45

421

55cm

“~
COB LED ow

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.6 459 1835
2 1.3 161 459
3 1.9 92 204
4 25 63 116
h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.7 369 1477
2 1.4 129 369
3 2.1 74 164
4 2.8 51 92
h(m)  D(m) Em(Ix) Emax(Ix)

60"
1 0.9 540 1201
2 1.7 165 300
3 2.6 86 133
4 3.5 56 75

wopg



P6041 6W 553Im
With LED Driver 36V-150mA
230V-50Hz

N

h(m) ~ D(m)

0.6
1.3
1.9
2.6

AW N =

h(m)  D(m)

0.7
1.4
2.0
2.7

AW NN =

h(m)  D(m)

0.8
1.7
25
3.4

AW N =

Em(Ix)

263
92
53
36

Em(Ix)

231
81
46
32

Em(Ix)

334
102
53
35

Emax(Ix)
24°
1053
263

117

66

Emax(Ix)
36°

925

231

103

58

Emax(Ix)
60°

742

185

82

46

DACU

COB LED CRI280

Lamp shade color:

Color temperature:
Beam angle:

Driver gear for LED:

IP20 (€ RoHS$

L
BW BB BAB BRG BCG

2700K 3000K 4000K
24° 36" 60°

Non-Dimmable

sLuminaire housing: Pure aluminum.

*Ceiling mounted plate: Steel sheet.

m—i

Light source: COB LED with a high transmittance acrylic optical accessory.

*Color: White, Black, Antique-Brass, Rose Gold, Champaign Gold.

280
8 % w@,\(\‘ssm
3] P —
: [1spes
o~
260 COB LED ow
P6041 10W 953Im
With LED Driver 36V-250mA
230V-50Hz
Nw
h(m)  D(m) Em(Ix)  Emax(Ix)
24°
1 0.6 485 1940
2 1.2 170 485
3 1.8 97 216
4 2.4 67 121
h(m) D(m) Em(Ix) Emax(Ix)
36"
1 0.7 386 1542
2 1.4 135 386
3 21 7 171
4 2.8 53 96
h(m)  D(m) Em(Ix)  Emax(Ix)
60°
1 0.8 507 1126
2 1.7 171 310
3 25 90 138
4 3.4 58 7

422
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Single Double
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SOPO
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Triple
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<Luminaire housing: Cast aluminum.

*The driveris builtin the plastic track box, which with the

track base compartment secure to the adaptor and installation
on main voltage 3-circuit track system.

«Spot light adjustable 358° rotating around the vertical axis and 90°

rotating around the horizontal axis.

Light source: COB LED with a high efficiency reflector of optical.

T6012 6W 550Im
With LED Driver 36V-135mA
230V-50Hz

NW
o)

h(m) ~ D(m)

0.4
0.7
1.1
1.4

AW N -

h(m) ~ D(m)

0.7
1.3
2.0
2.6

S W NN =

Em(Ix)

670
234
134

92

Em(Ix)

249
87
49
34

Emax(Ix)
15°

2681
670

298

168

Emax(Ix)
36"

998

249

111

62

Track Spot Light

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

435

S

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16" 24" 36" 607

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.5 538
0.9 189
1.4 108
1.9 74

24°
2153
539
239
185

h(m) D(m) Em(Ix) Emax(Ix)

A O -

1.0 285
2.1 87
3.1 46
4.2 30

60°
635
159
7
40

61
& cm

5 -
12vcs]

woag'8z

o
GW [ 9.8KG



Track Spot Light s

T6012 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o]

h(m) D(m) Em(x)  Emax(lx) I h(m) D(m) Em(x)  Emax(x)

15° P 1 24"
1 0.3 1133 4535 1 0.4 664 2656
2 0.7 396 1134 2 0.9 232 664
3 1.0 226 504 3 1.3 132 295
4 1.4 165 283 4 1.8 91 166

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 419 1676 1 1.0 482 1072
2 1.3 146 419 2 21 147 268
3 2.0 83 186 3 3.1 7 119
4 2.7 57 105 4 4.2 35 67

T6012 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 1602 6409 1 0.5 943 3773
2 0.7 560 1602 2 0.9 330 943
3 1.0 320 712 3 1.4 188 419
4 1.4 220 401 4 1.9 129 236

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 601 2404 1 1.0 684 1520
2 1.3 210 601 2 2.1 209 380
3 2.0 120 267 3 3.1 109 169
4 2.6 82 150 4 4.2 71 95

436



Track Spot Light w

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black l

Color temperature: 2700K 3000K 4000K
Beam angle: 16" 24" 36" 60"
T Driver gear for LED: Non-Dimmable

*Housing: Pure aluminum.

«Adjustable spot light, the driver is built in the light body, with the
S1c
track base compartment secure to the adaptor and installation “QL&I
on main voltage 3-circuit track system. m
-Spot light adjustable 358° rotating around the vertical axis and 90°

rotating around the horizontal axis.

COB LED oW
<Light source: COB LED with a high efficiency reflector of optical.

76017 10W 1040Im
With LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1100 4400 1 0.5 683 2730
2 0.7 385 1100 2 0.9 239 682
3 1.0 220 489 3 1.4 136 303
4 1.4 151 275 4 1.8 94 170

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 445 1780 1 1.1 494 1098
2 1.3 165 444 2 21 161 274
3 1.9 89 198 3 3.2 79 121
4 2.6 61 111 4 4.2 52 69

437
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Track Spot Light w

T6017 15W 1350Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 1474 5895 1 0.5 924 3697
2 0.7 516 1473 2 0.9 323 924
3 1.0 495 655 3 1.4 185 411
4 1.4 203 369 4 1.9 127 231

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 604 2414 1 1.1 661 1498
2 1.3 211 604 2 241 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 151 4 4.2 69 92

438



Track Spot Light

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black l

Color temperature: 2700K 3000K 4000K
Beam angle: 10° 20"  30°
Driver gear for LED: Non-Dimmable

1-10V Dimmable

DALI Dimmable

Triac Dimmable

*Housing: Pure aluminum.
*The driveris builtin the plastic track box, which with the
track base compartment secure to the adaptor and installation

on main voltage 3-circuit track system.
*Spot light adjustable 358° rotating around the vertical axis and 90° 1S
v
rotating around the horizontal axis. 2 145 o
*Anti-dazzle ring: Aluminum black. COB LED v -
Light source: COB LED with a lens of optical.
T6099 25W 2240Im
With LED Driver 36V-600mA
230V-50Hz
i
h(m)  D(m) Em(Ix) Emax(Ix) [ ] | h(m)  D(m) Em(Ix) Emax(Ix)
10° P’ ) 20°
1 0.3 3949 15796 1 0.4 2068 8273
2 0.6 1382 3949 2 0.8 724 2068
3 0.9 790 1755 3 1.2 414 919
4 1.2 543 987 4 1.7 284 517

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.6 953 3813
2 1.2 334 953
3 1.8 191 424
4 24 131 238

439
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Track Spot Light

T6099 30W 2850Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

10° 20°
1 0.3 6455 25819 1 0.4 2908 11632
2 0.6 2259 6455 2 0.8 1018 2908
3 0.9 1291 2869 3 1.2 582 1293
4 1.2 888 1614 4 1.6 400 727
5 1.5 671 033 5 1.9 302 465

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.6 1212 4847
2 1.2 424 1212
3 1.8 243 539
4 2.4 167 303
5 3.0 126 194

T6099 40W 3450Im
With LED Driver 36V-1050mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

10° 20°
1 0.3 6277 25106 0.4 3184 1234
2 0.6 2197 6276 0.8 114 3184
3 0.9 1256 2790 1.2 637 1415
4 1.2 863 1569 1.7 438 796
5 1.6 653 1004 241 331 509

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.6 1453 5812
2 1.2 509 1453
3 1.9 291 646
4 25 200 363
5 3.1 151 233

440



Track Spot Light

COB LED CRI=80
Housing color:

Color temperature:

Beam angle:

Driver gear for LED:

*Housing and bracket: Cast aluminum.

«Adjustable spot light with a plastic LED driver housing
compartment secure to the adaptor and installation on main
voltage 3-circuit track system.

«Spot light adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

«Anti-dazzle ring: Plastic black.

«Light spot pipe is available, which could make the light more soft
and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

T6001 15W 1450Im
With LED Driver 36V-350mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 1672 6689
2 0.6 585 1672
3 0.9 334 743
4 1.2 230 418
5 1.5 174 268
h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 594 2374
2 1.2 208 594
3 1.8 119 264
4 2.4 81 148
5 3.0 62 95

441

o s W N =

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16" 24" 36" 607

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)
24°

0.4 1098 4390

0.8 384 1097

1.3 220 488

1.7 161 274

2.1 114 176

h(m) D(m) Em(Ix) Emax(Ix)
60°

1.0 328 1313

2.1 115 328

3.1 66 146

4.2 45 82

5.2 34 52

a » 0w N =

57
& cm

) -
12vcs]

o
GW [12.8k6
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Track Spot Light w

T6001 20W 2000Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2600 10401 1 0.4 1483 5931
2 0.6 910 2600 2 0.8 519 1484
3 1.0 520 1156 3 1.3 297 660
4 1.3 358 650 4 1.7 204 371
5 1.6 270 416 5 2.1 154 237

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 824 3296 1 1.0 452 1808
2 1.2 288 824 2 21 158 452
3 1.8 165 366 3 3.1 90 201
4 25 113 206 4 4.2 62 113
5 3.1 86 132 5 5.2 47 72

T6001 25W 2250Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2671 10685 1 0.4 1699 6795
2 0.7 935 2671 2 0.8 595 1699
3 1.0 534 1187 3 1.2 340 755
4 1.3 367 668 4 1.7 234 425
5 1.7 278 427 5 2.1 177 272

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 930 3720 1 1.0 505 2020
2 1.2 326 930 2 2.1 177 505
3 1.8 186 413 3 3.1 101 225
4 25 128 233 4 4.2 69 126
5 3.1 97 149 5 5.2 53 81
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*Housing and bracket: Cast aluminum.

Track Spot Light

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

«Adjustable spot light with a plastic LED driver housing

compartment secure to the adaptor and installation on main
voltage 3-circuit track system.

«Spot light adjustable 358° rotating around the vertical axis and 90°

rotating around the horizontal axis.

«Anti-dazzle ring: Plastic black.

Driver gear for LED:

«Light spot pipe is available, which could make the light more soft

and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

T6032 15W 1040Im
With LED Driver 36V-350mA

230V-50Hz
N

h(m)

a b W N =

h(m)

a s W N =

D(m)

0.3
0.6
0.9
1.3
1.6

D(m)

0.5
1.1
1.6
22
2.7

Em(Ix)

1690
591
338
232
176

Em(Ix)

535
187
107

74
556

Emax(Ix)
15°
6758
1689
751

422

270

Emax(Ix)
36"
2138
535

238

134

86

443

M

IP20 (€

White  Silv

15 24°

Non-Dimmable
1-10V Dimmab

RoHS$

er Black
2700K 3000K 4000K

36

le

DALI Dimmable
Triac Dimmable

h(m) D(m)

o s W N =

0.4
0.7
11
1.5
1.8

COB LED
Em(Ix) Emax(Ix)
24°
960 3838
336 960
192 427
132 240
100 154

57
& cm

) -
12vcs]

o
GW [16.2(6
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Track Spot Light w

T6032 20W 1430Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2365 9460 1 0.4 1299 5194
2 0.6 818 2365 2 0.8 455 1299
3 1.0 473 1051 3 1.2 260 577
4 1.3 325 591 4 1.6 179 325
5 1.6 246 378 5 2.0 135 208

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 722 2886
2 1.2 253 722
3 1.8 144 321
4 25 99 180
5 3.1 75 115

T6032 25W 1620Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2660 10640 1 0.4 1699 6795
2 0.6 931 2660 2 0.8 595 1699
3 1.0 532 1182 3 1.2 340 755
4 1.3 366 665 4 1.7 234 425
5 1.6 277 426 5 2.1 177 272

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.5 829 3317
2 1.0 2901 829
3 1.6 166 369
4 2.2 114 207
5 2.7 86 133
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Track Spot Light

COB LED CRI=80
Housing color:

Color temperature:

Beam angle:

Driver gear for LED:

*Housing and bracket: Cast aluminum.

«Adjustable spot light with a plastic LED driver housing
compartment secure to the adaptor and installation on main
voltage 3-circuit track system.

«Spot light adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

«Anti-dazzle ring: Plastic black.

«Light spot pipe is available, which could make the light more soft
and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

T6002 20W 2040Im
With LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 3134 12537
2 0.6 1097 3134
3 0.9 627 1393
4 1.2 431 784
5 1.5 326 502

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 844 3375
2 1.2 295 844
3 1.8 169 375
4 2.4 116 211
5 3.0 88 135

445

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16" 24" 36" 607

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

T
©

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

o s W N =

0.4 2233
0.7 782
1.1 447
1.4 307
1.8 232

24°
8933
2233
993
558
357

h(m) D(m) Em(Ix) Emax(Ix)

a » 0w N =

0.9 526
1.9 184
2.8 105
3.7 72
4.6 55

60°
2102
525
234
131
84

59cm

o
GW [14.3(6
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Track Spot Light

T6002 25W 2350Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 1.1 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 951 3905 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 162 5 4.7 61 94

T6002 30W 3100Im
With LED Driver 36V-800mA
230V-50Hz

o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 71 1292 4 1.5 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 90 138
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Track Spot Light

T6002 40W 4020Im
With LED Driver 36V-1050mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
2 0.6 1619 6476 2 0.8 1096 4383
3 0.9 1007 2878 3 1.1 682 1948
4 1.3 729 1619 4 15 493 1096
5 1.6 570 1036 5 1.9 386 701
6 1.9 468 720 6 2.3 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
2 1.3 392 1566 2 1.9 266 1062
3 2.0 244 696 3 2.8 165 472
4 2.6 176 392 4 3.7 120 266
5 3.3 138 251 5 4.7 94 170
6 4.0 113 174 6 5.6 7 118

447



Track Spot Light

*Housing and bracket: Cast aluminum.

*Adjustable spot light with a plastic LED driver housing
compartment secure to the adaptor and installation on main
voltage 3-circuit track system.

*Spot light adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Anti-dazzle ring: Plastic black.

sLight spot pipe is available, which could make the light more soft
and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

T6033 20W 1550Im
With LED Driver 36V-500mA
230V-50Hz

N

\ iy I | h(m) D(m) Em(Ix) Emax(Ix)
Al 15°
(% 7 D 03 3037 11747
2 06 1028 2937

s 0 N\ A 3 0.9 587 1305
R SV S TN 1 1.2 404 734
R s 15 306 470
h(m) D(m) Em(Ix) Emax(Ix)

36°

1 05 910 3639

2 1.0 319 910

3 1.5 182 404

4 2.0 125 227

5 25 9% 147

COB LED CRI=80
Housing color:

Color temperature:

Beam angle:

Driver gear for LED:

448

L

IP20 (€ RoHS

White  Silver Black
2700K 3000K 4000K
15" 24" 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)
24°

0.3 2205 8821

0.7 772 2205

1.0 441 980

1.4 303 551

1.7 229 353

a b W N =

59
& cm

ra——
orcs |

0
GW [13.5(G

woage



T6033 25W 1770Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)

a b W N =

h(m)

a B W NN =

T6033 30W 2300Im
With LED Driver 36V-800mA
230V-50Hz

Ny

h(m)

a A W N =

h(m)

a s w NN =

D(m)

0.3
0.6
0.9
1.2
1.5

D(m)

0.5
1.0
1.5
2.0
2.5

D(m)

0.3
0.6
0.9
1.2
1.6

D(m)

0.5
1.0
1.5
2.0
25

Em(Ix)

3301
1155
660
454
343

Em(Ix)

1024
358
205

141
107

Em(Ix)

4925
1724
985
677
512

Em(Ix)

1482
519
297
204
154

Emax(Ix)
15°
13204
3301
1467
825

528

Emax(Ix)
36"
4097
1024
455

256

164

Emax(Ix)
15°
19701
4925
2189
1231
788

Emax(Ix)
36"
5929
1482
659

371

237

Track Spot Light

449

h(m)

a B W N =

h(m)

a s W NN =

L

D(m)

0.3
0.7
1.0
1.4
1.7

D(m)

0.3
0.7
1.0
1.4
1.7

Em(Ix)

2437
853
487
335

Em(Ix)

3388
1186
678
466
352

Emax(Ix)
24°
9748
2437
1083
609

390

Emax(Ix)
24°
13553
3388
1506
847

542



Track Spot Light

T6033 40W 3000Im
With LED Driver 36V-1050mA
230V-50Hz

NwW
ol

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
2 0.6 1536 6144 2 0.7 1080 4319
3 1.0 956 2731 3 1.1 672 1920
4 1.3 691 1536 4 1.4 486 1080
5 1.6 541 983 5 1.8 380 691
6 1.9 444 683 6 22 312 480

h(m) D(m) Em(Ix) Emax(Ix)

36°
2 1.0 427 1708
3 1.5 266 759
4 2.0 192 427
5 25 150 273
6 3.0 124 190

450



Track accessories

VENEZINA 3-circuit track is made of pure aluminum and molded through extrusion, with white
or silver powder-coating. 4 red brass conductors and insulation materials are inside. Alarge
number of connectors is available, almost all connectors can be used for electrical power
supply. The circuits can be designed with one switch controlling the entire track or three
switches controlling each circuit on the track respectively as required. The track can be
mounted on the ceiling or walls, it can also be suspended using pendant tubes or wire ropes.
The introduction of the track brings the flexibility to construction lighting system, settles the
problem of limitations on lamp installation of traditional lighting, enables easy rearrangement
and adjustment of lamps and makes lamp installation and replacement more convenient and
efficient.

Single Circuit DALI Track System

35.2
@]

i

i )

R D2 L o
LW@@'{/@& D1 N o
L1 D2
e

1- Circuit and 3-Circuit Track System

[£@l

230V~16A, 3.7Kw
L1 —e8—"
L2 —e—
L3 —&—

MAX 16A F,
N

451

56

D2 L

g'Ge

D1 N

1-Circuit

For this type of connection, the 3-circuits on the
entire track are controlled through one switch.

3-Circuit
For this type of connection, each circuit is controlled
through one switch.



Track accessories

4017 4005 4006 4011 4012 4013 4014 4015 4016

According to the circuit input in different situations, a connector conforming to the input end can be selected to
connect with the track so as to meet the requirement on power supply to the illumination lamps.

4011 4013 4013 4006

‘D—”ﬁ fffffff = R R e R R N | 1= j With large number of track

I == T = e ] == T 1

| : connectors, the tracks can be

@ @® ®

7F H7 ﬂfﬂ arranged into different patterns as
ﬂx 5] alel required by the user, so as to meet

the illumination requirements in
different situations and achieve
different lighting effects.

IE! I}

According to different luminous

l°|| 4013 °l| 4017 °l

| By = — g = —— | environments and user

[l | = R o N I | 1= 1| 4014 . .

: = — = — | requirements, the ceiling flush

I A o} VENEZINA tracks can be arrange in

}Lj Lj LCE linear, L-Shaped and rectangular
formations by using “+”, “-”, “T”, “L”
connector. In addition, it can make
the electrical connection to a lamp

jﬁﬁ JKIL jxﬂ with a 3-wire connector, totally

— — — breaking the limitations on

9 ® @

! =— — — — — traditional lighting.

IO _eof e To 0O =] [ Be 1o o ol B

T i T i
4011 4014 4014 4007

il

‘4016 °Il 4017 °
| E— —— | E—— p——
| e 0 o -7 B 0 4015
== i == e

e
[e
@

[l

r=——
o B
=l

®
:,,AKi.—\; —— =
S i R N T e 0O L% |
= ey
4012 4016 4015 4007
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Track accessories

Surface-mounted

Track and mounting kits color: White  Silver Black

35.2

g'ge

VENEZINA 3-circuit track is available in lengths up to 3M.
When connected to a three-phase net work, each of the
three circuits can be loaded to a maximum of 16A. Each
red brass conductors are separately protected by isolation
materials, to avoid the interfering from each other. The
lamps mounted on each track shall not exceed its rated
load.

4001
1M track actual one meter
Aluminum profile, powder-coated

NW 1000

Q

4002

2M track actual one meter

Aluminum profile, powder-coated
NW 2000

4003
3M track actual one meter
Aluminum profile, powder-coated

NW 3000
Mounting kits
4021 4022 4023
Suspension kit with @6mmx1m rod Suspension kit with 1.5m wire Suspension kit
NW NwW NW

-~ | , |

» . - ‘}- -



Track accessories

Recessed

VENEZINA 3-circuit track is available in flanged track in
length up to 3M. When connected to a three-phase net
work, each of the three circuits can be loaded to a
maximum of 16A.Each red brass conductors are separately
protected by isolation materials, to avoid the interfering
from each other. The lamps mounted on each track shall
not exceed its rated load.

4018

Track and mounting kits color: White
56
36
w
[}

1M track actual one meter

Aluminum profile, powder-coated

NW 1000

4019

3]

2M track actual one meter

Aluminum profile, powder-coated

NwW
o)

4020

2000

Silver

g'G¢e

Black

3M track actual one meter

Aluminum profile, powder-coated

NW
o

3000

454
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4005
live-end connector
To star a run

N

4008

Mini joiner

A low profile connector to join two

straight track sections end-to end
NW

4011
“L" connector
To connect two track sections at 90° angle

NW
o

Track accessories

4006
live-end connector
To star a run

N

4009
Straight connector
To connect two track sections end-to-end
It provides a center feed option
NW

4012
“L" connector
To connect two track sections at 90° angle

NW
o)

455

4007

End cap connectors

To the track section end
Nw

4010

Flexible connector

To connect two track sections at any angle up to

90° or wall to ceiling or pitched ceiling applications.
NW



4013
"T"connector
To connect three track sections
into a T configuration
Nw

[o163)

4016
"T"connector
To connect three track sections
into a T configuration
NW

[o163)

4024
For model: 4005-4006
N

y %
4%%%%§:f14
P
4027
For model: 4013-4014-4015-4016
NwW
[oong)

Track accessories

4014 4015

"T"connector "T"connector

To connect three track sections To connect three track sections
into a T configuration into a T configuration

N N
[5162) [Gr4a)

100

00T

4017

"T"connector

To connect four track sections
into a cross configuration

N

[o259)

4025 4026

For model: 4009 For model: 4011-4012
NW NW

[o01ig) [o01i)

4028
For model: 4017
N

[o03g)

456



Surface-mounted Spot Light ws

*Housing: Pure aluminum.

-Spot light adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Mounting plate: Steel sheet.

*Anti-dazzle ring: Pure aluminum.

«Light spot pipe is available, which could make the light more soft
and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

C6050 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 1100 4400
2 0.7 385 1100
3 1.0 220 489
4 1.4 151 275

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 445 1780
2 1.3 165 444
3 1.9 89 198
4 2.6 61 111

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

@105

l \Max 90°

(&)
358°

70 AS

457

1P20 € RoHS
White  Silver Black

2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

RS —
@

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.5 683
0.9 239
1.4 136
1.8 94

24°
2730
682
303
170

h(m) D(m) Em(Ix) Emax(Ix)

A O -

1.1 494
21 161
3.2 79
4.2 52

60°
1098
274
121
69

45cm

o

woagz



Surface-mounted Spot Light ws

C6050 15W 1350Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1474 5895 1 0.5 924 3697
2 0.7 516 1473 2 0.9 323 924
3 1.0 495 655 3 1.4 185 411
4 1.4 203 369 4 1.9 127 231

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36" 60°
1 0.6 604 2414 1 1.1 661 1468
2 1.3 21 604 2 241 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 161 4 4.2 69 92

458



Surface-mounted Spot Light wo

*Housing: Pure aluminum.

-Spot light adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Mounting plate: Steel sheet.

*Anti-dazzle ring: Pure aluminum.

«Light spot pipe is available, which could make the light more soft
and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

C6257 2x10W 2100Im
With 2 pieces of LED Driver 36V-250mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 1100 4400
2 0.7 385 1100
3 1.0 220 489
4 1.4 151 275

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.6 445 1780
2 1.3 165 444
3 1.9 89 198
4 2.6 61 111

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

280 50

_:,(5)3" \Max90°
270" 45

AW NN =

A O -

459

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

COB LED

0.5 683
0.9 239
1.4 136
1.8 94

1.1 494
21 161
3.2 79
4.2 52

h(m) D(m) Em(Ix) Emax(Ix)

24°
2730
682
303
170

h(m) D(m) Em(Ix) Emax(Ix)

60°
1098
274
121
69

o
GW  [10.9K6

wag'ze



Surface-mounted Spot Light o

C6257 2x15W 2700Im
With 2 pieces of LED Driver 36V-350mA
230V-50Hz

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1474 5895 1 0.5 924 3697
2 0.7 516 1473 2 0.9 323 924
3 1.0 495 655 3 1.4 185 411
4 1.4 203 369 4 1.9 127 231

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36" 60°
1 0.6 604 2414 1 1.1 661 1468
2 1.3 21 604 2 241 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 161 4 4.2 69 92

460



*Housing: Pure aluminum.

*Spot light adjustable 358° rotating around the vertical axis and 90°

rotating around the horizontal axis.

*Mounting plate: Steel sheet.
*Anti-dazzle ring: Pure aluminum.
«Light spot pipe is available, which could make the light more soft

and more perfect.

«Light source: COB LED with a high efficiency reflector of optical.

C6300 3x10W 3150Im

Surface-mounted Spot Light wr

With 3 pieces of LED Driver 36V-250mA

230V-50Hz

NW
o)

h(m)

AW N -

h(m)

S W NN =

D(m)

0.3
0.7
1.0
1.4

D(m)

0.6
1.3
1.9
2.6

Em(Ix)

1100
385
220

151

Em(Ix)

445
165
89
61

Emax(Ix)
15°
4400
1100
489

275

Emax(Ix)
36"
1780
444

198

111

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

480 50

3%>80 \Max 90°
o /115

270

461

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
16° 24" 36" 60°

Non-Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

AW NN =

0.5 683
0.9 239
1.4 136
1.8 94

24°
2730
682
303
170

h(m) D(m) Em(Ix) Emax(Ix)

A O -

1.1 494
21 161
3.2 79
4.2 52

60°
1098
274
121
69

53cm

<
RS —
el

o
GW [12.1K6

wag'ze



Surface-mounted Spot Light wr

C6300 3x15W 4050Im
With 3 pieces of LED Driver 36V-350mA
230V-50Hz

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1474 5895 1 0.5 924 3697
2 0.7 516 1473 2 0.9 323 924
3 1.0 495 655 3 1.4 185 411
4 1.4 203 369 4 1.9 127 231

h(m)  D(m) Em(lx)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

36" 60°
1 0.6 604 2414 1 1.1 661 1468
2 1.3 21 604 2 241 202 367
3 1.9 121 268 3 3.2 106 163
4 25 83 161 4 4.2 69 92

462



*Housing and bracket: Cast aluminum.

*Spot light adjustable 358° rotating around the vertical axis and 90°

rotating around the horizontal axis.
*Anti-dazzle ring: Pure aluminum.

Surface-mounted Spot Light

sLight source: COB LED with a lens of optical.

C6026 6W 530Im
With LED Driver 36V-150mA
230V-50Hz

N

h(m) ~ D(m)

0.3
0.7
1.0
1.4

AW N -

h(m) ~ D(m)

0.6
1.3
1.9
2.6

S W NN =

Em(Ix)

1100
385
220

151

Em(Ix)

445
165
89
61

Emax(Ix)
10°
4400
1100
489

275

Emax(Ix)
30°
1780
444

198

111

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

463

IP20 (€

S

RoHS$

White  Silver Black
2700K 3000K 4000K

10°  20°

Non-Dimmable

h(m)  D(m)

AW NN =

0.5
0.9
1.4
1.8

30°

COB LED
Em(Ix) Emax(Ix)
20°
683 2730
239 682
136 303
94 170

0
GW [15.5(G)



Surface-mounted Spot Light s

C6026 10W 900Im
With LED Driver 36V-250mA
230V-50Hz

NW
Q

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(Ix)

10° 20°
1 0.3 1983 7930 1 0.5 1194 4775
2 0.7 694 1982 2 0.9 418 1194
3 1.0 396 881 3 1.4 239 530
4 1.3 273 496 4 1.8 164 299

h(m) D(m) Em(Ix) Emax(Ix)

30°
1 0.6 753 3011
2 1.3 263 752
3 1.9 150 334
4 2.6 103 188

464



Surface-mounted Spot Light s

*Housing and bracket: Cast aluminum.

*Spot light adjustable 358° rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Mounting ring: Pure aluminum.

«Anti-dazzle ring: Plastic black.
«Light source: COB LED with a high efficiency reflector of optical.

C6034 6W 550Im
With LED Driver 36V-150mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.4 670 2681
2 0.7 234 670
3 1.1 134 298
4 1.4 92 168

h(m) D(m) Em(Ix) Emax(Ix)

36"
1 0.7 249 998
2 1.3 87 249
3 2.0 49 111
4 2.6 34 62

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24" 36" 60°
Driver gear for LED: Non-Dimmable

51
< cm
’ 8
©
1
m )

COBLED ow

h(m) D(m) Em(Ix) Emax(Ix)

24°
1 0.5 538 2153
2 0.9 189 539
3 1.4 108 239
4 1.9 74 185

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.0 285 635
2 21 87 159
3 3.1 46 7
4 4.2 30 40

465



Surface-mounted Spot Light s

C6034 10W 1050Im
With LED Driver 36V-250mA
230V-50Hz

NwW
o]

h(m) D(m) Em(x)  Emax(lx) ] h(m) D(m) Em(x)  Emax(x)

15° - | 24°
1 0.3 1133 4535 1 0.4 664 2656
2 0.7 396 1134 2 0.9 232 664
3 1.0 226 504 3 1.3 132 295
4 1.4 165 283 4 1.8 91 166

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 419 1676 1 1.0 482 1072
2 1.3 146 419 2 21 147 268
3 2.0 83 186 3 3.1 7 119
4 2.7 57 105 4 4.2 35 67

C6034 15W 1370Im
With LED Driver 36V-350mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 1602 6409 1 0.5 943 3773
2 0.7 560 1602 2 0.9 330 943
3 1.0 320 712 3 1.4 188 419
4 1.4 220 401 4 1.9 129 236

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 601 2404 1 1.0 684 1520
2 1.3 210 601 2 2.1 209 380
3 2.0 120 267 3 3.1 109 169
4 2.6 82 150 4 4.2 71 95
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Surface-mounted Spot Light w

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15° 24" 36" 60°
Driver gear for LED: Non-Dimmable
TE v
*Housing and bracket: Cast aluminum.
2105

-Spot light adjustable 358° rotating around the vertical axis and 90°

rotating around the horizontal axis 2l :5°~5sz
. Max 90° h
*Mounting ring: Pure aluminum. 3<5>8° \
*Anti-dazzle ring: Plastic black.

. Lo . . . N
«Light spot pipe is available, which could make the light more soft A Q
ghtspot pip 9 % N COB LED ew [13.060)

and more perfect.
«Light source: COB LED with a high efficiency reflector of optical.

C6054 15W 1450Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 2047 6822 1 0.4 1314 4379
2 0.7 682 1705 2 0.8 438 1094
3 1.0 379 758 3 1.2 243 486
4 1.3 256 426 4 1.6 164 273
5 1.7 190 272 5 2.0 123 175

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 713 2377 1 1.0 393 1310
2 1.2 238 594 2 21 131 327
3 1.8 132 264 3 3.1 73 145
4 2.5 89 148 4 4.1 49 81
5 3.1 67 95 5 52 36 52

467
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Surface-mounted Spot Light w

C6054 20W 2000Im
With LED Driver 36V-500mA
230V-50Hz

oy

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24"
1 0.3 3104 10346 1 0.4 1781 5935
2 0.7 1034 2586 2 0.8 592 1483
3 1.0 575 1149 3 1.2 330 659
4 1.3 388 646 4 1.6 223 371
5 1.7 289 413 5 2.0 166 237

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.6 989 3296 1 1.0 542 1807
2 1.2 330 824 2 2.1 180 451
3 1.8 183 366 3 3.1 100 200
4 25 124 206 4 4.1 68 1138
5 3.1 92 131 5 52 50 72

C6054 25W 2250Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

157 24°
1 0.3 3205 10684 1 0.4 2038 6794
2 0.7 1068 2671 2 0.8 679 1698
3 1.0 594 1187 3 1.2 378 755
4 1.3 400 667 4 1.6 254 424
5 1.7 299 427 5 2.0 190 271

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 1116 3719 1 1.0 606 2020
2 1.2 372 929 2 241 202 505
3 1.8 207 413 3 3.1 112 224
4 25 139 232 4 4.1 76 126
5 3.1 104 148 5 5.2 56 80
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Surface-mounted Spot Light

COB LED CRI280 IP20 (€ RoHS$

z Housing color: White  Silver Black
/.r Color temperature: 2700K 3000K 4000K
; Beam angle: 15° 24" 36" 60°

Driver gear for LED: Non-Dimmable

*Housing and bracket: Cast aluminum.

-Spot light adjustable 358° rotating around the vertical axis and 90°
& 60cm
o

rotating around the horizontal axis. o ~

*Mounting ring: Pure aluminum.

*Anti-dazzle ring: Plastic black. '
«Light spot pipe is available, which could make the light more soft o A’

oy COB LED oW

and more perfect.
«Light source: COB LED with a high efficiency reflector of optical.

C6063 25W 2350Im
With LED Driver 36V-600mA
230V-50Hz

o

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 4154 13847 1 0.4 2968 9892
2 0.6 1384 3461 2 0.7 989 2473
3 0.9 769 1538 3 1.1 550 1099
4 1.2 519 865 4 15 371 618
5 1.6 387 553 5 1.8 277 395

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 1141 3804 1 0.9 707 2356
2 1.3 380 951 2 1.9 236 589
3 1.9 211 422 3 2.8 131 261
4 2.6 142 237 4 3.7 88 147
5 3.2 106 152 5 4.7 66 94
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Surface-mounted Spot Light

C6063 30W 3100Im
With LED Driver 36V-800mA
230V-50Hz

oy

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

15" 24°
1 0.3 6200 20668 1 0.4 4080 13600
2 0.6 2067 5167 2 0.7 1360 3400
3 0.9 1148 2296 3 11 756 1511
4 1.2 775 1291 4 1.6 510 850
5 1.6 578 826 5 1.8 381 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60"
1 0.6 1657 5524 1 0.9 1036 3452
2 1.3 552 1381 2 1.9 345 863
3 1.9 307 613 3 2.8 192 383
4 2.6 207 345 4 3.7 129 215
5 3.2 1565 221 5 4.7 97 138

C6063 40W 4000Im
With LED Driver 36V-10500mA
230V-50Hz

N

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

157 24°
1 0.3 7772 25905 1 0.4 5260 17533
2 0.6 2590 6476 2 0.7 1753 4383
3 0.9 1439 2878 3 1.1 974 1948
4 1.2 971 1619 4 15 657 1095
5 1.6 725 1036 5 1.8 491 701

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 1879 6263 1 0.9 1274 4248
2 1.3 626 1565 2 1.9 425 1062
3 1.9 348 695 3 2.8 236 472
4 2.6 235 391 4 3.7 159 265
5 3.2 176 251 5 4.7 119 170
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Recessed Spot Light

COB LED CRI280 IP20 (€ RoHS$

i
= Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
E -~ Beam angle: 16" 24" 36" 60"
Driver gear for LED: Non-Dimmable
@ 1-10V Dimmable
= DALI Dimmable
Triac Dimmable
el
*Housing and bracket: Cast aluminum. ﬂ 15
-Spot light adjustable 358° rotating around the vertical axis and 90°
. . . o & 61cm
rotating around the horizontal axis. > Max 90 L
358° N L T

woag'8z

*Anti-dazzle ring: Plastic black.

<Light spot pipe is available, which could make the light more soft /b‘ m
and more perfect. 9\ N 5

Light source: COB LED with a high efficiency reflector of optical. COB LED o

*The light can be compatible with emergency battery.

R6301 15W 1450Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 1672 6689 1 0.4 1098 4390
2 0.6 585 1672 2 0.8 384 1097
3 0.9 334 743 3 1.3 220 488
4 1.2 230 418 4 1.7 151 274
5 1.5 174 268 5 2.1 114 176

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 594 2374 1 1.0 328 1313
2 1.2 208 594 2 21 115 328
3 1.8 119 264 3 3.1 66 146
4 24 81 148 4 4.2 45 82
5 3.0 62 95 5 5.2 34 52
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Recessed Spot Light

R6301 20W 2100Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2600 10401 1 0.4 1483 5931
2 0.6 910 2600 2 0.8 519 1484
3 1.0 520 1156 3 1.3 297 660
4 1.3 358 650 4 1.7 204 371
5 1.6 270 416 5 2.1 154 237

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 824 3296 1 1.0 452 1808
2 1.2 288 824 2 21 158 452
3 1.8 165 366 3 3.1 90 201
4 25 113 206 4 4.2 62 113
5 3.1 86 132 5 5.2 47 72

R6301 25W 2250Im
With LED Driver 36V-600mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2671 10685 1 0.4 1699 6795
2 0.7 935 2671 2 0.8 595 1699
3 1.0 534 1187 3 1.2 340 755
4 1.3 367 668 4 1.7 234 425
5 1.7 278 427 5 2.1 177 272

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.6 930 3720 1 1.0 505 2020
2 1.2 326 930 2 2.1 177 505
3 1.8 186 413 3 3.1 101 225
4 25 128 233 4 4.2 69 126
5 3.1 97 149 5 5.2 53 81
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Recessed Spot Light

*Housing and bracket: Cast aluminum.

-Spot light adjustable 358 rotating around the vertical axis and 90°
rotating around the horizontal axis.

*Anti-dazzle ring: Plastic black.

«Light spot pipe is available, which could make the light more soft
and more perfect.

Light source: COB LED with a high efficiency reflector of optical.

*The light can be compatible with emergency battery.

R6307 15W 1050Im
With LED Driver 36V-350mA
230V-50Hz

NW
o)

h(m) D(m) Em(Ix) Emax(Ix)

15°
1 0.3 1690 6758
2 0.6 591 1689
3 0.9 338 751
4 1.3 232 422
5 1.6 176 270

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.5 535 2138
2 1.1 187 535
3 1.6 107 238
4 22 74 134
5 2.7 556 86

COB LED CRI280

Housing color:
Color temperature:
Beam angle:

Driver gear for LED:

NNNNNWWW NN\
@ 105
Max 90°
>
358° ‘\
/’
»
e

473

IP20 (€ RoHS$

White  Silver Black
2700K 3000K 4000K
18" 24" 36°

Non-Dimmable

1-10V Dimmable
DALI Dimmable
Triac Dimmable

COB LED

h(m) D(m) Em(Ix) Emax(Ix)

o s W N =

0.4 960
0.7 336
11 192
1.5 1382
1.8 100

24°
3838
960
427
240
154

6
@l@ lcm

o
GW [16.0KG

woag'8z



Recessed Spot Light

R6307 20W 1430Im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2365 9460 1 0.4 1299 5194
2 0.6 818 2365 2 0.8 455 1299
3 1.0 473 1051 3 1.2 260 577
4 1.3 325 591 4 1.6 179 325
5 1.6 246 378 5 2.0 135 208

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.6 722 2886
2 1.2 253 722
3 1.8 144 321
4 25 99 180
5 3.1 75 115

R6307 25W 1620Im
With LED Driver 36V-600mA
230V-50Hz

Ny

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 2660 10640 1 0.4 1699 6795
2 0.6 931 2660 2 0.8 595 1699
3 1.0 532 1182 3 1.2 340 755
4 1.3 366 665 4 1.7 234 425
5 1.6 277 426 5 2.1 177 272

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.5 829 3317
2 1.0 2901 829
3 1.6 166 369
4 2.2 114 207
5 2.7 86 133
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Recessed Spot Light

COB LED CRI280 IP20 (€ RoHS$

i
i
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
= Beam angle: 16" 24" 36" 60"
Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
= Triac Dimmable
*Housing and bracket: Cast aluminum.
-Spot light adjustable 358° rotating around the vertical axis and 90°
& 59cm
o

rotating around the horizontal axis.
*Anti-dazzle ring: Plastic black.
«Light spot pipe is available, which could make the light more soft

pa—
orcs |

and more perfect. o
Light source: COB LED with a high efficiency reflector of optical. COB LED o
*The light can be compatible with emergency battery.

R6302 20W 2050Im
With LED Driver 36V-500mA
230V-50Hz

NW
o)

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
1 0.3 3134 12537 1 0.4 2233 8933
2 0.6 1097 3134 2 0.7 782 2233
3 0.9 627 1393 3 1.1 447 993
4 1.2 431 784 4 1.4 307 558
5 1.5 326 502 5 1.8 232 357

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 844 3375 1 0.9 526 2102
2 1.2 295 844 2 1.9 184 525
3 1.8 169 375 3 2.8 106 234
4 2.4 116 21 4 3.7 72 131
5 3.0 88 135 5 4.6 55 84
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Recessed Spot Light

R6302 25W 2350Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 3462 13847 1 0.4 2473 9892
2 0.6 1212 3462 2 0.7 866 2473
3 0.9 693 1539 3 1.1 495 1099
4 1.2 476 865 4 1.4 340 618
5 1.5 360 554 5 1.8 257 396

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
1 0.6 951 3905 1 0.9 589 2357
2 1.3 333 951 2 1.9 206 589
3 1.9 190 423 3 2.8 118 262
4 25 131 238 4 3.7 81 147
5 3.2 99 162 5 4.7 61 94

R6302 30W 3100Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 5167 20668 1 0.4 3400 13601
2 0.6 1808 5167 2 0.8 1190 3400
3 1.0 1034 2297 3 1.1 680 1511
4 1.3 71 1292 4 1.5 468 850
5 1.6 538 828 5 1.9 354 544

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36° 60°
1 0.7 1381 5524 1 0.9 863 3452
2 1.3 483 1381 2 1.9 302 863
3 2.0 276 614 3 2.8 173 384
4 2.6 190 345 4 3.8 119 216
5 3.3 144 221 5 4.7 90 138
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Recessed Spot Light

R6302 40W 4000Im
With LED Driver 36V-1050mA
230V-50Hz

N

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix) Emax(Ix)

15° 24°
2 0.6 1619 6476 2 0.8 1096 4383
3 0.9 1007 2878 3 1.1 682 1948
4 1.3 729 1619 4 15 493 1096
5 1.6 570 1036 5 1.9 386 701
6 1.9 468 720 6 2.3 317 487

h(m) D(m) Em(Ix) Emax(Ix) h(m) D(m) Em(Ix) Emax(Ix)

36" 60°
2 1.3 392 1566 2 1.9 266 1062
3 2.0 244 696 3 2.8 165 472
4 2.6 176 392 4 3.7 120 266
5 3.3 138 251 5 4.7 94 170
6 4.0 113 174 6 5.6 7 118
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Recessed Spot Light

COB LED CRI280 IP20 (€ RoHS

| §
Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K
Beam angle: 15" 24" 36"
\-.-""'. i
- Driver gear for LED: Non-Dimmable
1-10V Dimmable
DALI Dimmable
Triac Dimmable
*Housing and bracket: Cast aluminum.
-Spot light adjustable 358° rotating around the vertical axis and 90°
& —_5%m
(9

rotating around the horizontal axis. & .
*Anti-dazzle ring: Plastic black.
sLight spot pipe is available, which could make the light more soft m
and more perfect. N o
Light source: COB LED with a high efficiency reflector of optical. S COB LED oW

*The light can be compatible with emergency battery.

R6308 20W 1550im
With LED Driver 36V-500mA
230V-50Hz

N

h(m)  D(m) Em(Ix)  Emax(Ix) ( \ ] | h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
1 0.3 3937 11747 1 0.3 2205 8821
2 0.6 1028 2937 2 0.7 772 2205
3 0.9 587 1305 3 1.0 441 980
4 1.2 404 734 4 1.4 303 561
5 1.5 306 470 5 1.7 229 353

h(m) D(m) Em(Ix) Emax(Ix)

36°
1 0.5 910 3639
2 1.0 319 910
3 1.5 182 404
4 2.0 125 227
5 2.5 96 147
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R6308 25\W 1770Im
With LED Driver 36V-600mA
230V-50Hz

N

h(m)

a b W N =

h(m)

a B W NN =

R6308 30W 2300Im
With LED Driver 36V-800mA
230V-50Hz

N

h(m)

a A W N =

h(m)

a s w NN =

D(m)

0.3
0.6
0.9
1.2
1.5

D(m)

0.5
1.0
1.5
2.0
2.5

D(m)

0.3
0.6
0.9
1.2
1.6

D(m)

0.5
1.0
1.5
2.0
25

Em(Ix)

3301
1155
660
454
343

Em(Ix)

1024
358
205

141
107

Em(Ix)

4925
1724
985
677
512

Em(Ix)

1482
519
297
204
154

Recessed Spot Light

Emax(Ix)
15°
13204
3301
1467
825

528

Emax(Ix)
36"
4097
1024
455

256

164

Emax(Ix)
15°
19701
4925
2189
1231
788

Emax(Ix)
36"
5929
1482
659

371

237
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h(m)

a B W N =

h(m)

a s W NN =

L

D(m)

0.3
0.7
1.0
1.4
1.7

D(m)

0.3
0.7
1.0
1.4
1.7

Em(Ix)

2437
853
487
335

Em(Ix)

3388
1186
678
466
352

Emax(Ix)
24°
9748
2437
1083
609

390

Emax(Ix)
24°
13553
3388
1506
847

542



Recessed Spot Light

R6308 40W 3000Im
With LED Driver 36V-1050mA
230V-50Hz

NwW
o

h(m)  D(m) Em(Ix)  Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

15° 24°
2 0.6 1536 6144 2 0.7 1080 4319
3 1.0 956 2731 3 1.1 672 1920
4 1.3 691 1536 4 1.4 486 1080
5 1.6 541 983 5 1.8 380 691
6 1.9 444 683 6 22 312 480

h(m) D(m) Em(Ix) Emax(Ix)

36°
2 1.0 427 1708
3 1.5 266 759
4 2.0 192 427
5 25 150 273
6 3.0 124 190
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WALA Interior

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+Comfortable and symmetric light performance.

<Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

<Light source: COB LED with a reflector of high optical.

v
B

S 46.5cm
%0 4’ L
3

—~_ 5
855 e COB LED ow
W6186 2x3W 380Im
With LED Driver 9V-500mA
230V-50Hz

NwW
o

COBLED CRI280 P20 (€ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+«Comfortable and symmetric light performance.

<Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

+Light source: COB LED with a reflector of high optical.

46.5¢cm
= "5"’"& w
Wik ]
- .
‘ﬁ ®° COB LED ow
W6187 2x3W 380Im
With LED Driver 9V-500mA
230V-50Hz
N
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WA LA Interior

COB LED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

«Comfortable and symmetric light performance.

«Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

<Light source: COB LED with a reflector of high optical.

J

200

wagg

855 oo COB LED ow

W7500 2x8W 580Im
With LED Driver 36V-180mA
230V-50Hz

ny

COBLED CRI280 P20 (¢ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+Comfortable and symmetric light performance.

sLight housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

+Light source: COB LED with a reflector of high optical.

S
= b"’c& 46cm
200 W- g
— 0
855 ©° COB LED ow
W7600 2x8W 580Im
With LED Driver 36V-180mA
230V-50Hz
Nw
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WALA Interior

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+Comfortable and symmetric light performance.

<Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

<Light source: COB LED with a reflector of high optical.

~—
5
85.5 oo COB LED

W7501 2x8W 580Im
With LED Driver 36V-180mA
230V-50Hz

o

COBLED CRI280 P20 (€ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+«Comfortable and symmetric light performance.

<Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

+Light source: COB LED with a reflector of high optical.

COB LED

W7601 2x8W 580Im
With LED Driver 36V-180mA
230V-50Hz

N

491

o)
GW [11.9K6!

48.5,
Q& cm
%2

]

o
GW [11.3(6
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WA LA Interior

COB LED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

«Comfortable and symmetric light performance.

«Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

«Light source: COB LED with a reflector of high optical
and SMD LED with acrylic diffuser.

‘9"@ 48.5¢cm
» - w
SMD + COB LED ow

W7503 COB2x8W+SMDSW 830Im
With LED Driver 36V-180mA+36V-135mA
230V-50Hz

NW

COBLED CRI280 P20 (¢ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+Comfortable and symmetric light performance.

sLight housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

+Light source: COB LED with a reflector of high optical
and SMD LED with acrylic diffuser.

g
SMD + COB LED ow

W7603 COB2x8W+SMD5W 830Im
With LED Driver 36V-180mA+36V-135mA
230V-50Hz

NW
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WALA Interior

COB LED CRI280 IP20 (€ RoHS$

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+Comfortable and symmetric light performance.

<Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

<Light source: COB LED with a reflector of high optical.

COB LED

W7502 2x8W 580Im
With LED Driver 36V-180mA
230V-50Hz

N

COBLED CRI280 P20 (€ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+«Comfortable and symmetric light performance.

<Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

+Light source: COB LED with a reflector of high optical.

~.

720
e
85,5 g COB LED

W7602 2x8W 580Im
With LED Driver 36V-180mA
230V-50Hz

N
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WA LA Interior

COB LED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

«Comfortable and symmetric light performance.

«Light housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

«Light source: COB LED with a reflector of high optical
and SMD LED with acrylic diffuser.

S 80cm
'ﬂ-§ w
SMD + COB LED ow

W7504 COB2x8W+SMD10W 960Im
With LED Driver 36V-180mA+24V-350mA
230V-50Hz

NW

COBLED CRI280 P20 (¢ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

*Screwless design with magnetic mounted to make fixture
looks more simple and elegant.

+Comfortable and symmetric light performance.

sLight housing: Pure aluminum.

*Surface mounted and no need wall-mouted plate.

+Light source: COB LED with a reflector of high optical
and SMD LED with acrylic diffuser.

720 & — 80cm
5"°- w
mﬂ 5
— 5
855 go° SMD + COB LED ow

W7604 COB2x8W+SMD10W 960Im
With LED Driver 36V-180mA-+24V-350mA
230V-50Hz

NW

494




W6102 5W 383Im
With LED Driver 9V-350mA
230V-50Hz

N

W6036 2x3W 468Im
With LED Driver 9V-500mA
230V-50Hz

NW
o

WALA Interior

COB LED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

«Light housing: Pure aluminum.
*Wall-mouted plate: Steel sheet.
sLight source: COB LED.
*Included LED driver.

98 oS
— 2ares

COB LED

COBLED CRI280 IP20 (¢ RoHS

Housing color: White  Silver Black Aluminum Brush
Color temperature: 2700K 3000K 4000K

«Light housing: Pure aluminum.
*Wall-mouted plate: Steel sheet.
sLight source: COB LED.
Included LED driver.

k o COB LED

495




WA LA Interior

COB LED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Luminaire housing: Cast aluminum.
*Wall-mouted plate: Stainless sheet.
sLight source: COB LED.

Included LED driver.

W6014 5W 383Im S~ %
With LED Driver 9V-350mA
230V-50Hz ~ ] 50

NwW
COB LED

COB LED CRI280 IP20 (€ RoH$

Housing color: White Silver Black
Color temperature: 2700K 3000K 4000K

*Luminaire housing: Pure aluminum.
*Wall-mouted plate: Steel sheet.

sLight source: COB LED with a lens of optical.
*Included LED driver.

130
W6001 2x5W 900Im
With LED Driver 36V-250mA 174
230V-50Hz
Nw
280 COB LED
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W6016 5W 380Im
With LED Driver 9V-350mA
230V-50Hz

N

W6019 2x3W 450Im
With LED Driver 9V-500mA
230V-50Hz

NW
o

WALA Interior

COB LED CRI280 IP20 (€ RoH$

Housing color: White  Brush Black
Color temperature: 2700K 3000K 4000K

*Luminaire housing: Pure aluminum.
*Wall-mouted plate: Stainless sheet.

«Light source: COB LED with a lens of optical.
Included LED driver.

_L—Ys

65

COB LED

="

COBLED CRI280 IP20 (¢ RoHS

Housing color: White  Brush Black
Color temperature: 2700K 3000K 4000K

*Luminaire housing: Pure aluminum.
*Wall-mouted plate: Stainless sheet.

sLight source: COB LED with a lens of optical.
Included LED driver.

VL\75

65

COB LED
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W6171 2x5W 800Im
With LED Driver 36V-250mA
230V-50Hz

NW
Q

WA LA Interior

COB LED CRI280 IP20 (¢ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

sLuminaire housing: Pure aluminum.
*Wall-mouted plate: Steel sheet.

+Light source: COB LED with a lens of optical.
*Included LED driver.

@ COB LED
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R6008 1W 35Im
With LED Driver 3V-350mA
230V-50Hz

N

R6803 1W 49Im
With LED Driver 3V-350mA
230V-50Hz

NW
o

R6008 3W 68Im
With LED Driver 3V-700mA
230V-50Hz

by

R6803 3W 190Im
With LED Driver 9V-350mA
230V-50Hz

N

WALA

Interior

SMD LED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Housing: Aluminum sheet.
*Light source: SMD LED.
Included LED driver.

SMD LED

COBLED CRI280 IP20 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Housing: Cast Aluminum.
+Light source: COB LED.
*Included LED driver.

7
Nl
80 B }69X69
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—
32/ 3w 1w
80 ’ COBLED  SMDLED
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Interior

RoHS$

*Recessed kit in brickwork: Aluminum sheet
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*Luminaire housing: Cast aluminum.

*Wall-mouted plate: Stainless sheet.

«Light source: COB LED with an optical lens and glass.

*Included LED driver.

E6018 5W 500Im

With LED Driver 9V-500mA

230V-50Hz
N

h(m)

AW N -

h(m)

I\ R

D(m)

0.6
1.2
1.8
23

D(m)

1.2
24
3.6
4.9

Em(Ix)

353
124
Al
48

Em(Ix)

95
33
19
13

Emax(Ix)
24°
1410
353

167

88

Emax(Ix)
60°

378

95

42

24

WA LA Exterior

COB LED CRI280 IP54 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K 1
86

w & 40.5cm
o <

3 I

asecs] 8
280 COB LED ow

h(m) D(m) Em(x)  Emax(ix)

36"
1 0.6 250 1001
2 1.2 88 250
3 1.8 50 11
4 2.4 35 63

501



WALA Exterior

COB LED CRI280 IP54 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K "
130
*Luminaire housing: Pure aluminum.
*Wall-mouted plate: Stainless sheet. N
*Light source: COB LED with an optical lens and glass. -
Included LED driver.
280" COB LED ow

E6029 2x5W 900Im
With LED Driver 36V-250mA
230V-50Hz

o

h(m)  D(m) Em(Ix) Emax(Ix) h(m)  D(m) Em(Ix)  Emax(Ix)

24° 36°
1 0.6 353 1410 1 0.6 250 1001
2 1.2 124 353 2 1.2 88 250
3 1.8 il 157 3 1.8 50 111
4 2.3 48 88 4 2.4 35 63

h(m) D(m) Em(Ix) Emax(Ix)

60"
1 1.2 95 378
2 24 33 95
3 3.6 19 42
4 4.9 13 24

502
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WA LA Exterior

COB LED CRI280 IP54 (€ RoHS$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K "

31cm

100 . . Zog
*Luminaire housing: Pure aluminum. / \ <&
PN ~
*Wall-mouted plate: Cast aluminum. ~
«Light source: COB LED with an optical lens and glass. m

00T

*Included LED driver.
COB LED oW

E6016 2x5W 800Im
With LED Driver 36V-250mA
230V-50Hz

N

h(m)  D(m) Em(x)  Emax(Ix) h(m)  D(m) Em(lx)  Emax(lx)

24° 36°
1 1.0 137 548 1 1.1 113 451
2 2.0 48 137 2 22 40 113
3 3.0 27 61 3 3.3 23 50
4 3.9 19 34 4 4.5 15 28

h(m) D(m) Em(Ix) Emax(Ix)

60°
1 1.5 79 317
2 3.0 28 79
3 4.4 16 35
4 5.9 1" 20

503
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E6170 5W 400Im
With LED Driver 9V-500mA
230V-50Hz

NW
!

WALA Exterior

COB LED CRI280 IP54 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Housing for recessed mounting in brickwork cast aluminum with a
plastic recessed box.

sLight source: COB LED with an optical lens and glass.

Included LED driver.

Vel

N poenito @

COB LED
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WA LA Exterior

COB LED CRI280 IP54 (€ RoHS

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Housing for recessed mounting in brickwork cast aluminum with a
plastic recessed box.

«Light source: COB LED with an optical lens and glass.

Included LED driver.

ANNNNNN\NY

ﬁ oS 33.5¢m

E6007 5W 100Im S
With LED Driver 9V-500mA 94x94x85 YT g
230V-50Hz ’ m

NW 7

© 7

¢ COBLED ow

COBLED CRI280 IP54 (¢ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Housing for recessed mounting in brickwork cast aluminum with a
plastic recessed box.

sLight source: COB LED with an optical lens and glass.

Included LED driver.

E6031 2x5W 170Im
With LED Driver 36V-250mA
230V-50Hz

145x95x90 @
7

NwW
; COB LED ow
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E6013 5W 100Im
With LED Driver 9V-500mA
230V-50Hz

NW
!

WALA Exterior

COB LED CRI280 IP54 (€ RoH$

Housing color: White  Silver Black
Color temperature: 2700K 3000K 4000K

*Housing for recessed mounting in brickwork cast aluminum with a
plastic recessed box.

sLight source: COB LED with an optical lens and glass.

Included LED driver.

7|
| s

145x95x90 @
7

v COB LED
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Oval wide flood
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*The lamp body is made of pure aluminum and is molded through

extrusion and then shaped by CNC machines: the surface is oxidized

after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Exquisite design for the dimension of the lighting fixture.

*Applications: offices , educational institutes ,hospitals, warehouses ,

meeting rooms, schools and showrooms.

*The lamp body is made of pure aluminum and is molded through

extrusion and then shaped by CNC machines: the surface is oxidized

after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Exquisite design for the dimension of the lighting fixture.

*Applications: offices , educational institutes ,hospitals, warehouses ,

meeting rooms, schools and showrooms.

OFFICE

Recessed

SMDLED CRI280 IP20 <€  RoHs [ O
Housing color: White  Silver Black Anodising Brush
Color temperature: 3000K 4000K 6000K

Driver gear for LED: Non-Dimmable

1-10V Dimmable
DALI Dimmable

R3010 18W 1540Im
AC 230V or With LED Driver 36V-500mA
230V-50Hz

NwW
0

oo
oo

R3010 36W 2500im
AC 230V or With LED Driver 36V-900mA
230V-50Hz

iy

(,)(f‘(\ 120.5¢m,
s{{o o o B — I
s))o o @ ’_H
o
g
m ’

.

SMD LED GW 15,06

SMD LED CRI=80 1P20 € RoHS 1:‘!» D
Housing color: White  Silver Black Anodising Brush
Color temperature: 3000K 4000K 6000K
R3011 28W 2200Im R3011 46W 3150Im
AC 230V or With LED Driver AC 230V or With LED Driver
36V-500mA+2x15V-350mA 36V-900mA+2x15V-350mA
230V-50Hz 230V-50Hz

NW

ARSSSY 1 i
1450x43 v

84 / .
N 460
S5 v

515

SMD LED
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OFFICE

et T

*The lamp body is made of pure aluminum and is molded through
extrusion and then shaped by CNC machines: the surface is oxidized
after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Applications: offices , educational institutes ,hospitals, warehouses ,
meeting rooms, schools and showrooms.

Recessed

SMD LED CRI280

Housing color:
Color temperature:

Driver gear for LED:

R3009 18W 1540Im

IP20 C€  Robs (1 O

White  Silver Black Anodising Brush
3000K 4000K 6000K

Non-Dimmable
1-10V Dimmable
DALI Dimmable

R3009 36W 2500Im

AC 230V or With LED Driver 36V-500mA  AC 230V or With LED Driver 36V-900mA

230V-50Hz
oy

230V-50Hz
N

[NNNNNNNN N 1 z
1130x65 ” & 1200m
bo)
K
eves )0
105[N 1180 -
78 SMD LED GW
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OFFICE

*The lamp body is made of pure aluminum and is molded through
extrusion and then shaped by CNC machines: the surface is oxidized
after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Exquisite design for the dimension of the lighting fixture.

*Applications: offices , educational institutes ,hospitals, warehouses ,

meeting rooms, schools and showrooms.

*The lamp body is made of pure aluminum and is molded through
extrusion and then shaped by CNC machines: the surface is oxidized
after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Exquisite design for the dimension of the lighting fixture.

*Applications: offices , educational institutes ,hospitals, warehouses ,
meeting rooms, schools and showrooms.

Pendant

SMD LED CRI280 IP20 (€ RoHs T O

Housing color: White  Silver Black Anodising Brush
Color temperature: 3000K 4000K 6000K

F3175 28W 2100Im
AC 230V or With LED Driver 36V-500mA+2x15V-350mA
230V-50Hz

NW

Q

o o o o o o &

o 101.5¢m
MaxlSOO] © 5 o))e gz 3 ”«
70l ——— - : =
~ 30

3 8 SMD LED oW

=

=

SMD LED CRI280 IP20 (€ Robs T3

Housing color: White  Silver Black Anodising Brush
Color temperature: 3000K 4000K 6000K

F3176 28W 2200Im F3176 46W 3150Im

AC 230V or With LED Driver AC 230V or With LED Driver
36V-500mA+2x15V-350mA 36V-900mA+2x15V-350mA
230V-50Hz 230V-50Hz

NW

Max 1500[ ° g °))e° g ¢
701 % __ ‘
. .
35 B SMD LED oW

5917
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O F F I C E Pendant

*The lamp body is made of pure aluminum and is molded through
extrusion and then shaped by CNC machines: the surface is oxidized
after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Exquisite design for the dimension of the lighting fixture.

*Applications: offices , educational institutes ,hospitals, warehouses ,

meeting rooms, schools and showrooms.

*The lamp body is made of pure aluminum and is molded through
extrusion and then shaped by CNC machines: the surface is oxidized
after brushing or electrostatic thermo-painting finish.

*Germany imported high transmittance PMMA diffuser specially
designed for LED light sources creating a high visual comfort and
very uniform lighting distributions.

*Tuneable white dimming control is available.

*Seamless continuous lighting system without dark spots available.

*Applications: offices , educational institutes ,hospitals, warehouses ,
meeting rooms, schools and showrooms.

SMD LED CRI280 IP20 (€

Housing color: White  Silver
Color temperature:

F3177 18W 1100Im
AC 230V or With LED Driver 36V-500mA
230V-50Hz

N

Max 1500}

70[ &y&@

SMD LED CRI280 IP20 (€

Housing color: White  Silver

Rois 1 @

Black Anodising Brush
3000K 4000K 6000K

F3177 36W 2100Im
AC 230V or With LED Driver 36V-900mA
230V-50Hz

N

woas'TE

SMD LED oW

Rois 1 @

Black Anodising Brush

Color temperature: 3000K 4000K 6000K

F7007 18W 1100Im
AC 230V or With LED Driver 36V-500mA
230V-50Hz

N

Max 1500}

751 /
30
60 >
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F7007 36W 2100Im
AC 230V or With LED Driver 36V-900mA
230V-50Hz

N

wogE

SMD LED ow [



Pendant

F3175 | F3176 | F3177
Suitable for:

Suitable for:
F7007

OFFICE

AN

29[ \
|
Tl
Small connecting bracket
%
Large connecting bracket

Accessories: connecting plate



O F F I C E Pendant

Connecting plate installation spec
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LIGHT SOURCE

CREE&

LEDs

CIzZEN
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DATA

Caode Lamp cap Voltage Power Luminous Luminous Beam Colour
flux intensity angle temperature
) w) (lm) (cd) ) (K)
QT? G4 12 20 300 3000
o) QT12 GY6.35 12 50 210 3000
QT12 GY6.35 12 75 1450 3000
QT12 GY6.35 12 100 2200 3000
QR-CBCS1 GUS.3 12 20 6000 10 3000
QR-CBCS51 GUS.3 12 20 2300 24 3000
QR-CBCS1 GUS.3 12 20 1000 36 3000
QR-CBCS51 GUS.3 12 5 12500 10 3000
(Qﬂ QR-CBCS1 GUS.3 12 85 4400 24 3000
QR-CBCS51 GUS.3 12 5 2200 36 3000
QR-CBCS1 GUS.3 12 50 15000 10 3000
QR-CBC51 GUS.3 12 50 5700 24 3000
QR-CBCS1 GUS.3 12 50 2850 36 3000
QR-LPT11 G53 12 50 40000 8 3000
QR-LP111 G53 12 50 20000 24 3000
QR-LPT11 G53 12 50 4000 45 3000
QR-LP111 G53 12 75 30000 8 3000
= QR-LP111 G53 12 75 5300 24 3000
QR-LP111 G53 12 75 2000 45 3000
QR-LP111 G53 12 100 4800 8 3000
QR-LP111 G53 12 100 8500 24 3000
QR-LP111 G53 12 100 2800 45 3000
H-PIN G9 230 25 230 2900
F H-PIN G9 230 40 460 2900
H-PIN G9 230 60 790 2900
QC[HD QPART16 GU10 230 35 600 35 2900
QPART6 GUI10 230 50 950 35 2900
mgm QPAR20 E27 230 50 3200 10 2900
QPAR20 E27 230 50 1000 30 2900
QPAR30 E27 230 75 6900 10 2900
QPAR30 E27 230 75 2200 40 2900
PAR38 E27 230 120 9300 12 2900
PAR38 E27 230 120 3100 30 2900
PARS6 GX1éd 230 300 40000 9/15
PARS56 GX1éd 230 300 9000 16/40
QT32 E27 230 100 1470
QT32 E27 230 150 2400
o QT32 E27 230 230 4210
QT32 E27 230 230 4350
E==] HIT-TM PGJS 20 1650 3000
HIT-CRI G8.5 35 3500 3000
== HIT-CRI G8.5 &9 3400 4200
HIT-CRI G8.5 70 6600 3000
HIT-CRI G8.5 70 6900 4200
HIT G12 35 3500 3000
HIT G12 35 3600 4200
HIT G12 70 6800 3000
= G12 70 7300 4200
HIT G12 150 14500 3000
HIT G12 150 15000 4200
HIT-DE RXx7-s 70 6800 3000
HIT-DE Rx7-s 70 6600 4200
HIT-DE Rx7s-24 150 14500 3000
EEEEE i DE Rx7s-24 150 14400 4200

523



DATA

Code Lamp cap Voltage Power Luminous Luminous Beam Colour
flux intensity angle temperature

(AVA] (w) (Im) (cd) (] (K)

TC-D G24d-1 10 600 2700-3000-4000

TC-D G24d-1 13 900 2700-3000-4000

TC-D G24d-2 18 1200 2700-3000-4000

TC-D G24d-3 26 1800 2700-3000-4000

=]

TC-DEL G24g-1 10 600 2700-3000-4000

TC-DEL G24g-1 13 900 2700-3000-4000

TC-DEL G249-2 18 1200 2700-3000-4000

TC-DEL G24g-3 26 1800 2700-3000-4000

TC-T Gx24d-1 13 900 2700-3000-4000

TC-T Gx24d-2 18 1200 2700-3000-4000

TC-T Gx24d-3 26 1800 2700-3000-4000

= TC-TEL Gx249-1 13 900 2700-3000-4000

TC-TEL Gx24qg-2 18 1200 2700-3000-4000

TC-TEL Gx249-3 26 1800 2700-3000-4000

TC-TEL Gx249g-3 32 2400 2700-3000-4000

TC-TEL Gx24g-4 42 3200 2700-3000-4000

TC-TEL Gx249-5 57 4300 2700-3000-4000

TC-DSE E27 230 5 240 2700-3000-4000

TC-DSE E27 230 7 400 2700-3000-4000

@ == |TC-DSE E27 230 11 600 2700-3000-4000

TC-DSE E27 230 15 900 2700-3000-4000

TC-DSE E27 230 20 1230 2700-3000-4000

TC-DSE E27 230 23 1530 2700-3000-4000

TC-DSE E27 230 30 1900 2700-3000-4000
T16(FH)(T5) €5 14 1100 6500
T16(FH)(T5) G5 14 1200 4000
T16(FH)(T5) €5 14 1200 3500
T16(FH)(T5) G5 21 1750 6500
= |TI6(FH)(T5)  |G5 21 1900 4000
T16(FH)(T5) G5 21 1900 3500
T16(FH)(T5) G5 28 2400 6500
T16(FH)(T5) G5 28 2600 4000
T16(FH)(T5) G5 28 2600 3500
T16(FQ)(T5) G5 24 1600 6500
T16(FQ)(T5) G5 24 1750 4000
T16(FQ)(T5) G5 24 1750 3500
T16(FQ)(T5) G5 39 2850 6500
T [ TI6(FQ)(T5) | G5 39 3100 4000
T16(FQ)(T5) G5 39 3100 3500
T16(FQ)(T5) G5 54 4000 6500
T16(FQ)(T5) G5 54 4450 4000
T16(FQ)(T5) G5 54 4450 3500
T5FC 2GX13 55 3800 6500
T5FC 2GX13 55 4200 4000
TS5FC 2GX13 55 4200 3000
ﬂﬁ] LED QR-CB51 | GUS.3 DC 12V 3x1IW 140 3000
LED QR-CB51 | GUS.3 DC 12V 3xIW 180 6000
a]:@ LED QPART16 GU10 230 3xIW 180 3000
LED QPART6 GU10 230 3xIW 210 6000
GUI10 230 7W 3000
Energy-Saving |GUI10 230 7W 6000
Lamp cup GU10 230 9W 3000
GU10 230 9W 6000
LED PAR30 E27 230 7 x 1TW 420 3000
LED PAR30 E27 230 7x1W 480 6000
LED spot light | E27 230 12x TW 700 3000
LED spot light | E27 230 12x TW 840 6000

524




ICONS

symbol Description

D Aluminaire in which protection against electric shock
does notrely on basic insulation only,but which inclu-
des an additional safety precaution in such a way that
means are provided for the connection of accessible
conductive parts to the protective(earthing)conductor
in the fixed wiring of the installation in such a way that
accessible conductive parts cannot become live in the
event of a failure of the basic insulation.

O] Aluminaire in which protection against electric shock
does not rely on basic insulation only,but in which
additional safety precautions such as double insulation
orreinforced insulation are provided,there being no pr-
ovision for protective earthing or reliance upon installa-
tion conditions.

@ Aluminaire in which protection against electric shock
relies on supply at safety extra-low voltage(SELV) and
in which voltages higher than those of SELV are not
generated.

(€3 All products subject to the EMC guideline 89/336 (elec-
tromagnetic compatibility) and the guideline 73/23 (lo-
w-voltage)meet the requirements therein and bear the
CE symbol on their packaging.

W All luminaires meet the F requirements in accordance
with EN 60598-1 and are suitable for mounting on nor-
mal inflammable mounting surfaces (housing parts).

IP20 All luminaires meet the requirements of protection mo-
de IP20 and are not marked.Other protection modes are
specified for each product.

& Protection mode IP44
Splash proof protection against splashes from all directions.

&& Protection mode IP65

Protection against dust and strong jets of water from all
directions.

S0 Protection mode IP67

Protection against dust and against the results of tempo-
rary immersion.

% & dxm Protection mode IP68xm
Protection against dust and against the results of continu-

ous submersion up to a depth ofxm.
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PRODUCT CODES

Model Page Model Page  Model Page  Model Page  Model Page Model Page
4001 453  C6038 378 P6026 398 R6178 334 R6259 206 R6364 307
4002 453  C6044 368 P6033 418 R6179 336 R6262 095 R6365 309
4003 453  C6045 367 P6034 419  R6180 338 R6270 146  R6803 499
4005 455 C6046 379 P6035 420 R6188 052 R6280 240 R6821 186
4006 455  C6047 311 P6040 421 R6190 204 R6282 170  R6830 222
4007 455  C6048 313  P6041 422 R6191 334 R6285 144  R6831 223
4008 455  C6049 380 R3009 516 R6192 336 R6286 069 R6842 229
4009 455  C6050 457  R3010 515 R6193 338 R6287 071 R6843 230
4010 455 C6051 375 R3011 515 R6195 134 R6288 340 R6864 188
4011 455  C6052 376  R6008 499 R6196 133  R6289 342 R6865 187
4012 455  C6054 467 R6011 226 R6197 157  R6290 344 R6866 214
4013 456  C6062 370 R6013 225 R6198 114 R6291 251  R6867 213
4014 456 C6063 469 R6015 228 R6199 115 R6292 254 R6894 022
4015 456  C6221 369 R6017 227  R6200 172 R6295 303 R6897 016
4016 456  C6234 366 R6018 232  R6201 136  R6296 034 R6900 083
4017 456  C6257 459  R6020 109 R6202 135 R6297 040 R6901 085
4018 454  C6264 371  R6083 247  R6203 339 R6298 053 R6902 091
4019 454 C6290 372 R6084 249 R6204 341 R6299 031 R6903 093
4020 454  C6300 461  R6087 267 R6205 343  R6300 037 R6904 087
4021 453  E6007 505 R6089 269 R6206 333 R6301 471 R6905 089
4022 453  E6013 506 R6092 158  R6207 335 R6302 475 R6918 349
4023 453 E6016 503 R6093 126  R6208 337 R6307 473  R6924 245
4024 456 E6018 501 R6094 131 R6209 327 R6308 478 R6925 265
4025 456  E6021 180 R6103 231 R6210 329 R6309 017  T6001 441
4026 456  E6022 181 R6104 111 R6211 331  R6310 019  T6002 445
4027 456  E6023 182 R6108 112 R6212 321 R6311 020 T6012 435
4028 456 E6024 183 R6116 211 R6213 323 R6314 205 T6017 437
5058 500 E6025 184  R6117 212 R6214 325 R6315 018 T6032 443

E6026 185 R6118 216 R6215 110 R6316 128  T6033 448
C6002 386 E6027 021 R6121 207 R6216 063 R6319 196  T6099 439
C6003 386 E6028 015 R6136 051 R6217 064 R6321 132 W6001 496
C6004 385 E6029 502 R6140 169 R6218 156 R6324 215 w6014 496
C6005 385 E6031 505 R6141 209 R6229 065 R6325 160 W6016 497
C6019 233  E6170 504 R6146 171 R6230 067 R6326 137 W6019 497
C6021 363 F3175 517 R6153 105 R6231 271 R6327 138  W6036 495
C6023 234 F3176 517 R6154 106 R6232 274 R6334 195 W6102 495
C6024 365 F3177 518 R6155 328 R6233 277 R6335 194  W6171 498
C6025 364  F7007 518 R6156 330 R6235 280 R6338 055 W6186 489
C6026 463  P6002 388 R6157 332 R6236 283  R6340 011 w6187 489
C6027 351  P6003 388 R6158 322 R6237 286 R6341 012  W7500 490
C6028 353 P6004 387 R6159 324 R6238 328 R6342 013 W7501 491
C6029 410 P6005 387 R6160 326 R6239 330 R6343 014  W7502 493
C6030 409 P6016 404 R6161 210 R6240 332 R6356 322 W7503 492
C6031 408 P6017 405 R6171 113 R6245 239 R6357 324  W7504 494
C6032 407 P6018 406 R6172 154  R6248 116 R6358 326 W7600 490
C6033 377 P6022 394 R6173 1565 R6249 203 R6360 297 W7601 491
C6034 465 P6023 395 R6175 340 R6254 108 R6361 299  W7602 493
C6035 373  P6024 396 R6176 342 R6255 107 R6362 301  W7603 492
C6036 374  P6025 397 R6177 344 R6256 202 R6363 305 W7604 494
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